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100% YAXLEY-MALLORY DISTRIBUTORS 


@ Nationwide distribution of Yaxley-Mallory Approved Precision Radio 
Products is made through a selected group of what we like to term 
100% Yaxley-Mallory” Distributors. They are the foremost Radio Parts 
distributors in your area —selected for their ability to serve you better 


than any other distribution channels. We recommend them unreservedly. 


Buy your radio parts from a ‘100% Yaxley-Mallory’’ Distributor 
ie 


REPLACEMENT CONDENSERS 


A YAXLEY-MALLORY PRODUCT 


CELLOPHANE SEPARATORS 
ETCHED ANODES 
STITCHED ANODE LEADS 


— All recent important improvements pioneered 
or developed by Mallory — are incorporated in 
Mallory Condensers wherever they add to 
quality and utility. 


FOREWORD 


Se terms as “High Surge Voltage,” 
“Low Leakage,” ‘“‘Low Power Factor”, “Full Capacity” and “Long 
Life” are constantly used to describe the merits of ordinary condensers. 
These, to Mallory, are not features but only the bare necessities with- 
out which a condenser would fail to give satisfactory performance. 

You may be assured that all Mallory condensers excel in these 
characteristics and with perfect confidence profit by the many real 
and novel features provided only in Mallory units. 

Mallory and Yaxley Approved Precision Radio Products are pro- 
duced with the dominant idea of promoting the interests of the radio 
service profession. With the manufacture of these parts, it is our am- 
bition to retain our reputation permanently for leadership in furnish- 
ing constructive, helpful information and assistance. The Mallory 
Auto Radio Service and Replacement Manual and The Yaxley Re- 
placement Manual and Service Guide are recognized as being indis- 
pensable. 

In dedicating this new volume to the Radio Service Fraternity, we 
are also dedicating it to those who have made it possible. 

As you daily use all three of these Manuals and experience the 
satisfaction that results from trouble-free installations, you will make 
them worthy of your confidence—a confidence that warrants your 


100% use of Mallory-Yaxley Approved Precision Radio Products. 


The Dry Electrolytic Condensers sold by P. R. Mallory & Co., 
Inc., are manufactured under one or more of the following U. S. 
Letters Patent: 


2,020,408 1,959,780 1,891,206 

2,016,302 1,935,860 1,774,455 

2,012,481 1,918,717 1,715,789 

1,998,202 1,918,716 1,714,191 

1,992,545 1,916,586 1,710,073 

1,989,129 1,912,223 Re. 19,370 

1,981,533 1,909,506 Re. 18,673 

1,981,352 1,891,207 and other pending patents. 


The Wet Electrolytic Condensers sold by P. R. Mallory & Co., 


Inc., are manufactured under one or more of the following U. 5S. 
Letters Patent: 


2,012,359 1,996,982 1,949,953 

2,011,461 1,983,469 1,916,586 

2,005,055 1,983,468 Re. 19,370 

2,000,793 1,969,630 

1,997,185 1,960,834. and other pending patents. 


.o 


The MALLORY 
Universal 


The Radio Service Fraternity has been obliged to use three 
general methods to replace Dry Electrolytic Condensers. They 
are: | 


1 Replacing the unit with a standard unit as near as 

possible to the specifications of the original. This 
system is logical only where the usual standard type will fit into the 
available space. Unfortunately, space factor has rendered this prac- 


tice impossible in a majority of cases. 


The second method is replacing one unit only in a com- 

2 bination condenser by hanging the replacement outside 

of the original-block. This is a makeshift method at best and space 
again is a factor. Then, too, the remaining units of the original block 
are likely to fail soon after the replacement has been made incurring 
dissatisfaction on the part of the customer. One cannot make a charge 
for more than the section replaced. Therefore the opportunity of 


greater profit and better customer satisfaction is lost. 


The third method involves using an exact duplicate 

3 replacement. This appears ideal but to provide quick 

service would require a tremendous stock entirely out of the question 
from a financial standpoint. It would be necessary to go to a distrib- 
utor repeatedly for a single condenser. Furthermore, since any sort of 
complete service on the part of your distributor would entail the 
stocking of thousands of exact duplicate types, he would find it im- 
possible to carry such an array of units. Picture the many slow moving 
items which may remain for years on the distributor’s shelf—usually 


rendering them unfit for service. 


REPLACEMENT PLAN 


fs Ca in actively investigating 
| this field has solicited the aid of thou- 
‘sands of radio service men. Through actual 
personal contact and an extensive ques- 
tionnaire Mallory has made possible the 
most practical system for condenser ser- 
vicing. 

This information coupled with many 
new innovations from the Mallory Re- 
search Department has resulted in an en- 
tirely new line of condensers. Every one of 
these new units has been individually de- 
signed te fill a definite need. They do not 
represent former custom or practice in any 
particular. 

Each unit is produced to fit electrically 
and mechanically in a maximum number of 
cases to establish a truly universal ar- 
rangement. Sizes, capacities, combinations 
and internal connections have all been 
worked out by direct reference to the in- 
dividual requirements of thousands of radio 
receivers. Actual installation is accom- 
plished in most cases with single units 
approximating exact duplicate replace- 
ments. In some cases by the use of two, or 
in rare instances, three units installed to- 
gether they fit within the space available. 

In the interests of practicability, no by- 
pass units are included in any of the filter 
combinations. These are taken care of by 


using the proper Mallory tubular unit in 


conjunction with these filter combinations. 

In certain cases it has been found neces- 
sary to suggest a replacement unit having 
a higher capacity or voltage than the orig- 
inal. All conditions were carefully con- 
sidered. In such cases, the slight difference 
in cost is more than offset by the conve- 
nience enjoyed. In any case, the replace- 
ment will function entirely satisfactorily 
from an electrical standpoint. 

From a cost standpoint, Mallory re- 
placement Condensers compare favorably 
with exact duplicate units. Universal 
features of the new types will effect a great 
saving over any given period of time and 
establish a turnover heretofore impossible. 

Only four “Special Mallory Universal 
Condensers’” were found necessary. Even 
these units are designed to cover many 
models. 

It is not intended to deter making re- 
placement in any practical way. The list- 
ings and instructions in this manual are 
presented in a spirit of cooperation only. 

Some radio manufacturers prefer their 
distributors and service organizations to 
use their own parts exclusively. In present- 
ing this program, Mallory does not wish to 
interfere in any way with their plans. 

It is imperative that the instruc- 
tions on pages 16-17 be read carefully 


before using the replacement guide. 
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Small Size — Precision — Quality 


Small size without High Quality would de- 
feat any practical advancement in this 
field. Mallory policy prohibits any sacrifice 
of quality. The introduction of new Mallory 
Replacement Condensers, all small in size, 
is in strict accordance with this policy. 
Every size is the right size! 

Every Mallory condenser listed has equal 
or better characteristics, including life ex- 
pectancy, to any unit offered heretofore. 

The development of this entire line is 
based on research covering a period of 
many years. Every unit is designed ex- 
pressly for outstanding performance. Size 
was a secondary consideration. 

All Mallory Condensers must undergo 
a severe life test before release for sale is 
permitted. In this respect, not a few, but 
hundreds of units are placed on life test. 
This life test is not only conducted under 
actual conditions as experienced in the 
field but is much more-severe. Besides sub- 
jecting condensers to their maximum DC 
working voltage on life test, an AC com- 
ponent greater than ever present in field 
service is also imposed over and above the 
DC voltage. 

Radio sets in general and Midget sets in 
particular produce relatively high internal 
temperatures. Therefore life tests run at 
room temperature have no significance. 
The Standard Mallory life test specifi- 
cations call for the use of an industrial 
oven constantly maintained at 140° F. for 
the duration of the test! A thousand hours 
in this oven under the severe voltage ap- 
plied is equal to over a year’s service in the 
field. No Mallory unit is acceptable for 
service if it shows any inclination to change 
appreciably in characteristics at this in- 
terval. All Mallory life tests are continued 
_ even after the 1,000 hour mark and several 
thousand hours’ life under these extreme 
conditions is the rule and not the ex- 
ception. 


General Construction 
and Design 


Mallory, to make the ideal condenser, has 
given a great deal of thought to design and 


8. 


constructional points that at first might 
seem relatively unimportant. 

All Mallory carton type units utilize 
standard wax impregnated fibre-board ex- 
actly the same as used universally on large 
production orders for radio set manufac- 
turers. This type of material is used 
because it actually impregnates better 
than coated types of board having a 
silver or gold finish. This wax impreg- 
nation is highly important to the 
proper performance of the unit. 

All Mallory carton units have square 
corners and sides that do not bulge. Be- 
sides adding to their appearance this in- 
dicates proper engineering. By designing 
the condenser correctly, no attempt to 
squeeze it into the carton is necessary. 

The wire supplied on all Mallory units is 
especially selected for ample insulation and 
ease of installation. For this reason, on all 
but the tubular units, stranded push-back 
wire of the correct size and flexibility is 
used. 

All Mallory replacement condensers are 
stamped with the necessary information 
directly on each container rather than on 
paper labels pasted to the container. This 
type of marking provides permanent 
identification. Paper label types are apt 
to become unglued and leave the unit 
without identity. 

There are no common positive units in 
the Mallory line. These list at the same 
prices as the separate section type where 
each unit has its own pair of leads. The 
separate section type may, of course, be 
connected, when installing, either with the 
positives or the negatives common as well 
as other combinations. In the interests of 
reduced stock, the common positive type 
was purposely omitted. 


Sealed in Metal 
Humidity-Proof 


Temperature is an extremely important 
factor. The use. of Dry Electrolytic Con- 
densers where high temperatures are in- 
volved may severely affect their life. All 
Mallory Condensers are designed to func- 


MALLORY Replacement Condensers 
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tion in temperatures up to 140° F. This is 
ample to cover the usual temperature rise 
to be expected in the field. Care should be 
taken, however, not to install the con- 
denser next to, or between other com- 
ponents producing high temperatures in or 
on the radio chassis. This refers to rectifier 
tubes, power tubes and voltage divider 
resistances and transformers. In some 
Midget sets, it is impossible to make an 
ideal installation in this respect. 


A certain amount of moisture is included 
in the electrolyte of all Dry Electrolytic 
Condensers. The proper operation of the 
condenser is greatly dependent upon this 
moisture. In unprotected condensers this 
moisture may be lost, or on the other hand, 
the condenser may absorb more moisture, 
affecting the balance originally provided. 
Mallory Condensers have been designed 
with this point in view. All units are effec- 
tively sealed including the cardboard carton 
types. This is accomplished in the latter 
case by the use of a metal seal of ingenious 
construction inside of the carton which has 
been found to stabilize this characteristic. 


You will note from the above illustration 
that the metal seal completely seals the 
unit enclosed inside of the carton. This 
Mallory feature throws the burden of sta- 
bilized humidity on the metal seal and not 
the carton alone as in ordinary condensers. 
The carton itself, however, is thoroughly 


impregnated in wax affording double pro- 
tection against humidity. 

Because of this metal seal, these units 
will perform satisfactorily in tropical cli- 
mates. 


Mallory 


Terminal Connector 


Again Mallory solves a problem 
in a practical way. 


This device will prove a great help whether 
used with condensers or for other purposes. 

The Mallory Terminal Connector (Fig. 
1) is designed to provide an anchorage for 
the lead wires from the condenser where 
ordinarily splicing would be necessary. For 
example, when replacing an original unit 
having soldering lugs, the leads from the 
replacement unit may be cut short and the 
Terminal Connector used to join them 
with the set wiring. 

Solder (or bolt) the Connector strip to 
the chassis in an upright position as nea as 
possible to the replacement condenser unit. 
Cut off the lead wires from the condenser 
to the proper length to reach the Terminal 
Connector and solder each one to a lug on 
the Connector as in Fig. 2. (Note—All 
Mallory leads are push-back wire.) Now 
solder the circuit wires to the opposite lugs 
on the Terminal Connector in their proper 
order. 

Obviously if more than three wires are 
involved, it will be necessary to use more 
than one Terminal Connector or splice the 
remaining leads. Generally, the black or 
negative lead is soldered to the chassis and 
need not use a lug. 

Should the Terminal Connector be too 
high for the depth of the chassis it may be 
bent over to reduce its height. 
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Mallory 


Universal Mounting Flanges 
For Carton Types 


The mounting of carton type condensers 
has always been a problem from a replace- 
ment standpoint. An almost unanimous 
appeal for something new and practical 
was noted in the response to the Mallory 
Service Questionnaire. Mallory Engineers 
have studied the problem from the service 
man’s angle. 

All Mallory carton type condensers are 
equipped with a new type of mounting 
flange—the first practical Universal 
mounting feature ever designed. 

Since there are several ways in which it 
may be used, complete instructions are 
given below: 

A. The unit may be mounted by the use 
of nuts and bolts or self-tapping screws in 
the usual manner as in Figure 3. 


B. One end may be pushed under any 
screw head on the chassis without remov- 
ing the screw as in Figure 4. The other end 
may be left loose or soldered to the chassis 
as in Figure 5. 


C. One flange or both flanges may be 
soldered to the chassis as in Figure 5. Tin 
the chassis first, then solder in place. 

D. One half of the flange may be bent 
down as in Figure 6 and pushed through 


1 Fe 


any convenient hole in the chassis. Bend 
back the flange after it is through the hole. 


Fig. 6 


E. Both flanges may be bent flat against. 
the side of the carton and the unit held in 
place by its wire leads. 

In bending the flanges, hold your thumb 
tightly on the part attached to the carton 
to prevent tearing the carton. 

Other ways to use this new flange will 
develop. Your suggestions will be appre- 
ciated. 


Mallory 
Universal Mounting Features 


for Round Can Types 
RS, RN and RM 


Round can condensers in general have been 
mounted by the use of one of five different 
methods, each varying enough to prohibit 
the use of any other type in making a 
replacement. This situation has now been 
overcome by the special features provided 
on all Mallory round can replacements. 
The universal nature of the newly designed 
units does away with the necessity of stock- 
ing duplicate ratings in several mounting 
types and consequently reduces the stock 
investment. It is the first practical uni- 
versal mounting feature for round can 
type condensers. 
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The five methods of mounting re- 
ferred to are: 


1. Stud mounting having a 54” neck. 
2. Stud mounting having a 34” neck. 
3. Stud mounting having a 7%” neck. 
4. Ring Clamp mounting. 

5. Spade bolt mounting. 


Stud Mounting 


Types 1, 2 and 3 are so familiar they re- 
quire no illustration. The originals having 
the 54” or 34” neck generally had but one 
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Fig. 7 


lug or one or more flexible leads. The 7%” 
neck was usually of the moulded composi- 
tion type and was generally equipped with 
from one to three lugs, this type seldom 
being supplied with flexible leads. 


_ Due to their reduced size many Mallory 

round can units are supplied with 5%” 
necks and a few of higher ratings have 
34” necks. There are no 7%” necks in the 
Mallory Replacement Condenser line. Ob- 
viously no instructions are needed to mount 
a 54” neck type Mallory unit in a 54” hole. 
You will find, however, that the 5%” neck 
may be also satisfactorily mounted in a 34” 
hole without special accessories by simply 
centering the unit as the mounting nut is 
tightened. This holds true for the 34” neck 
unit when mounting in a 7%” hole.. 


If the 54” neck is to be mounted ina 7%” 
hole Mallory Type 015-1 washer supplied 
with the unit should be used beneath the 
chassis to afford the lock nut a better grip 
on the chassis (See Fig. 7). No washer is 
necessary on top of the chassis in this case. 


~ Ring Clamp Mounting 


Where clamp mounting was used originally 
and the Mallory replacement is of the 134” 
can size it may be mounted in the same 


Fig. 8 


way as the original (See Fig. 8), the 
threaded neck portion will protrude when 
mounted. 


In replacing a clamp mounted unit with 
a 1” Mallory can size use the special Mal- 
lory 124” washer Type No. A-017. (Not 
supplied with the unit—List price $0.05). 
This washer is put on the unit and the nut 
tightened first, then fitted to the clamp as 
in Fig. 9. The washer may be used with the 
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Fig. 9 


flanged side up or down according to the 
space available for the threaded neck por- 
tion of the condenser below the chassis. 
The washer is not supplied with the unit 
due to the relatively few cases in which 
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they are required. Their cost is so nominal 
compared to the reduced stock affected 
that a supply should always be kept on 
hand. 

In cases where a 114” unit was used 
originally, if the clamp will not contract 
enough to fit the 134” diameter of the re- 
placement, pad the clamp with a small 
strip of cardboard. Mallory units are in- 
sulated from their containers. It is not 
necessary that the clamp make electrical 
contact to the unit. 

These features are not provided in 
the large 214” and 3” round can units. 
See Type MN described on opposite 
page. 


Spade Bolt Mounting 


Pictured in Fig. 10, it should be noted that 
generally the holes punched in the chassis 


oe = 
CHASSIS 


Fig. 10 


to accommodate this type were made with 
the same punch used for the wafer type tube 
sockets. The large center hole is about 1” 
in diameter but the Mallory 124” can units 
will mount satisfactorily using the Mallory 
Type No. 015-2 washer (supplied with the 


12. 
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unit) beneath the chassis similar to Fig. 7. 
The unit should be centered, of course, 
when tightening the mounting nut. 


The 1” can type units require two Mal- 
lory Type No. 015-2 washers one above 
and one below the chassis to replace the 
spade bolt type (See Fig. 11). These 
washers are not supplied with the 1” can 
units and list for $0.03 each. We suggest 
that you save these washers when using 
134” Mallory units in mountings not re- 
quiring them. (All 13%” units are supplied 
with one of these washers.) These flat 
washers are not lock washers and since the 
nut is self locking, need not be used except 
as stated. 


All Mallory round can dry electrolytic re- 
placement units are insulated internally so 
that the can is not the terminal in any case. 
A separate wire is always brought out for the 
cathode connection. It is never necessary to 
use insulating washers with Mallory round 
can dry electrolytic units. This does not 
apply to type MN. 


MALLORY Replacement Condensers 


A YAXLEY-MALLORY PRODUCT 


Mallory 
Large Round Can Units 


aunt 110 Kk 


rey 
LOR} 


Mallory large round can units are designed 
primarily for replacement covering old 
style multiple section wet electrolytic con- 
densers. Because of this, the original size 
has been maintained in order that they will 
properly fit the mounting peculiar to this 
type. 

Original wet electrolytic condensers had 
several “off standard”’ ratings with respect 
to capacity such as 9-9-18, and 9-9-18-18. 
These ratings were adopted originally be- 
cause they conveniently filled the spaces 
available in the can and to impress the 
trade with the amount of capacity possible 
in the then new development as compared 
to paper condensers. 

Actually the filtering efficiency of these 
old style units cannot compare with mod- 
ern dry electrolytic condensers. Therefore 
much less total capacity is required than 
originally specified. For this reason, only 
four ratings are listed which will satisfac- 
torily replace all the former ratings with 
equal or even better results. Suggested re- 
placements for originals appear below: 


Original Use Mallory Type Diameter 
5-15| ee 
gloptcte MN 273 2% 
Dee ae geese MN 275 = eid 
8-8-8-8 *9-9-18 ” 
*8-8-16 esl" oun a 3 


*Connect two terminals of MN277 together for the 
high capacity section of these units. 


Mallory ‘‘Special’’ 


Universal Replacement 


Condensers, Type UR 


In addition to the standard Universal line 
of replacement condensers, there are four 
special units which were found necessary 
due to some peculiar requirement of certain 
radio models. 

These are not exact duplicate condensers, 
but are designed to fit a group of models 
with the least amount of effort. 

These condensers are listed on page 89 in 
the general catalog section of this Manual. 
Reference is made to them in the replace- 
ment listing where required. 


Mallory 
Paper Dielectric Condensers 


On pages 90 and 91 in the general catalog 
section of this Manual will be found a care- 
fully selected variety of the new Mallory 
Paper Dielectric Condensers. 
These new Paper Dielectric Condensers 
are carefully designed and manufactured 
to the exacting standard of quality for 
which the name Mallory is identified. 
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MALLORY Replacement Condensers 


A YAXLEY-MALLORY PRODUCT 


Surge Voltage 


When first turned on many radio receivers 


develop unusually high surge voltage dur- 
ing the period in which the tubes are 
heating. 

Sets with filament type rectifiers and 
heater type output tubes generally have 
higher surge conditions than ‘those with 
filament type output tubes. 

It is of utmost importance that all 
service men acquaint themselves with the 
existing conditions and give serious thought 
to surge voltages when making condenser 
replacements. The following information 
should prove helpful. 


Dry Electrolytic Voltage Ratings 


A chart showing the DC working voltage, 
peak voltage and surge voltage ratings of 
Mallory condensers is shown on this page. 
The working voltage rating is the maximum 
DC voltage to which the unit should be 
subjected continuously, as read with a high 
resistance voltmeter. 

The peak rating refers to the maximum 
total voltage the unit ill stand under con- 
tinuous operation. The peak rating repre- 
sents the rated DC voltage plus the AC 
component. It should be remembered that 
the usual 1000 ohm per volt voltmeter does 
not show the peak operating voltage. How- 
ever, the peak operating voltage usually 
does not exceed the meter reading by more 
than 30 volts. 

The surge voltage is the maximum volt- 
age that may be applied to the unit for a 


few seconds without damage. Continuously 
applied it would generally ruin the con- 
denser in a short time. 

Few dry electrolytic condensers will with- 
stand asurge greater than 525 volts. You will 
note from the chart that the 450, 475 and 
500 volt DC ratings all carry the same 
surge rating. For this reason it is possible 
to replace 475 and 500 volt units with 450 
volt Mallory units as far as the surge is 
concerned. We recommend this practice as 
long as the surge does not exceed 525 volts 
and the continuous peak working voltage 
does not exceed 475 volts. 

Mallory condensers of the 450 volt 
rating have been purposely designed 
to somewhat limit the surge voltage 
at their terminals. The leakage cur- 
rent characteristic of these units is 
slightly higher than what might be 
expected by comparison with Mallory 
250 volt condensers. The special process 
involved provides a maximum of use- 
fulness for general replacement ser- 
vice. Relatively high leakage in this 
case is therefore to be desired. 

Apparently, some manufacturers used 
475 or 500 volt units in original equipment 
rather than 450 volt units believing this 
would reduce field trouble from surges. As 
a matter of fact, the 450 volt units are no 
more likely to break down from surges 
than the higher voltage units as they draw 
more current past their rating and help to 
hold the surge down. 


Mallory Dry Electrolytic Condenser Voltage Ratings 


Maximum Peak AC Ripple Voltage at 120 Cycles 


DC Operat- | Maxim 

Ansel Surge || Mfd | Mfd | Mfd | Mfd | Mfa | Mfa | Mfa | Mfd 

y 1-3 4-5 6-9 | 10-12 | 13-16 | 17-25 | 26-35 | 36-50 
BR eee 40 10 10 10 10 10 8 8 5 
State 75 15 | 15 | 15] 159-4890" ga 
LODsiats ee 150 25 20 20 20 15 10 8 5 
150.655 eu aes 200 25 20 20 20 13 10 8 5 
PAL: BSF eee 250 30 at 25 20 5 10 8 4 
robe! | RAEN eee 300 30 ai 23 20 15 10 8 5 
SOU ser oe 390 30 eat Zo 20 as) 10 8 5 
Sate vue 400 30 27 25 20 15 10 8 5 
MBOTSe UA. 525 30:.-| 27 '| 254) 208)035. |\.107 eee 
475 Witney 525 30} 27) | 25°| 20°|15 [10 us fee 
500. eases 925 30 vt | 25 20 Lo 10 8 5 


MALLORY Replacement Condensers 


Measuring Surge Voltages 


Surge voltages are not easily measured 
without special equipment because the 
initial surge is of such short duration. The 
best practical way to make this measure- 
ment is to disconnect all filter condensers 
and install a one Mfd Mallory Paper Con- 
denser at the output of the rectifier. A 1000 
ohm per volt meter, when applied at the 
paper condenser terminals will then indi- 
cate the voltage applied to the condensers 
during the heating cycle of the tubes. Be 
sure that the tubes are cold and the meter 
attached before the set is turned on. The 
maximum swing of the meter may then be 
taken as the maximum surge. The paper 
condenser may be connected to the termi- 
nals of the voltmeter if this is more conve- 
nient. It will pay you to make this measure- 
ment where high surges are suspected as 
this initial surge affects all the filter 
sections. 

Obviously, the speaker plug should never 
be removed while the set is on as this 
removes all load and may damage the first 
filter condenser. 

Should a particular set give trouble due 
to repeated failure of condensers, we sug- 
gest using one of the Special High Surge 
units we have developed for this purpose. 
These condensers are especially designed to 
withstand any surge condition likely to be 
met in the field. Since they cost more than 
ordinary units they are recommended only 
for severe cases. Further data follows. 


~ Mallory Special 
High Surge Condensers 


On page 14 under the chapter headed 
“Surge Voltage’ it has been pointed out 
that the maximum surge voltage rating of 
present day Dry Electrolytic condensers is 
approximately 525 volts. There are a few 
cases where surges are higher than this. To 
take care of these cases, Mallory has de- 
veloped a special high surge unit. 

These units are especially constructed 


A YAXLEY-MALLORY PRODUCT 


and will stand an extremely high surge 
voltage without injury. We suggest that 
you use them wherever this condition is 
present. These new units are listed as 
Types UR184 to UR187 inclusive under 
the heading of “Special Universal’? Units 
on page 89. 


‘Check Surge”’ 


Throughout the Manual listings we 
have printed ‘‘Check Surge’’ wherever 
we suspect high surges may be present. 
We urge you to exercise caution in 
making the replacement. 


Mallory Wet Electrolytic 
Condensers 


Dry electrolytic condensers may be used 
satisfactorily as replacements for wet elec- 
trolytics in most cases, eliminating the 
necessity of carrying duplicate stocks in 
various ratings. 

Receivers having wet electrolytic con- 
densers as original equipment should be 
thoroughly checked as to surge voltage to 
determine whether a Mallory wet or dry 
electrolytic condenser should be used. 

Mallory wet electrolytic condensers are 
available where conditions suggest the ad- 
visability of using them and are listed on 
page 89 in the catalog section of this 
Manual. 


Position of Leads on 


Mallory Type CM 


This illustration is described in section 7 
on page 17. 


Impor tant Ins fructions 
How to Use the MALLORY 


HE following pages list all radio re- 
ceiver models using electrolytic con- 
densers on which there was any available 
data at the time this edition went to press. 
There will be some discrepancies due to 
obsolete models, manufacturers out of busi- 
ness as well as to the human element in- 
volved in the listing of such a large number 
of models. 

It is our intention to bring this list up- 
to-date and correct throughout. Since it 
will be of great value to you in your service 
work, your wholehearted cooperation is 
imperative. We ask that you send us the 
original unit wherever it is requested in the 
listing, (we will pay postage, of course). 
This will enable us to correct or complete 
our records. We will also appreciate your 
corrections whether for. part or model 
numbers, or for incorrect suggestions on 
our part. If you have a better method of 
making replacement than our particular 
suggestion let us hear from you. Supple- 
ments covering revisions will be mailed 
from time to time. 

We have provided high precision, high 
quality, small, easily-installed units. We 
have indicated the proper capacity and 
voltage ratings to use, given color schemes 
wherever possible and detailed the actual 
installation in many cases. It is your prov- 
ince to use your own ingenuity in fitting 
them into the space available and we will 
appreciate your adviee on any case that 
does not seem practical. 

1. All Mallory recommended replace- 
ment part numbers printed in HEAVY 
TYPE indicate that we have sufficient 
information to supply you with an exact 
duplicate on special order should you feel 
this action necessary. 

2. Mallory recommended replacement 


part numbers printed in light type indicate 


that our records are not complete in every 


16. 


detail and recommendations given in those 
cases are to be treated as suggestions only. 
Errors in this category are likely to occur 
and your help will be needed to weed them 
out. Where “Suggestion Only,” “Submit 
Original Unit’’ appears it will help every 
one concerned if you comply in every 
case. Be sure to mark the original unit 
as to model number of set. 

3. Be sure to read the chapter on “‘Surge 
Voltage” and be guided thereby whenever 
the “Instructions” advise you to ‘“‘Check 
Surge.” This is extremely important. 

4. In all cases the color scheme, where 
given, refers first to the colors on the re- 
placement, then to the colors on the orig- 
inal condenser. For example, red to green, 
red to blue, black to black, means connect 
red wire of replacement to where green 
wire of original was connected, etc. We 
suggest when removing the original unit, 
that you cut the wires about a half inch 
from where they are soldered leaving a bit 
of color for reference when installing the 


replacement unit. These small pieces may 
’ then be cut off or unsoldered when the new 


connection is made. 

Note—Color scheme referring to orig- 
inal condenser obviously cannot be used if 
a previous replacement of this condenser 
has been made that did not follow the 
original color scheme. 

5. Where original color scheme was un- 
known, instructions are given as: Red to 
rect. cathode, black to power trans. center 
tap, etc. It is not necessary to actually run 
the lead wires to these points as any nearby 
exposed lug or connection connecting to 
these points will suffice, of course. 

6. Where bypass condensers inside of the 
original filter block are replaced by a 
tubular unit, instructions say, pos. to blue, 
neg. to black, etc. This means that the 
positive wire of the tubular is to be con- 


using guide. 


nected to where the blue lead of the 
original block was connected, etc. 

7. All Mallory multiple section carton 
units having separate (internal) sections 
have the negative leads placed in exactly 
the same positions as the positive leads 
except that they are at the opposite end of 
the carton. See Fig. 12, page 15. When in- 
structions say red to red, corresponding 
black to chassis, etc., it refers to the nega- 
tive lead of the same section. This is to 
avoid using the wrong negative lead. 

8. There are no rectangular metal 
container units in the Mallory Replace- 
ment Line. We suggest removing the orig- 
inal unit from its container and placing the 
suggested replacement combination into 
the original container. This is easily ac- 
complished in most cases and no wax seal 
is necessary as the unit or units may be 
held in place by a paper or cardboard 
wedge. In some cases, the chassis hole for 
the lead wires (under the can) is large 
enough to take the threaded neck of a 
Round can condenser. In such cases, use a 
round can unit of the right combination. 

9. When replacing round can units refer 
to the description of the special accessories 
for this purpose shown on pages 10 to 12. 
Mallory round 13%” diameter replacements 
having a threaded neck may be used in 
place of clamp mounted units without 
extra hardware. Those replacements in 1” 
cans which need to be mounted in 13%” 
clamps require the special type “A’’ washer 
described on page 11. All 4 and 8 Mfd 
Mallory wet electrolytic condensers are in 
1” cans and if used to replace a clamp type 
unit they must have the type “A’”’ washer. 

10. Use the Terminal Connector de- 
scribed on page 9 wherever splicing of 
leads would be necessary. 


It is essential that you read this chapter before 


REPLACEMENT GUIDE 


11. Where ‘‘No Instructions Needed”’ is 
stated under column headed “Installation 
Instructions,”’ the installation is obvious 
and no instructions are needed. 


12. Mallory Dry Electrolytic Condens- 
ers may be used to replace paper con- 
densers within their surge and working 
voltage ratings. In all filter cases, you can 
exceed the original capacity rating. Be 
sure to check surge. 


13. For appearance sake, it is sometimes 
good practice to leave the original unit in 
place on top of the chassis and replace with 
a carton unit below the chassis. 


14, A non-polarized unit is one which has 
no polarity. Any dual Mallory unit of the 
CN or RN type may be made non-polarized 
by not using the negative lead and using the 
two positive leads as the terminals. In this 
way, a dual 8 becomes a non-polarized 4 
Mfd unit and a dual 4 becomes a 2 Mfd 
non-polarized unit. The voltage rating re- 
mains the same as for one unit of the dual 
section. Separate or RM and CM units 
may also be used by connecting the nega- 
tives together and not using this lead. 
Where non-polarized units were used orig- 
inally, care should be taken regarding the 
polarity of the installation when the set is. 
re-installed. On DC line sets (not AC/CD) 
a non-polarized unit should be used as a 
replacement as the customer may reverse: 
the line plug. 

15. Where dual units have been sug- 
gested and they prove too long to fit satis- 
factorily try two single units of the same 
rating. 

Mallory dry electrolytic condensers 
are for use on direct current or rectified 
AC only. Make sure polarity is correct. 
Do not use on AC, 


Fie b/ 


MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number 
ACME ELECTRIC & MFG). CO. 
COG Te oe cite eiiecante 8-8-8 Mfd MN275 
ACRATEST PRODUCTS |CO. 
108 Amplifiert. 3. S.,.:c%,a8 8-8 Mfd CN152 
L26cAmplifiery..... ose ae Ad Mid «mala tnschs eee 
ACRATONE— See Federat/ed Purchaser 
ADVANCE ELECTRIC CO). 
Falck Super B-E........ 6 Mfd CS133 or 
RS213 
Palekt.cA 885 89s ee oe 6-6 Mfd CN152 or 
RN242 


AERO PRODUCTS— See |Charles Hood|win 
AIR KING PRODUCTS CjORP. 


ST, O90. Dey Dante ees 4-8 Mfd CNI151 
AcRahe Comet. secre ca4 8-12 Mfd CN145 
5-5 Mfd TN110 
7 Tube BC Super..5.e ss 5 8 Mfd RS213 
Atlas 5 Tube All-Wave...| 8-16 Mfd CN145 
5-5 Mfd TN110 

6 Tube TRF DW, 7 Tube 
TRE LW... 8 Mfd RS213 


AIRLINE—See Montgomer|y Ward 
ALL AMERICAN MOHAWK CORP. 


Model DC, J, P, SA65...| 8 Mfd RS213 
16 Mfd RN242 
10 Mfd TSIO1 
OO? © 2eorieeriince teOnr 8-8-8 Mfd MN275 
S6, S7, S8, S10, S40, S50.| 8 Mfd RS213 
16 Mfd RN242 
' 10 Mfd TSIO1 
WS5ACEDGC Pe nee ae 5-16 Mfd CN145 
t OL Ree 8 Mfd RS203 
28 SWs0, SA90........ 8 Mfd RS213 
SALLOC a: fon eee 4-8-8-4 Mfd]........... 
10 Mfd TS101 
5 Mfd TSI101 
SATSON 2 ai ee eee 8 Mfd W E847 
Lyric’ DCs sei ee 8 Mfd RS203 
ALLIED RADIO CORP. (|Knight-Wextjark) 
AG9-30, SG9 3252250 ees 8 Mfd RS213 
FOSOH 82k eee 20-4 Mfd CN145 
5-5 Mfd TN110 
SOUS Ts Sens t eer creel 4-4 Mfd CM170 or 
RM261 
5-5 Mfd TN110 
KE OSTTSEOSISs co. ene ee 5 Mfd TS101 
OS LS hee nk) ocak hee het 6-10 Mfd CN152 
5-5 Mfd TN110 
O52 VERS 4-4 Mfd CM170 or 
RM261 


INSTALLATION INSTRUCTIONS 
No instructions needed. 


These may be separate units. Suggestion only, 
submit original unit. 
Submit original unit. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 

Connect two red to pos. 12, one red to pos. 8, 
black to original neg. Suggestion only, submit 
original unit. 

Standard tubular. 


Connect red to pos. 8 lug, black to chassis, or 
trans. neg. if unit was insulated. Check surge. 

Connect two red to pos. 16, one red to pos. 8, 
black to neg. 

Standard tubular. 


Connect red to pos. 8 lug, black to chassis, or 
trans. neg. if the unit was insulated. Check 
surge. 


(Mohawk - Ly|ric) 


Connect red to pos. 8 lug, black to chassis, or 
trans. neg. if the unit was insulated. Check 


surge. 
Connect both red to pos. 16 lug, black to chassis, 
or trans. neg. if the unit was insulated. Check 


surge. 
Standard tubular. 


No instructions needed. 

See model DC. 

See model DC. 

Standard tubular. 

Connect two red to pos. 16, one red to pos. 5, and 
ae to neg. (For 25 cycle use additional 

Suggestion only, submit original unit. 

Connect red to pos. 8 lug, black to chassis or, if 
unit was insulated, connect to trans. neg. 
Check surge. 

Submit original unit. 

Standard tubular. 

Standard tubular. 

Wet electrolytic. 

Suggestion only, submit original unit. 


Red to pos. lug, black to can. Check surge. 
Two red to pos. 20, one red to pos. 4, black to 

neg. Suggestion only, submit original unit. 
Standard tubular. 


Suggestion only, submit original unit. 
Standard tubular. 


This 10 Mfd unit suggested to replace the 
original 5 Mfd. 

Suggestion only, submit original unit. 

Standard tubular. 


Suggestion only, submit original unit. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94. 
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MANUFACTURER Original 
AND MODEL Part 
ALLIED RADIO CORP.—|Continued. 
Wee, Fonsi, V....c--- 20-4 Mfd 
‘| 5-5 Mfd 
Uh Ss) -n= ge eR 8-4-4 Mfd 
[0 a ee 6-10 Mfd 
5-5 Mfd 
0 ee 8-16 Mfd 
RUNS WA gaits: sich = a,0.0 <.- » 6-6 Mfd 
10-10 Mfd 
MOGI S MOGI. os osc ees 8-8 Mfd 
10 Mfd 
VUE 9 Oh! 8-8 Mfd 
5 Mfd 
F9671, F9672, F9673, 
er Mere Mele aid ois sss « 12-8 Mfd 
8 Mfd 
F9751.. @eeeoceeeereerevrere 4-4, Mfd 
5 Mfd 
Let he US. a 8-4-4 Mfd 
Ls ke ea 6-10 Mfd 
5-5 Mfd 
MMM IEE cise oa so oe os 4-4. Mfd 
10 Mfd 
Knight 6 Tube.......... 9110-O 
5 Mfd 
Knight 7 Tube Super... .| 8-8 Mfd 
Knight 12 Tube Super. ..} 8 Mfd 
8-8 Mfd 
Knight LI8AVC......... 12 Mfd 
8 Mfd 
PMC E HOGSO. ccc os cs 8-8 Mfd 
Memignt MOSS L cc. ce... 8 Mfd 
LER mie tee salsa. & 5 Mfd 
UROL cere fel ss 6-10 Mfd 
5-5 Mfd 
IN area er are ie ‘c.s, 6, 0» vole 8-4-4 Mfd 
AMRAD CORP. 
Leth GM et Ot, Oy Gyn aeean 8-8-8-8 Mfd 


SCIOHNLO GL. sss cic cc 


8-8-18-18 Mfd 


ANDREA—See Fada Radio |and Electric. 


ANSLEY RADIO LABS. 


| EEE eee , 


2-0. TA) ee ir 16-8 Mfd 
Co he ree 2-4-8 Mfd 
UMaRecRe leis cs 6 ec cs se ss 8-8 Mfd 
lo AR 4-4 Mfd 
0 2-4-8 Mfd 
APPEL-HENDERSON— Slilver-King. 
Silver King AC......... 8-4-4 Mid 
0 4-8 Mfd 


ARCADIA—See Wells Gard|ner. 


ARGUS RADIO CORP. 
OS 


ARKAY—See R. K. Radio 


8-8-8 Mfd 


Labs. 


& 09) isi 0i6 0.2 8) © 


eS Suse eee ae) ©. ers 


k Sa BIS js) 6s 2 ete 


oe ee eee eeee 


see we ewww eee 


MN277 
MN277 


INSTALLATION INSTRUCTIONS 


See model 9501. 
Standard tubular. 


Suggestion only, submit original unit. Ck. surge. 
See model F9515. 
Standard tubular. 


Suggestion only, submit original unit. Ck. surge. 


Suggestion only, submit original unit. 
Standard tubular. 


Submit original unit. 
Standard tubular. 
Submit original unit. 
Standard tubular. 


Submit original unit. 
Red to pos. black to chassis. Check surge. 


Suggestion only, submit original unit. Ck. surge. 
Standard tubular. 


Suggestion only, submit original unit. 

See model F9515. 

Standard tubular. 

Submit original unit.» 

Standard tubular. 

Connect red to red, blue to yellow, and black to 
both brown and black. Mount above or below 
chassis. 

Standard tubular. 


Submit original unit. 
Red to pos. lug, black to can. Check surge. 


Suggestion only, submit original unit. Ck. surge. 
Red to pos. lug, black to neg. of trans. Ck. surge. 
Red to pos. 8 lug, black to chassis. 


Submit original unit. 

See model Knight 12 Tube Super. 
Standard tubular. 

See model 9515. 

Standard tubular. 


Suggestion only, submit original unit. Ck. surge. 


No instructions needed. 
MN 277 is quadruple 8 Mfd unit and is suitable 
for this replacement. 


Two red to pos. 16, one red to pos. 8, black to 
neg. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. Be sure 
polarity is correct for DC. 

Suggestion only, submit original unit. Be sure 
polarity is correct for DC. 

See model U1. 


Suggestion only, submit original unit. Ck. surge. 


Suggestion only, submit original unit. 


No instructions needed. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL ‘Part Number INSTALLATION INSTRUCTIONS 
ARVIN—See Noblitt-Spark'|s. 
ATLAS—See Air King. 
ATWATER KENT MFG. |CO. : oe 
80, 80F, 82, 82F, 82Q, 83,| 19060 WE847 All these models use wet. electrolytics as original 
83F, 84, 84F, 84Q, 85,} (22538) equipment, and we therefore suggest W E847, 
85F, 85Q, 86, 86F, 90,| 19728 a Mallory wet, for replacement. However, our 
90F, 92, 92F, 93, 94,| (23146) standard RS213 dry unit may be used where 
94F, 96, 96F (25168) the surge voltage does not exceed 520 volts 
max. peak. See instructions for surge voltage 
on page 14. 
SLSSIBSSLGS aoe tose WE847 See model 80 for instructions. 
22538 
22472 CS123 Red to pos. black to neg. (81B and 81C only.) 
S2D84D587D Perens 20049 RN235 All red to pos. 24 Mfd, black to neg. 
91; SIIB O11 Sea be 22472 CS123 Red to pos. black to neg. 
92 Fis ah a ee ee 22397 CS133 Red to red lug, black to plain lug. Also see listing 
under model 80. 
OO Hi fe neoa tat ail a eoehe aaats 22646 TS106 Standard tubular. 
LEOPSe oa oaths tb eee 19060 WE847 See model 80. 
(22538) 
LD 5a and! 2) ase toe 24602 CM165 Connect one red to blue, and corresponding black 


to original long black lead to take care of sepa- 
rate section. Connect remaining two reds to 
the original red leads and both blacks to 
original short black lead. 

ASS: ED) oe yea weesk wae 24955 CM165 Connect one red to gray and corresponding black 
to original long black lead. Connect remaining 
red leads to original red lead. Each remaining 
black lead to an original black lead. 


LOSSAGSA eo. eee ee 25168 WE847 See model 80. 
1650 5 se eee 22472 CS123 Red to pos. black to neg. 
ASOT LGR ie ie eae (ooeas) WE847 See model 80. 
206) nce he ee 19060 WE847__|See model 80. 
22538 
27592 RN241 Red to red, blue to green, black to chassis. Check 
and surge. 
TS101 Pos. to yellow, neg. to chassis. Was inside 
original. 
217,200, cower nies oie WE847 See model 80. 
22538 
S2ED votes aes eine wee 20049 RN235 All red to pos. 24 Mfd., black to neg. 
PPL eA OS Pree Gee WE847 See model 80. 
22538 
22397 CS133 Red to red lug, black to plain lug. 
DAG on Maeie Male eet eaniecits 24099 RN241 Red to green, blue to red, black to chassis. Check 
surge. 
260, 2O0F ch wa nahe ey Ss Tapee WE847 See model 80. 
(22538 
LOG sieveiis ctehenetmearstaeuer nantes eee WE847 See model 80. 
(22538 
24099 RN241 See model 246. 
DADE cA WER CEI Marked 26158 CS126 and |Connect red of CS126 and one red of CM162 to 
CM162 original red. Connect black of CS126 to 


original black from DC switch. Connect black 
of CM162 section already mentioned to yel- 
low. Connect remaining red to blue and re- 
maining black to original black that goes to 
AC. side of switch. Suggestion only, submit 
original unit. 


SLUR OZ Ocreteleteretsleved emer 19060 WE847 See model 80. 
(22538) 
a LOLs reis-bie@ wiecaioeutteetemteren 19060 WE847 See model 80. 
(22538) 
27592 RN241 and 
TS101 See model 206. 

AOA vcd o's sNaisis Sislerer mentee 25385 RS203 Red to pos. black to neg. (May require special 
““A”’ washer.) Suggestion only, submit original 
unit. 

24379 TSI101 Standard tubular. 

VATA AND SON oo eee | 26168 WE847 See model 80. 

427, 448, 469, 469F...... 19060 WE847 See model 80. 

(22538) 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94, 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
- AND MODEL Part Number INSTALLATION INSTRUCTIONS 
ATWATER KENT MFG. |CO.— Contin|ued. 

IL SS eS a Ane eee ea 23981 CSs125 Two CS125 are required. Connect black leads 
together, then use remaining red leads as 
terminals. (Non-polarized.) 

SIN ps Gi ee ee 22472 CS123 Red to pos., black to neg. 

REG ney Ocereeie ster iss a 8 sheets 19060 WE847 See model 80. 

(22538) 
PLM siate aisle dicts o s'ss 19060 WE847 See model 80. 
(22538) 
27911 RN242 Both reds to pos. lug, black to neg. 

NAIM Career hes 0 5,10 oe « 25379 TS101 Standard tubular. 

25384 RS203 Red to pos. lug, black to chassis. 

25385 RS203 Red to pos. lug, black to neg. 
A Pe lt 24403 RN241 Red to green, blue to red, black to neg. 
A bay es | Ge es tea 19060 WE847 See model 80. 

(22538) 

25184 RS211 Red to pos. lug, black to neg. 
ERAGE IER TIRE tetera ois sce 19060 WE847 See model 80. 

(22538) 

ASUS ks, 5 2 Ge Aine ae 23981 C8125 See model 469B. 

Ti Seas Re eee 22472 CS123 Red to pos., black to neg. 

By eC Me OAL Tee: A0%: oa fee 19060 WE847 See model 80. 

(22538) 
GUE oie er take tale Wait rs eter e e's 19060 WE847 See model 80. 
(22538) 
23479 TS102 Standard tubular. 
23498 RS211 Red to pos. lug, black to neg. Check surge. 
IP eANR sha tete Pale ole Seni a 19060 WE847 See model 80. 
(22538) 

Tele i De AR Ree ee 24298 RS203 Red to pos. lug, black to neg. 

COS. 14 SE 9 SEI 25168 W E847 See model 80. 

RY Ae 7 eee 26995 RN241 Red to red lug, blue to plain lug, black to chassis. 

RCE RUSCH a laveipiccsic cis ou0 + 19060 WE847 See model 80. 

(22538) 
OSA 0) ee 24298 RS203 Red to pos., black to neg. 
BOG LOUGH COSA Bie oie ee ore 19060 WE847 See model 80. 
(22538) 
eae tt SOLD ae 19060 WE847 See model 80. 
(22538) 
23479 TS102 Standard tubular. 
23481 RS215 Red to pos. lug, black to neg. 
23498 RS211 Red to pos. lug, black to neg. 

SG a, Ee ee 26092 CN152 Red to pos., red to pos., black to neg. 

PASTE git Bt ens ea 26158} i sstdaleeaies 6 te bake See model 275. 

SAGE Ae dieresas eed sich s! ote 26093 CN152 Red to pos., red to pos., black to neg. 

Aer ates se tite se Ba oes 19060 WE847 See model 80. 

(22538) 
27584 RS211 Red to pos. lug, black to neg. 
AUDIOLA—Also see Fairba|nks-Morse. 
Arbube Superscs........ 6-4 Mfd CM171 or 
RM261 Suggestion only, submit original unit. 
4 Tube Pentode, 5 Tube 
MINIMA rr sas os sss 4-4 Mfd CN150 Suggestion only, submit original unit. 

6 Tube Jr. (No. 1, No. 2), 

6 Tube Pentode....... 8 Mfd RS213 Suggestion only, submit original unit. 

7 Tube Pentode Super...| 8 Mfd RS213 Suggestion only, submit original unit. 

8 Tube Super Pentode...| 8 Mfd RS213 Suggestion only, submit original unit. 

9 Tube Super Pentode...| 4-4 Mfd RN241 

8 Mfd RS213 Suggestion only, submit original unit. Ck. surge. 

Me Tube Supers. .cc..... 8 Mfd RS8213 See model 8 tube super pentode. Check surge. 

Lo eer 8 Mfd RS213 Suggestion only, submit original unit. 

Wires, SV45.,....05.... 8 Mfd RS213 See model 8 tube super pentode. 

PVECREE SABO 5 bre bidhs Mie 6 ole! 4-4. Mfd CN150 See model 5 tube super pentode. 

NRE LMG Ter eins GR8S' atta a ecas 8-8 Mfd CN152 Suggestion only, submit original unit. 

EDO Riel. san et ae 8 Mfd RS213 Suggestion only, submit original unit. 

5 Mfd TS101 Standard tubular. 
Ps oi 8-8 Mfd RS213 Suggestion only, submit original unit. 
5 Mfd TS101 Standard tubular. 

MEEMOMCORD SS) evra s b+ 9 lave 8 Mfd RS213 Suggestion only, submit original unit. 

ets E21 i 8) ea bE EY i Be) Bee Submit original unit. 
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MALLORY Replacement Condensers 


se 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
AUDIOLA—Continued. 
DIO L2Ree foe ee eae 8 Mfd RS213 Red to pos. lug, black to neg. Check surge. 
O23) Mid raere | See ee Sea Submit original unit. 
bd Ins Re Pe I eh to schcc 4-4 Mfd CN150 Suggestion only, submit original unit. 
23 OOW hata eae 6 Mfd RS213 Suggestion only, submit original unit. 
4 Mfd RS8211 Suggestion only, submit original unit. 
Model 31, 31 Super...... 8-8-8 Mfd MN275 or 
CN155 Suggestion only, submit original unit. (Possibly 
3 separate units.) 

BIBS e ecae Oe ele ee ae 16-8 Mfd CN145 Two reds to rect. cathode, other red to 43 screen, 
black to chassis. Suggestion only, submit 
original unit. 

5 Mfd TS101 Standard tubular. 

BOAO SSo0Gs ero teint 8-8 Mfd CN152 Suggestion only, submit original unit. 
5 Mfd TS101 Standard tubular. 

SOO Lathe: Seite tee 8-4 Mfd CM171 Suggestion only, submit original unit. 

BIG. er ee ee eae 8-8 Mfd CN152 Suggestion only, submit original unit. 
5 Mfd TS101 Standard tubular. 

S3ISLO Mere nyee ee 12-8 "Mid 2 2 lesan ae ee Submit original unit. 

SST aR aL eee eee 4-4 Mfd CN140 Suggestion only, submit original unit. 
5 Mfd TS101 Standard tubular. 

SOG ics Sed eee 16-8 Mfd CN145 See model 3355. 
5 Mfd TS101 Standard tubular. 

3455 S455 LW eae Jee 8-8 Mfd CM172 Suggestion only, submit original unit. 
5 Mfd TS101 Standard tubular. 

S46. S40 ivccs cone one ae 8 Mfd RS213 Suggestion only, submit original unit. Ck. surge. 

AUTOCRAT RADIO 

Model*4 Jrieen eee 8-4 Mfd CM171 Suggestion only, submit original unit. 

CAPA Beer AROL AB ire ckewes oct 8-4-4 Mfd CN145 Suggestion only, submit original unit. 

AS A eM ES Ae tei ena eae 12-12 Mfd CN145 Two reds to rect., one red to 43 screen, black to 
chassis. Suggestion only, submit original unit. 

10 Mfd TS101 Standard tubular. 
Be ee eee 8-8 Mfd CM172 Suggestion only, submit original unit. 
10 Mfd TS101 Standard tubular. 
GOAN hie crete tinier ereicieteeee es 10-5-25 Mfd| CN145 and |Connect all reds of CN145 together to obtain 
CM162 25 Mfd. Use CM162 for the 10 Mfd. and 5 
Mfd section. Suggestion only, submit original 
unit. 
BP ern eee in eB ica 4-4, Mfd CN150 Suggestion only, submit original unit. Ck. surge. 
6D SEs sore catches ee eee 4-8 Mfd CM171 Suggestion only, submit original unit. 
SSSA ote ait ta cece 10-5-25 Mfd] CM162 and |Use CN145 for 25 Mfd section. Use CM162 for 
CN145 the 10 and 5 Mfd section. Suggestion only, 
submit original unit. 
10 Mfd TS101 Standard tubular. 
SWE PRUE tes Keantines a5 oleh 4-4 Mfd CM170 Suggestion only, submit original unit. 
OOS LAr owe ee eer 8-8 Mfd CN152 Suggestion only, submit original unit. Ck. surge. 
AUTOMATIC RADIO (To|jm Thumb, A|utomatic) 

‘Tom Lhumbs 420 ee 8-8 Mfd CM172 Suggestion only, submit original unit. 

PIS Aone ee ee 8 Mfd CS133 Suggestion only, submit original unit. 

P34, P3252 e veers ene 8-8 Mfd CM172 Suggestion only, submit original unit. 

lett srt BALDWIN |(Baldwin) 
Jt RS US Noe eles trons 2-4 Mfd .e+eeeeeess- (UbMit Original unit. 
47 Sie sal a ents pete onetate inte tne 2-8 Mfd CM171 or 
RM261_ |Suggestion only, submit original unit. 
Une RADIO CO. 
PT Barre eee 4-4 Mfd CM170 Suggestion only, submit original unit. 

E 6 eae asta ecole keene 8-4-4 Midewiee eee ce Submit original unit. 

| taetamrene mba arunbes sevista aacke 8-8-8 Mfd MN275 Suggestion only, submit original unit. 

KP. OG ea eae 8-8 Mfd RS213 or 

CS133 Suggestion only, submit original unit. 

LF ene ects iy atte Pan: AAA Mid” | Uicwers sre, «2 Probably paper, if electrolytic, submit original 
unit. 

1 Rrra Moc 8-8 Mfd RS213 Suggestion only, submit original unit. 

BGG ea tee eee 8-44 Mf ee Oar ss ote sie ie Submit original unit. 

BO eos aoe es ome ee ere 8-8 Mfd CN142 Suggestion only, submit original unit. 

ALA tas cele cre cettae eet $4212 Mideieaee enc cts Submit original unit. 

ALT A2 Go. 6 «sac enti 4-4. Mfd CM170 Suggestion only, submit original unit. 

ADS Wace Sette eee eee 12-8 Mfd CN145 Connect two reds to rect. cathodes, other red to 
43 screen, black to chassis. Suggestion only, 
submit original unit. 

10-10 Mfd TNII11 Standard tubular. 
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MALLORY Replacement Condensers 


MANUFACTURER 
' AND MODEL 


BALKEIT RADIO CO.— 
48 


ee 


BEL CANTO—See Amrad. 
BELMONT RADIO CORP. 


40AC 


eee were reer ereeeee 


Rese eS 6 Be RS 6.8.0 0) 6) O80 0) 0:0) 0 


Original 
Part 


Continued. 


4-4 Mfd 


10-10 Mfd 


701 
20-20 Mfd 


10 Mfd 


701 
4-4 Mfd 


20 Mfd 


8-8-4 Mfd 


P1003 


Use 
Mallory 
Number 


CN145 
TN1I11 
CM170 
Use Two 
CS126 
TN111 


CM171 

Use Two 
CS126 

TSIO01 


CM171 
CM170 and 
CS133 

TS102 


RS211 or 
CS131 
RS213 and 
RS211 

RS213 
RS211 or 
CS131 


Ce ee eee a 


RS213 

RS213 and 
RS211 

CN151 or 


RN241 and 


TS101 


one eee wee ees 


TN110 


see eee eww wee 


INSTALLATION INSTRUCTIONS 


See model 45. 
Standard tubular. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Standard tubular. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Standard tubular. 


See model 60. 


Suggestion only, submit original unit. Ck. surge. 
Standard tubular. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Standard tubular. 

Red to pos. 18 and 7, yellow to pos. 3, black to 
neg. 7, green to neg. 3 and 18. 

Suggestion only, submit original unit. 

Probably paper or non-polarized dry, submit 
original unit. 

Suggestion only, submit original unit. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Submit original unit. 


Suggestion only, submit original unit. 

Two red to pos. 16, one red to pos. 8, black to 
chassis. Suggestion only, submit original unit. 
TN110 is a dual tubular, replacing section of 
carton. 

See model 53. 

See model 420. 

See model 53 (capacities may differ). 

See model 53. 

See model 53. 

See model 53. 

Both red to rect. filament, one black to trans. 
neg., one black to chassis. Suggestion only, 
submit original unit. Check surge. 

Both red to rect. filament, one black to chassis, 
one black to trans. neg. Advise if incorrect. 

See model 53. 

Both red to pos. lug, black to neg. Check surge. 

Both red to pos. lug, black to neg. Check surge. 

See model 53. 

Both red to rect. cathode, one black to trans. 
neg., one black to chassis. Suggestion only, 
submit original unit. Check surge. 

Both red to rect. cathode, one black to trans. 
neg., one black to chassis. Suggestion only, 
submit original unit. 

Both red to pos. lug, black to neg. Check surge. 

Both red to pos. lug, black to neg. Check surge. 

Suggestion only, submit original unit. 

Standard tubular. 

Red to pos. lug, black to can. Suggestion only 
submit original unit. 

See model 675. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
BELMONT—Continued. 
LOSO SH vices eo akeiticre aa P1038 CS133 and _ |Red to rect. filament, black to chassis. TN113 is 
TN113 dual tubular, replacing section of carton. Sug- 
gestion only, submit original unit. 
P1048 RM262 or |Both red to rect. filament, one black to trans. 
CM162 neg., other black to choke and speaker. Sug- 
gestion only, submit original unit. 
BOSCH—See United Amerijcan Bosch. 
BRANDES—Also see Kolste|r. 
K60, K62, K70, K72, 
K80, K82, K90, K92} 8 Mfd RS213 Suggestion only, submit original unit. Ck. surge. 
K110, K112, K114, K120, 
Kis0) Kils2ere es 6-6-6 Mfd CM175 All red to red lugs. All black to plain lugs. 
8 Mfd CS123 Suggestion only, submit original unit. 
KISS. Lao are eee 4 Mfd C8121 Suggestion only, submit original unit. 
4 Mfd TS101 Standard tubular. 
BROWNING DRAKE 
20 ee. nee een eae 8-8 Mfd RS213 Suggestion only, submit original unit. 
34°36): 38 ee a ane eee 8-8-8 Mfd MN275 No instructions needed. 
AO Tabs heehee nyktts Ser ean ee 8-8 Mfd RS213 See model 20. 
4s Nee ee oe oe: 8-8-8 Mfd MN275 Suggestion only, submit original unit. 
BOM ta aire eee ee 8-8 Mfd RS8213 See model 20. 
BULOVA WATCH Co. 
TOLSE Se ne 8-8 Mfd RS213 Suggestion only, submit original unit. 
CABLE-NELSON—See Ho}ward Radio Clo. 
Cans: 
24627, 24-4595 8. Set 4-4 Mfd RM261 or 
CM170_ {Suggestion only, submit original unit. 
CADILLAC MOTOR CAR |CO. 
OGW octet Stee aaa 4-4. Mfd CN140 See Wells-Gardner O6W. 
8-16 Mfd CN155 See Wells-Gardner O6W. 
LOVE ahi te hear ee 4-4 Mfd TN113 Standard tubular. 
2721 ST2Z2Ve see ae ee ee P80902 CN140 Also use .05 Mfd paper condenser to complete 
block. Suggestion only, submit original unit. 
CAPEHART CORP. 
A00B ooo he ae ee 8-8 Mfd CN152 Suggestion only, submit original unit. 
W904 (103-104) ......... 8-8-6 Mfd  |............ Submit original units. 
BRON icaerititarurre bse kick 8 Mfd .seeeeees.. (Submit original unit. 
CARTER GENEMOTOR |CORP. 
1135A, 1180A, 1635A, 
1680A, 4635A, 4680A..] 4-4 Mfd CN150 Suggestion only, submit original unit. 


CASE ELECTRIC—See U.|S. Radio and |Television. 


CENTURY RADIO PROD|UCTS CO. 


4-47, 4-78, 5-47.......... 8-8 Mfd 

ACOST Fe RE ae 16-8-8 Mf 

Cieen Sense. ens 8-4 Mfd 
10 Mfd 


RN242 or 
CN152 


TS101 


CLARION—See Transform|er Corp. of A|merica. 


8-8-8 Mfd 
4-4 Mfd 
8-8 Mfd 


4-4 Mfd 
5 Mfd 
4 Mfd 


5 Mfd 
8-4 Mfd 


12-12 Mfd 


2.0 16 0 eo b BLO" 8 18's 6 lege) & Be ST \8 


CN155 
CM160 
CS135 


CM170 
TS105 
CS131 


TS106 
CN141 


CS125 (Use 
two) 


Suggestion only, submit original unit. 
Submit original unit. 

Suggestion only, submit original unit. 
Standard tubular. 


Suggestion only, submit original unit. 

For bias bypass of 2A3 tubes. 

One 12 Mfd replacing two 8 Mfd units that were 
in parallel. Check surge. 

For filtering plates of 37 tubes. 

Standard tubular. 

In power supply unit for grid bias. (All listings 
for this model are suggestions only.) 

Standard tubular. 

Red to 43 screen, blue to primary of audio trans., 
black to output of field. 


Black and red to AC switch, other red to rect. 
cathode, other black to rect. plates. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94. 
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MALLORY Replacement Condensers 


MANUFACTURER Original 
. AND MODEL Part 
COLONIAL (Also see Sears | Roebuck) 
(1) Se 8-8-8 Mfd 
2d Rhee) A a 1445P 
SERA Cy PSI hs aes ¢ 00 « 4503P 
7 ae 8 ey ee D4758P 
EH e evi t wie ES Ficle Sic aieit'« s)s) R5734A 
EE EET erie icre las 'e-e.e 0 8.6)« D4758P 
RA Bi DO R5734A 
Lott o ee D4758P 
NM OA ce Fiiass wyigle’ have 6122 
47, 48, 49, 50A VC, 51, 52.| D4758P 
ae Se Eee ee R6645 
[ied oa baie 5 C8 ae ae D4758P 
16 CRETE E MS oo ay 0's cleo D4758P 
14 Mfd 
LT 8 Ape el era UE115 
GW IZ A A la een eo D4758P 
At Fee a a R8780C 
ENE IOA a ciciere oecs see D4758P 
LING dl 2 ps Se ee R9150 
R9156 
Mp ORe te Tettaieicle ai telc se bn6; 6.0 R8837 
R1944 
Deu Clakc f<iisleeve itis 0. R8780C 
Aen eM Ra Weta, oie jolt! yoke cee © R9743 
R944 
Chipl!) 2 Ts ee R9780 
DOT aU: SOL iave.d\6 a R8058 
R8053 
ane aU Te 4ooO9. . 2... D4758P 
Meee UPidataits seh ¥e fieis! ce one.d « R8624 
Poe ea aie /adis, ehrateyater® 232 D4758P 
RI RR ete EES) cto lo verare re) p.cevsl exe R8053 
R8058 
SEMI LAN Ga ie. clahe sieiereed's R8053 
R9229 
Marae ME Coane Evie haa cise b14)618 R8624 
600, 600A....... Sila Ore hs D4758P 
R7236 
OO ee peen =, crerileda (ave oat <b D4758P 
R7236 
R9237 
Ce As ee R7236 
R9344 
R8748 
MSs TAIY Sane Si ec: dileiieye-eite. 0 fei « D4758P 
CO) oy 4s ne a R7236 
R8488 
R9237 
See 3 Ae ee R4758 
R7236 
TON pe A OS ae R8744 
R8748 
Shy PRI tater acaibiavs «idhe ba he R8624 
OLE eo! Ot Sg a re D4758P 
(Oy. = ee R10689 
SCR eI a ss ,< ss <) «Beaks 8 Mfd 


Use 
Mallory 
Number 


MN275 
MN275 
MN275 


RS213 
RN242 
RS213 


RN242 
RS213 
CN152 
RS213 


RS211 
RS213 
RS213 
RS215 
CS123 
RS213 
CM171 


RS213 
CM165 
CS123 
CN152 
TS101 


CM171 
RN152 


TS101 
CM172 and 
TS101 


TS101 
CM165 


INSTALLATION INSTRUCTIONS 


No instructions needed. 
No instructions needed. 
No instructions needed. 


Red to pos. lug, black to neg. Check surge. 
Both red to pos. lug, black to neg. Check surge. 
See model 36. 


See model 37. 
See model 36. 
Red to red, red to red, black to yellow 
See model 36. 


Red to pos. lug, black to neg. Check surge. 

See model 3 

See model 3 

Red to pos. lug, black to neg. Check surge. 

Suggestion only, submit original unit. 

See model 36. 

Red to red, blue to blue, black (8 Mfd) to black, 
other black to brown. 

See model 36. 

Red to red, black to black separate section. 
Red to blue, black to yellow separate section. 
Red to green, black to brown separate section. 

Red to pos., black to neg. 


Red to red, red to blue, black to black. Sugges- 
tion only, submit original unit. 
Standard tubular. 


See model 122. 

Red to pos. 8 Mfd, red to pos. 8 Mfd, black to 
neg. Submit original unit. 

Standard tubular. 


Both red to red, one black to black, other black 
to green. Connect TS101 pos. to yellow, neg. 
to black. Submit original unit. 

Standard tubular. 

Red to red, corresponding black to _ black. 
Red to blue, corresponding black to yellow. 
Red to green, corresponding black to brown. 

See model 36. 

Red to pos. lug, black to neg. Check surge. 

See model 36. 


See model 250. 

Standard tubular. 

See model 250. 

Red to pos. lug, black to neg. Check surge. 
See model 400. 


See model 36. 

Red to pos. lug, black to can. Check surge. 
See model 36. 

See model 600. 

Red to pos., black to neg. 


See model 600. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


See model 36. 

See model 600. 

Red to pos. lug, black to neg. Check surge. 
See model 601. 


See model 36. 

See model 600. 

Red to red, black to black. 

Red to bare, black to neg. 

See model 400. 

See model 36. 

Suggestion only, submit original unit. 
ed to pos. lug, black to can. Suggestion only, 
submit original unit. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Maliory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
COLONIAL—Continued. 

BSG ss Sesion aaron D4758P RS213 See model 36. 

651 i aa mics See eS 8-8 Mfd RN242 Red to red, black to neg. 

GOS ro wat Calc e Dake Teen D4758P RS213 See model 36. 

OOD ec egal cae cee. R10673 CN142 and 

TS102 Red to red, red to blue, black to black. Connect 
TS102 pos. to black, negative to brown. 
O95 soos kc Ree es R8624 RS213 See model 400. 
700, 700AC, 701, 7O1AC. 
702 (GZAC. kan centers R8624 RS213 See model 400. 
R9397 RS203 Red to pos. lug, black tovneg. 
R9204 RS203 Red to pos. lug, black to neg. 
C995. oe si aks oie ee aate D4758P RS213 See model 36. 
R7236 RS215 See model 600. 
COLUMBIA PHONOGRA|PH CO. 
C8UAS COUR? ee) eo 8-8 Mfd CM172 Suggestion only, submit original unit. 
10 Mfd TS101 Standard tubular. 
C90 . oo eS emewe wm eee 32-16-10-7- 
20 Mid) FPS. aoe Submit original unit. 
C8005 2S ae ce acu eee 8-8 Mfd CM172 See model C80A. 
10 Mfd TS101 See model C80A. 
COLUMBIA RADIO COR'P. 
1 ile degen We rach a eh Ae 8-8-8 Mfd MN275 Suggestion only, submit original unit. 
CROSLEY RADIO CORP. 

Buddy, Chom.23 =". W4943 MN272 No instructions needed. 

4A): 5A Locsin tence on re W30419A RN242 Red to green lug, red to red lug, black to plain 
lug. Note—Be sure vibrator polarity is cor- 
rect. 

AAT (2) eae eee W32759 RS213 Red to lug, black to chassis. Use special “A” 
washer for clamp mounting. Note—Be sure 
vibrator polarity is correct. 

SAI (2) ahaa hore ee W31631B CS135 Suggestion only, submit original unit. 

Lt ph A Sr Pe aa - W31992 RM259 Install RM259 first by padding the clamp to fit. 

= CS124 Connect green to red lug, yellow and brown to 
TS101 yellow lug, blue and red to green lug and black 
to plain lug. It may be necessary to add a 
CS124 beneath the chassis, red to green lug, 
black to yellow lug. Suggest use terminal 
connectors to facilitate wiring. Connect 
TS101 pos. to white lug, neg. to plain lug. 

SHEE ct east tec eee W29097C RN245 Connect red to red lug, red to green lug, red to 
plain lug, black to chassis. 

W26194B WE1247 No instructions needed. Note—RS215 may be 
used if surge does not exceed 520 volts. 

SM3:(Kivexr:Jr:)..- 22 W29150B RN242 Install RN242 first. Connect red to red lug, 

TSI101 red to green lug, black to chassis. Connect 
pos. of TS101 to plain lug, neg. to chassis. 
Suggest use terminal connector. 

5V1, 6H2, 6V22. eee B30059C RM265 Connect red to yellow lug, black and brown to 
chassis. Blue and green to red lug, yellow to 
plain lug. 

Dita oe osinnes ae siaclaemens W23701 RS213 Red to pos. lug, black to chassis. 

MEL, Atk eee BR getty W29097C RN245 See model 5H1. 

W26194B WE1247 See model 5H1. 
AN Zac sia he we ote a ool ale Gere W29150B RN242 See model 5M3. 
W26194B WE1247 See model 5H1. 
SHI 2 Ss See eee toe W26194B WE1247 See model 5H1. 
W29097C RN245 See model 5H1. 
W32258 RS213 Red to lug, black to chassis. Use special “A” 
washer for clamp mounting. 

OFFS Ae ee eee W27676 CN140 Red to pos. 4, red to pos. 4, black to neg. 

20S, 31863355345... W5253 MN275 No instructions needed. 

Bie tates a's oeseale.e ote eee W29806A RM257 Red to red lug, blue and green to green lug, 
black, brown and yellow to plain lug. Pad or 
bend clamp to fit. 

40S, 41S, 4258... .c8 2. W5253 MN275 No instructions needed. 

| PP eee et ee W21459 RS213 Red to pos. lug, black to chassis. 

SOS Sie oc ct eo eee W29097C RN245 See model 5H1. 

W26194B WE1247 See model 5H1. 
6 se: ay On Rn a ge W4943 MN272 No instructions needed. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94. 
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MANUFACTURER Original 
- AND MODEL Part 
CROSLEY RADIO CORP.|—Continued. 
Oa A? 3 © Se ee ears W20156 
W21292 
= har SRA ee W23701 (old 
21459) 
W23705 (old 
22689A) 
(A 22 ee B30059C 
60S, 61S, 62S, 63S....... W5253 
V7) Pi W26194B 
W29097C 
Wi oe W20156 
70, 77-1, 77A, 77B, 77L. .| W20341 
SOAW, SOAWLB........ W26194B 
W29097C 
W32258 
Tis a 388 W5253 
ETT OPT | SS ne W20341 
oho. Se = ae W21292A 
iti. = eee W25857B 
RO A See W25857 
W26870A 
DN to Sere W25857B 
W26870A 
W 28068 
W28406 
LU. 3 W29808 
W29809 
TR SSS ee W29808 
W30419 
104, 104R, 105, 105R, 106.| 10-10-10 Mfd 
LD S64. eee W30568A 
W28978B 
Liv (0 W20341 
USD ol) 4 A W 23701 
W23705 
ee wae el Bai Sc% oie = 05 W21459 or 
W23701 
Bee te ole. gfaisleciels: slapenc « W23801 
UA ere W23701 
W24342 
LS ONS Oe oe W23801 
UPA ae Je i W20156 
W21292B 
teak. Sa eie kicie a 0) Sia W20156 
W24282 


MALLORY Replacement Condensers 


RM257 


TS102 
RS213 


RS215 
RM265 
MN275 


WE1247 
RN245 
RM257 


MN277 


WE1247 
RN245 
RS213 


MN275 
MN277 
TS102 


UR180 


UR180 
TS101 
UR180 
TS101 
CS135 
TS101 


RS205 
UR180 


RS205 
RN242 
MN275 


RN232 and 
TS101 


CS125 


MN277 
RS213 
RS215 


RS213 
CN152. 
RS213 
RS213 


CN152 
RM275 
TS101 
RM257 
TS101 


INSTALLATION INSTRUCTIONS 


W20156 is a paper condenser in rectangular can 
above chassis. Since this is a DC set the re- 
placement unit must be non-polarized. We 
suggest RM257 if it can be mounted in 
original chassis hole for W20156 wires. Con- 
nect red to DC line, blue and green to speaker 
plug. Short together remaining black, brown 
and yellow leads and tape this splice. Two 
CS126 units could be used beneath chassis if 
can does not fit. Connect both units together 
black to black and use remaining red wires as 
terminals. 


Standard tubular (used in model 55 only). 
Red to pos. lug, black to chassis. 


Red to pos. lug, black to neg. of trans. 
See model 5V1. 
No instructions needed. 


See model 7H2. 
See model 7H2. 
See model 55. 


Connect one lug to rectifier side of choke, one lug 
to speaker plug and both remaining lugs to- 
gether to other side of choke. 

See model 5H1. 

See model 5H1. 

See model 8H1. 


See model 40S. 

See model 70. 

Suggestion only, submit original unit. 
size of hole in chassis for wires. 

Connect neg. lug to neg. lug, 8-250v lug to 
8-200v lug, 8-300v lug to 8-25v lug. 

See model 95. 

Standard tubular. 

See model 95. 

Standard tubular. 

Red to pos. lug, black to neg. lug. 

Standard tubular. 


Advise 


Red to pos. lug, black to chassis. Use special 
“‘A”’ washer for clamp mounting. 
See model 95. W29809 is similar to W25857B. 


See model 102. 
See model 4Al. 
Suggestion only, submit original unit. 


Red to red lug, red to yellow lug, black to 
chassis. Use special “‘A’’ washer for clamp 
mounting. Connect TS101 pos. to green lug, 
neg. to chassis. 

Red to pos. lug, black to negative. Note—Both 
W30568A and W28978B are semi-polarized 
units. The suggested replacements are not 
semi-polarized so be sure polarity of vibrator 
and battery are correct when installing. 

See model 70. 

See model 59. 

See model 59. 


See model 59. 

Red to red lug, red to red lug, black to chassis. 

See model 59. 

Suggestion only, submit original unit. Note— 
CN152 may be more convenient than these 
two separate units. 

See model 124. 

See model 55. 

Standard tubular. 

See model 55. 

Standard tubular. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
CROSLEY RADIO CORP.|—Continued. 
LAYS P2e hones Unite ghee ene W23701 RS213 See model 59. 
W 23705 RS215 See model 59. 
TORS ccc n tates eres W 24282 TS101 Standard tubular. 

W24779 CS123 Used on some of these chassis. 

BAL bag tre ghee ti Bs She peat W25542 CNI151 Red to pos. 8, blue to pos. 4, black to chassis. 
1S re ae ae ee ee W 26119 UR180 See model 130. 

W26118 CN152 Red to red lug, red to red lug, black to chassis. 

or 

W30018 RN242 Red to pos., red to pos., black to chassis. 

130l ISR eee ee ee W26119 UR180 Neg. lug to neg. lug, 8-250v lug to 8-150yv lug. 
or 8-300v lug to 4-300v lug. 

W30018 RN242 See model 129-1 

13 Sacre W25303 TS101 Standard tubular. 
W23701 RS213 Red to pos. lug, black to chassis. 
W 25462 WE847 No instructions needed. 

TS2e1 2s me ee ee W26118 CN152 See model 129-1. 

W 26119 UR180 See model 130. Note—Some model 132 used 

W30018 instead of W26118. See model 129-1. 
BEE fee a RON eat aS 2 W 25303 TS101 Standard tubular. 
W25542 CNI151 See model 129. 
ASS ks coe eee W25857 UR180 See model 95. 
W25542 CN151 See model 129. 
384 ee ae eae W23701 RS213 Red to pos. lug, black to chassis. 

W25670 PNT cae eects This is a 2 and 5 Mfd common neg. and a sepa- 
rate 8 Mfd. Information needed, submit 
original unit. 

LSS Pic ee ee ee ee W25542 CNI151 See model 129. 
W 25303 TS101 Standard tubular. 
ISGP eee he a ee W26119A UR180 See model 130. 
W26118 CN152 See model 129-1. Note—W30018 used in place 
of W26118 in some models. 
IST ALS eee oe ee W25303 TS101 Standard tubular. 
W 25542 CNI151 See model 129. 
143 Se Re ee ee W24779 CS123 Red to pos. lug, black to neg. lug. 
W 28869 CS121 Red to pos., black to negative. 
14642 Biles eee W 26896 CS135 and 
TSI101 Connect red to pos. 12 Mfd, black to chassis. 
Connect TS101 pos. to speaker field, neg. to 
chassis. 
W26194B WE1247 Wet electrolytic. 
146-12 7. See. See W26194B WE1247 Wet electrolytic. 

W25542 CN151 See model 129. 

W25857A UR180 See model 95. 

IAT eS ee eee W27676 CN140 Suggestion only, submit original unit. 

W27677A TNI11 Dual tubular replacing carton with lugs. 

VAS ios io mise ee W27488A UR180 Neg. lug to neg. lug, 8-250v lug to 8-25v lug, 
8-300v lug to 6-300v lug. 
W23701A RS213 Red to pos. lug, black to chassis. 
PSOR3.. BS: Melt. Os ee W25542 CN151 See model 129. 

W26870A TS101 Standard tubular replacing carton. 
1 S54 se Fer, HERE SO ee W23701A RS213 Red to pos. lug, black to chassis. 
5S. ea Spey bien, 8 ee W27789 CS123 Red to pos. lug, black to neg. 

W26870A TS101 Standard tubular replacing carton. 

TIS LE, AA ae W25857B UR180 See model 95. 
W26118A CN152 See model 129-1. Note—W30018 used in place 
of W26118 in some models. 
L5SR Suite et es W25542A CN151 See model 129. 
W25857B UR180 See model 95. 
| ES! Bae Ne eae Aaa eek sy: W26870A TSI101 Standard tubular replacing carton. 

W 28976 CS123 Red to pos. lug, black to negative lug. 

W290 1 2tasl res Ae Submit original unit. Note—Electrical charac- 
teristics known, size needed. This unit has 
non-polarized section. . 

LOOSE. RES Tee. Se W25857A URI180 See model 95. 
W28468 RN245 Connect two red to green lug, other red to plain 
lug, black to chassis. . Use terminal connector. 
LOGS ee iverson etc ae W25857B URI180 See model 95. 
W 28068 CS135 See model 98. 
W26870A TS101 Standard tubular replacing carton. 
16046;; 26:80 See ee See W29097A RN245 See model 5H1. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
ie eat RADIO CORP.)|/—Continued. 
a AP ee W29264A RM257 and 
TS101 Red to red lug, blue and green to green lug, 

black, brown and yellow to plain lug. Suggest 
use terminal connector. Connect TS101 pos. 
to dpe lug, neg. to plain lug. 

Gh. A a W27488 UR180 See model 148. 

IiRsEWeM tts i giits > s+. 3.» W27677A TNII1 Dual tubular replacing carton. 

W23701 RS213 Red to pos. lug, black to chassis. Check surge. 

A are a, 5 acoso wy vin W29150A RN242 and 

TS101 Red to red lug, red to green lug, black to chassis. 
Connect TS101 pos. to plain lug, neg. to 
chassis. 
W25857B UR180 See model 95. 
LUNs Brg ira ear aa W23705 RS255 See model 59. 
W29097A RN245 See model 5H1. 

5 Red Roo. ame ie aa WES aie Pre ei es ine See model 166. 

Wats oS 2 ee ee W30124 RM 257 and ; 

TSI101 See model 166. Same color scheme and instruc- 
tions apply as for W29264A. 
W27677A TNII11 See model 168. 

BN ele oa W29804A RM259 Red and blue to green lug, black to plain lug, 
ppep and yellow to yellow lug, green to red 
ug. 

STs teats Edi s/alcfo'ce)<'«.¢,0. 01+)» « W26194B WE1247 See model 5H1. 

W30059C RM265 See model 5V1. 
LN re W26870A TS101 Standard tubular replacing carton. 
W 28068 CS135 See model 98. 
eels Fale tse ss, + (- W26194B WE1247 See model 5H1. 
W29150A RN242 and 
TS101 See model 169. 
PRMOP PL Shliotiaettel d's ¢ cx 0 < W30059A RM265 See model 5V1. 
W26194B WE1247 See model 5H1. (Not used on model 181.) 
Li 83 ty A ee W26870A TS101 Standard tubular replacing carton. 
W30962 CN145 and 
CS123 All red leads of CN145 to pos. 25 Mfd lug, black 
to switch. Red of CS123 to 8 Mfd lug, black 
to switch. Note—These two units together 
are somewhat larger than original but size 
will probably be satisfactory. 
W30963 CS12 Suggestion only, submit original unit. 

LIE UL ye ROSS ee ie a WeorguAr (1... sicweeees See model 169. 

UD 1 2 sea soa Oe W 28068 CS135 See model 98. Suggestion only. 

Cie s de See A Reapeene W36750 RN242 and 

TS101 Red to pos., red to pos., black to neg. 
Pos. of TS101 to pos. 12 lug, neg. to chassis. 

Be GWG Sa ee W36719 RN242 Red to pos., red to pos., black to chassis. 

Le ERE RO RR W35750 RN242 and 
TSIOL See model 505. 

LOUESE okeie CS 10-10-10 Mfd} MN275 See model 104. 

MAU ETE UE co oe cases Als a 4.2 W4943 MN272 No instructions needed. 

(OL AS it el ll i W si Noare alos aereen ns weg See model 5C2. 

W35980 CS121 Red to pos., black to neg. 

Sa iis givin wee os W30059C RM265 See model 5V1. 

FHL 4 CUEN 8 jercg eel ae ea W5253 MN275 No instructions needed. 

FLL ole“ 1592 ie AS ee aaa W4929 MN275 W4929 is dual 8 Mfd in 3” can. Mallory dual 
8 Mfd (Part MN272) is in 244” can. There- 
fore suggest MN275 as this has 3” can. Either 
connect two 8 Mfd sections together or leave 
one unused, 

HO gant W4943 MN272 No instructions needed. 

POLIS 2 A iy CRRA nee W36056 RM245 Red to pos., red to pos., red to pos., black to neg. 

W36055 W E3540 Wet electrolytic. 
BA UMROMREIeESEa ste (74 si's »\ei'ase 4,0 +. « W5684 MN277 No instructions needed. 
WES Oo Sn ee eae ae WiSOO SOR a Sicadnns <u inn wie See Model 715. 
W36055 W E3540 Wet electrolytic. 
is M5 a a= W36055 W E3540 Wet electrolytic. 
W36057 W E3540 Wet electrolytic. 
W 36548 TS102 Tubular. 


DAY FAN ELECTRIC—Sele General Mo!|tors. 


DELCO RADIO CORP. (A/lso see United| Motors Serv 
1, RCI 8 Mfd 


RB 


ee 


4-4 Mfd 


CS133 
CN150 


ice) 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


MANUFACTURER 
AND MODEL 


DETROLA 
4D 


Ss ehee Oe lOve ere ee 4 9), ©. -enege 


DEWALD (Pierce-Arrow) 


BOSSE sass ass scales oo 
ROSS S-O sacle oo dee en 


cee 


eeee 


eee eee eeee 


eee eeeeeee 


BAG 3... 2 sae 


eee eeeeree 


OO ee x aiece's eeseseses dues 


Cy Engr co dioocicmmcion = 


eee 


oer eeereee 


Original 
Part 


941 
16-8 Mfd 


2170 
10-10 Mfd 


2103 
4-8 Mfd 
2128B 
2129A 
2134B 

5 Mfd 


2171 


10-10 Mfd 
2095 


5 Mfd 
12-12 Mfd 


4-4 Mfd 
14-8 Mfd 


5 Mfd 
7-12 Mfd 
10-10 Mfd 
2147 

8-8 Mfd 


10-10 Mfd 


10-12 Mfd 
4-4 Mfd 


2223 
4-4 Mfd 


Use 
Mallory 
Number 


be 4S lexe)9. 0: 6 6) She 


RS213 


eee wwe wees 


CS124 and 
CS125 
TN110 


CN142 
TN110 


INSTALLATION INSTRUCTIONS 


Suggestion only, submit original unit. 

Connect two red together to pos. 16, other red to 
pos. 8. Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Standard tubular. 

Submit original unit. 


Connect red to pos., black to chassis, or neg. lead 
of trans. if unit was insulated. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Standard tubular. 

Suggestion only, submit original unit. 


Red to yellow, blue to red, black to black. 
Standard tubular. 


Both red to red, one black to black, other black 
to yellow. 

Suggestion only, submit original unit. 

Red to blue, blue to yellow, black to black. 

One pos. to each red, neg. to black. 

All red to red, two black to black, one black to 
yellow. 

Standard tubular. 


Mount side by side. Connect red to red, red to 
red and both black to black. 
Standard tubular. 


Both red to red, black to black. 

Suggestion only, submit original unit. 

Suggestion only, submit; original unit. 

Both red to rect. filament, one black to neg. of 
power trans., other black to chassis. Sugges- 
tion only, submit original unit. 

Suggestion only, submit original unit. 

See model 55. 

Standard tubular. 


Mount side by side. Connect one red to rect. 
cathode, other red to output side of choke, 
both black to chassis. Suggestion only, sub- 
mit original unit. 

Standard tubular. 


All red to rect. cathode, two black to AC Line, 
other black to chassis. Suggestion only, sub- 
mit original unit. 

Standard tubular. 


See model 55. 
Standard tubular. 
Red to red, black to black. 


Suggestion only, submit original unit. Ck. surge. 
Standard tubular. 


Red to red, black to black. 
Red to red, black to black. 
Red to pos., black to neg. 
See model 80. 


See model 58R for installation instructions. 
Standard tubular. 


Red to red, red to yellow, black to black. 
Standard tubular. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94. 
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MANUFACTURER Original 
AND MODEL Part 
DEWALD—Continued. 
OO aD 16-16 Mfd 
4-4, Mfd 
i ee 8-8 Mfd 
4-4 Mfd 
ee 8-4 Mfd 
5 Mfd 
“OA rae 12-12 Mfd 
4-4 Mfd 
li ee 8-4 Mfd 
5 Mfd 
On oe 12-12 Mfd 
on oe 16-16 Mfd 
4-4 Mfd 
Cees 16-16-8 Mfd 
5 Mfd 
0 2 See 2210 
5-5 Mfd 
Uo > ee 8-8-8 Mfd 
4-4 Mfd 
liar 8-8 Mfd 
10-10 Mfd 
ECHOPHONE RADIO MF\G. Co. 
“ig ah gine ae 8 Mfd 
el es ae 5-4 Mfd 
Oo ara 8 Mfd 
vin a aaa 4 Mfd 
8 Mfd 
[> aoe 8 Mfd 
rey 4-8 Mfd 
2 ee 8 Mfd 
hepa 6 Mfd 
| lila eee aa 4 Mfd 
8 Mfd 
on. ea ae ae 8 Mfd 
LU. ho ede 8 Mfd 
12 Mfd 
epee, ae 12-5 Mfd 
10 Mfd 
ck a ee ee 8-4 Mfd 
10 Mfd 
UE ee 8-4 Mfd 
10 Mfd 
le 3-4 Mfd 
ee og RS? 5-12-5 Mfd 
10 Mfd 
ese. cace'e'e 8-4 Mfd 
307 


Use 
Mallory 
Number 


Use two 
CS126 


TN110 
CN142 


TN110 
CN151 


oe eee eee eeese 


REDO 6 2l4. ergy) ef ¢ 


CS126 and 
CN145 


TS101 


CN152 
TN110 
RM265 
TN110 
RN242 
TN1I11 


RS8213 
RS213 and 
RS211 
RS213 or 
CS133 
RS211 or 
CS131 
RS213 or 
CS133 
RS213 or 
CS133 
RM261 or 
CM171 
RS213 
RS203 or 
CS123 
RS211 
RS213 
RS213 
RS213 
RS215 
CN142 


eee ewes eeee 


ose hw ee eeeee 


INSTALLATION INSTRUCTIONS. 


Mount side by side. Connect one red to rect. 
cathode, other red to 43 screen, black to 
chassis. Suggestion only, submit original unit. 

Standard tubular. 


One red to rect. cathode, other red to output side 
of choke, black to chassis. Suggestion only, 
submit original unit. 

Standard tubular. 


Red to rect. filament, blue to 2A5 screen, black 
to chassis. Suggestion only, submit original 


Standard tubular. 


Red to red, black to black. (Both units.) 
See model 500A. 
Standard tubular. 


Install CS126 red to rect. cathode supplying 
plates of set, black to chassis. Install CN145 
both red to rect. cathode supplying field coil, 
black to neg. line. Suggestion only, submit 
original unit. 

Standard tubular. 


Red to red, black to black. 

Standard tubular. 

Suggestion only, submit original unit. Ck. surge. 
Standard tubular. 

Suggestion only, submit original unit. Ck. surge. 
Standard tubular. 


Red to pos. lug, black to negative. Check surge. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

One red to 12Z3 cathode, other red to 38 screen, 
black to chassis. Suggestion only, submit 
original unit. 

Standard tubular. 


Submit original unit. 

Standard tubular. 

Submit original unit. 

Standard tubular. 

Submit original unit. 

One red to each cathode of 25Z5, one red to 43 
screen, black to chassis. Suggestion only, sub- 
mit original unit. 

Standard tubular. 


Submit original unit. 
Standard tubular. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


MANUFACTURER Original 
AND MODEL Part 
ECHOPHONE—Continued. 
AED wins § 30's baie lees s -4 Mfd 
1734, 1734A,.1800....... 8-4 Mfd 
10 Mfd 
TYAD « signs Pater Sasa bi ka 12-5 Mfd 
10 Mfd 
CI re B iy IRRa ors 16-5-5 Mfd 
4128. a5 Cony o> Ke Bante 8-4 Mfd 
10 Mfd 
ST laGee chs sate sae he eee 12-5 Mfd 
10 Mfd 
rey Pee on eer 8-4 Mfd 
10 Mfd 
EDISON-BELL CO., INC. 
BOWN cee aad ae enemies -8 Mfd 
Ournas eeu kee fake weenie Ae 8-16 Mfd 
2-4 Mfd 
So WW saad anes bee east 2-4-16-4-16 
Mfd 
63, 63LW esas at oaane se 16-16 Mfd 
4-4 Mfd 
66AW..... aig lat ores evaneuetet els 8-4-4-16-16 
fd 
ELECTRAD, INC. 
D290 or aiala bs Wee ens Cate 8 Mfd 
E250) ois ce Bo sienace ener 6 Mfd 


ELECTRIC AUTO LITE C A 


0-62A, O-72A Mfd 


eee eee ee wee 


ELECTRICAL RESEARC|/H LABS., IN|C. 


red ake: s ele (atopeieye ete lereieneacare 6638D 
ZTE As picin's ts slates Deana 6552-0 
$30.50 spi ep sure ine Seale 6959 
OOS Sos cess wh aitin case oe 1247 
9328 
620, 630, 1050, 1060..... 9659 
LOU, blakone Cu siacse peeks 9659 
1108 
GOO S sare svcretatercrevenets ete ctnee 9328 
8705 
9925 
6300, 6315, 6317, 6323... .| 9659 
1110 
8876 
C LOOT Labi h 0 Ca Vielereverejor evens 1291 
SLOORGLOO I nasaelieyere Dheleks 9659 


Use 
Mallory 
Number 


+e ee eee eeee 


Use two 
CS126, 
one CN140 


an 
TS101 


Use two 
CS126 


CN140 


and one 


TS101 


UR187 
UR187 


TS105 


(Erla) 
RS213 
RS213 
CS121 


CN152 


TN110 


RN242 
RN242 
CS130 
TN110 
CS133 
CS133 


RN242 
CS131 
TS101 


CS121 or 
RS201 
RN242 


INSTALLATION INSTRUCTIONS 


Submit original unit. 


.|Submit original unit. 


Standard tubular. 
See model 111. 


Connect yellow lead to pos. field, red to power 
tube cathode, black to ground. Green to the 
end of the choke above ground potential. 


.|Submit original unit. 


Standard tubular. 
See model 111. 


Suggestion only, submit original unit. 

Connect two red to rect. cathode, other red to 43 
screen, all black to common neg. Suggestion 
only, submit original unit. 

Standard tubular. 


Mount both CS126 and the CN140 side by side, 
connect as follows: two red of CS126’s to two 
yellows, blacks to black. Connect one red of 
CN140 to green and other red to blue, black to 
black. Connect pos. of TS101 to red and neg. 
to black. Suggestion only, submit original 
unit. 


One red to 25Z5 cathode, other red to 43 screen, 
black to chassis. 

One red to 37 cathode, other red to 43 screen, 
black to chassis. Suggestions only, submit 
original units. 


Mount CS126’s and CN141 side by side. Con- 
nect one red of CS126’s to each yellow. Con- 
nect red of CN140 to green, blue to blue. 
All black to black. Connect pos. of TS101 to 
red and neg. to black. Suggestions only, sub- 
mit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Standard tubular. 


Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Red to pos., black to neg. Suggestion only, sub- 
mit original unit. 

One red to 84 cathode, other red to output side 
of choke, black to chassis. Suggestion only, 
submit original unit. 

Dual tubular replacing carton. 


Red to 8, red to 8, black to neg. 

Red to 8, red to 8, black to neg. 
Suggestion only, submit original unit. 
Dual tubular, replacing carton. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


See model 5700. 
Red to pos., black to neg. 
Standard tubular. 


Suggestion only, submit original unit. 
See model 5700. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94, 
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MALLORY Replacement Condensers 


MANUFACTURER 


“AND MODEL 


ee 


Original 
Part 


Use 
Mallory 
Number 


TSI0L 
CN145 


‘ENIEL 


CS126 and 
CS125 


TNIIL1 


Use two 


CS126 
TSI01 


CN140 


CS133 
CS135 
CS131 
CM152 
RS213 
UR182 


CS131 
CS133 


CS131 


CM170 
CS133 
CS131 


CM172 or 
RM262 


CS131 
TN112 
CN140 


CN152 
CM172 
CN152 
TS101 


UR182 
CN145 and 
CS125 


CN145 and 
CS121 


TN110 


CM172 
CN145 and 
CS125 


10 Mfd 
Gy Ob A es 12-8 Mfd 
10-10 Mfd 
BE TRE cline. song 0 se 16-12 Mfd 
10-10 Mfd 
oa 20-20 Mfd 
10 Mfd 
EL-REY RADIO MFG. CO}. 
gh ihe) Oa ea ee 4-4. Mfd 
ELECTRONIC LABS., IN|C. 
eee 8 he 8-8-25 Mfd 
SEW js Les eee 8-8-20 Mfd 
EMERSON RADIO AND P/HONOGRA!|PH CORP. 
[RoW ES G0) 2 ee 8 Mfd 
12 Mfd 
ee eds 128 ie A404 
Lo, ee eo ok UC93 
[ey on ta oes EE eee 8 Mfd 
iii 3 ee KC68 
TIS let A404 
| ite fe iil in Ge A3 or Al8 
A20 
TW oe 4-4. Mfd 
LINCS ong, Sees aaa 8 Mfd 
4 Mfd 
1 to. COAG a BC9 
AP. NS ees oe A404 
ech ea A ee efeus ocd os) eos 4 HC32 
Hest 
SoM E ES erp eye c ctivroycve'e a0 « UC93 
Fai 80 Na oa 8-8 Mfd 
Br CER UE a a UC93 
IC43 
30AW, 30LW, 33AW, 

NVR fate. yw. atdcis KC68 
DEMME iivate clade oso. s8s ee ss 12-12-8 Mfd 
SU ee 6s et ROT Wack DERG CCC125 

HC32 
aL Se 8 ae 8-8 Mfd 
OM SUS PC93 

HC32 


TN110 


INSTALLATION INSTRUCTIONS 


Connect two red to rect. cathode, one red to 43. 
screen, black to chassis. Suggestion only, sub- 
mit original unit. 

Standard tubular. 


Connect red of CS126 to rect. cathode, red of 
CS125 to 43 screen. both black to chassis. 
Suggestion only, submit original unit. 


Mount side by side, suggestion only, submit 
original unit. 
Standard tubular. 


Red to red, red to red, black to black. 


Submit original unit. 
Submit original unit. 


Suggestion only, submit original unit. Ck. surge. 

Suggestion only, submit original unit. Ck. surge. 

Suggestion only, submit original unit. 

Both red to red, black to black. 

Suggestion only, submit original unit. 

Red to red, black to black, yellow to blue, green 
to green. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. A3 and 
A18 may require RS213. 

Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Both red to rect. filament, one black to trans. 


neg., other black to chassis. Suggestion only, 
submit original unit. 

Suggestion only, submit original unit. 

Standard tubular. 

Red to red, red to red, black to black. 


Both red to red, black to black. 
Suggestion only, submit original unit. 
Both red to red, black to black. 
Standard tubular. 


See model H5. 


Connect two red of CN145 to rect. cathode sup- 
plying set, other red to rect. cathode for field, 
black to AC line. Connect red of CS125 to 
rect. cathode supplying set, black to chassis. 
Suggestion only, submit original unit. 


Connect two red of CN145 to rect. cathode, 
other red to screen. Connect red of CS121 to 
RF plate supply. All blacks to chassis. Sug- 
gestion only, submit original unit. 

Standard tubular. 


Suggestion only, submit original unit. 


Connect two red of CN145 to red, other red to 
blue and black to green. Connect red of 
CS125 to red and black to black. Suggestion 
only, submit original unit. 

Standard tubular. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number 
EMERSON—Continued. 
AS AIGD) Ht. SE PIB F. PRR. See es os eee 
45°(6BD)e 2... eae one 8-4 Mfd CN151 
8 Mfd CS133 
5 Mfd TS101 
SDE SY ak HReIee ee IC42 CM172 or 
“RM262 
1C43 TS101 
DOMAINS asthe ees BC9 CM172 or 
RM262 
DIDO ag cae cick catty Spe A ine Peoria eed See coe Ee 
ATW SSS. Ses. a 8-4 Mfd CM171 
DOr ee ee ee ae 8-8 Mfd CM172 
TLS Seee. eee ee 8-8 Mfd CN152 or 
RN242 
tif CS Ae Ge crc 8-8 Mfd CM172 
250 3. HR OR OR sles Lane KC56 CM162 
250W, 250AW, 250LW, 
321A W, 321LW, 
supe ott SOOL VN Seen KC68 UR182 
Dials ae eos Clee at CoE | Teena eetS WA San Na elle 
AND 410-40 yoe ee ee RC84 CN141 
RC85 TN110 
ALS, ALG APR OP 8-4 Mfd CM171 
420 (V4) >. oe eee QC78 CM160 
GO72 eo a oe ace eee 6-10 Mfd CN152 
5 Mfd TS101 
O78... S20. Sera see 4-8 Mfd CNI151 
4-8 Mfd CN141 
ee 5 Mfd TS101 
$ID 5s gS wigere 6 6 0. 6.0-B) Sim oPe DS oe. be whe eiwiacaa | Rae. wel eles eres 
M755; ce rn, et BCS: 40BRy re ree oe 
110... See eee 8-8 Mfd CN152 or 
RN242 
065) Secs ce co Eee 6-10 Mfd CN152 or 
RN242 
5 Mfd CS121 
5 Mfd TSI101 
EMPIRE ELECTRICAL P|/RODUCTS 
103. oe an eee 16-8 Mfd CN145 
20, SO. uc os cet bebe ee 16-8 Mfd CN145 
4-4 Mfd TN110 
40 e's croc ae ee 16-16 Mfd Use two 
CS126 
40S W oa cites te eee 4-16-8-4 CN145 and 
Mfd CN140 
SESE. Soe ee oe te dete 8-12 Mfd CM175 
GOR eG dee neal 10A CN141 
2-4 Mfd TN110 
Tl Bats MSS Ses 8-16 Mfd CM175 
5 Mfd TS101 
Croce eaceh's bie te RO 8-8 Mfd CM172 
AS OA'S cain graicatclents, states 2-4-16-4-16 | Use two 
Mfd CS126, 
one CN140 
and one 
TS101 
460B,: 480Cy oo. a \sihe c cte co eRe eie ae ROSIER. ee 


INSTALLATION INSTRUCTIONS 


See model 38. 

Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Standard tubular. 


Both red to pos., one black to trans. neg., other 
black to chassis. Suggestion only, submit 
original unit. 

Standard tubular. 


Both red to pos., one black to trans. neg., other 
black to chassis. Suggestion only, submit 
original unit. 

See model 50L. 

Suggestion only, submit original unit. 

See model 39. 


Suggestion only, submit original unit. Ck. surge. 
Suggestion only, submit original unit. 
Red to red, black to black of both sections. 


See model H5. 

See model 40. 

Red to red, blue to blue, black to black. Sug- 
gestion only. 

Standard tubular. 


Suggestion only, submit original unit. 

Both red to 1V cathode, one black to chassis, and 
other black to bias choke, suggestion only, 
submit original unit. 

Suggestion only, submit original unit. 

Standard tubular. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Standard tubular. 

See model 50L. 

See model 50M. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Standard tubular. 


Two red to rect. cathode, other red to 43 screen, 
black to common neg. Suggestion only, sub- 
mit original unit. 

See model 10. 

Standard tubular. 


One red to rect. cathodes, other red to 43 screen, 
both black to common neg. Suggestion only, 
submit original unit. 


Connect two red to yellow, other red to green. 
remaining black to black. Connect CN140 
red to blue, red to red, black to black. 

All red to rect. filament, two black to trans. 
neg., remaining black to chassis. Suggestion 
only, submit original unit. 

Red to 8, blue to 4, black to neg. 

Standard tubular. 

See model 51. Check surge. 

Standard tubular. 

Both red to rect. filament, one black to trans. 
neg., other black to chassis. Suggestion only, 
submit original unit. Check surge. 

Red of each CS126 to each yellow, one red of 
CN140 to blue, other red to green. All black 
to black. Pos. of TS101 to red, neg. to black. 
Suggestion only, submit original unit. 


See model 40SW. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94, 
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MALLORY Replacement Condensers 


FAIRBANKS MORSE HO)! eee’ APPLIA| NCES, 
8 


ol, 52, 53 
OL eet s 


ee 


eee eeeeeeereee 


i a 


RS213 
TS101 


EL6 
10-16-5 Mfd| UR182 


8-8 Mfd 


CS133 


INC. 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
EM PIRE—Continued. 
A a aia Ue i aa 8-16 Mfd CN155 or 
RN245 One red to rect. filament, other red to 2A5 
screen, black to chassis. Suggestion only, sub- 
mit original unit. 
4-4 Mfd TN110 Standard tubular. 
NAT SME MS ess cea Submit original unit. 
cp 2 ME eae 8-8 Mfd CM172 Suggestion only, submit original unit. 
Orca otwsa eases 6-6 Mfd CM172 or 
RM262_ |Both red to rect. filament, one black to trans. 
neg., other black to chassis. Suggestion only, 
submit original unit. 
UTA EGE | od Re a 8-8 Mfd RM262 or 
CM172_ |Suggestion only, submit original unit. 
DIMAS, Ie Se ea las 6-6 Mid <° WFLA sO. 4 See model 400AC. 
eet PE iS. . BP Mid ATS x ina See model 500AC. 
ERLA—See Electrical Resea|rch Labs. 
FADA RADIO AND ELEC|TRIC CORP|. 
OOS SS aeeee 3-1301M RS213 Suggestion only, submit original unit. 
So io Cer ae 4-1219MS RS213 or 
CS133 Suggestion only, submit original unit. 
GLAGe. camer tee OAS. 3-1301MS RS213 Red to rect. filament, black to chassis. 
3-1384MS RS213 Red to rect. filament, black to neg. of power 
trans. Suggestion only, submit original unit. 
Ob 4 Sy he a 3-1301MS RS213 Red to pos., black to chassis. Suggestion only, 
submit original unit. 
73 (RE), 74, 76, 78, 79, 83, 
Say OO, Oe. eS. 3-1473MS RS213 Suggestion only, submit original unit. Ck. surge. 
3-1301MS RS213 Suggestion only, submit original unit. Ck. surge. 
3-1384MS RS213 . Suggestion only, submit original unit. Ck. surge. 
[1 4-1254MS CS133 or 
RS213 Suggestion only, submit original unit. 
STi Ua So ols ae | ae 4-1254MS CS133 or 
RS213 Suggestion only, submit original unit. 
4-1367MS TS101 Standard tubular. 
4-1363MS RS203 Red to pos. lug, black to neg. lug. 
YR 3b he. 4- 1312MS RN231 Red to red dot, blue to pos. 4, black to neg. 
ell Tate OG).. ons... 3-1374MS = ieee Ue e Possibly paper, submit original unit. 
(LSieeee. bese... 3. 1209MS RN242 Red to pos. lug, red to pos lug, black to neg. 
Check surge. 
re aed [es ee ie Submit original unit. 
Ee ha 4-1314MS TSI01 Standard tubular. 
4-1488MS RS213 Red to pos. lug, black to neg. Check surge. 
et: i 8-8-8 Mfd CN145 Suggestion only, submit original unit. 
4-1343MS BN226 Use horizontal mounting bracket. 
DRM Cnc cw cn to xs 4-1362MS RN235 Two red to red lug, other red to plain, black to 
neg. 
4-1343MS BN226 See model RN. 
TUNES eee ook ee eee lS: 4-1450MS RM257 Red to pos. 16, blue to pos. 8-250v, green to pos. 
8-150v, all black leads to ground. 
4-1343MS BN226 See model RN. 
MN TCLOAB) ES ees Oe 4-1343MS BN226 See model RN. 
4-1254MS RS213 Suggestion only, submit original unit. 
4-1439MS TS101 Standard tubular. 
MADMECUUA IES ees ares! 4-1488MS RN242 Red to pos., red to pos., black to neg. 
4-1494MS RS213 Red to pos. lug, black to neg. Check surge. 
UY) oy 3-1473MS RS213 Red to pos. lug, black to neg. Check surge. 
ee eter. see es 2 4-1343MS BN226 Use horizontal mounting bracket. 
4-1362MS RN235 Two red to red lug, other red to plain lug, black 


to neg. 


—Also see Audiola. 

Red to pos. lug, black to neg. 

Standard tubular. 

Connect yellow to rect. cathode supplying field 
coil, green to neg. line, red to rect. cathode 
supplying plates of set, black to common neg. 
Suggestion only, submit original unit. 

Suggestion only, submit original unit. 


Check surge. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


INSTALLATION INSTRUCTIONS 


Red to.pos. lug, black to neg. Check surge. 

Both red to rect. filament, black to trans. neg. 
Check surge. ; 

Red to red, red to blue, black to black. 


Possibly paper, submit original unit. 


All red to choke, one black to trans. neg., other 
Suggestion only, submit 


Suggestion only, submit original unit. 
Yellow to rect. cathode field supply, green to AC 


line, red to 43 screen, black to chassis. Sug- 
gestion only, submit original unit. 


Suggestions only, submit original unit. Ck. surge. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Red to pos., black to neg. Check surge. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Yellow to field coil, green to AC line, red to rect. 
cathode supplying plates of set, black to 
only, submit 


neg. Suggestion 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit, 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number 
FAIRBANKS MORSE—Clontinued. 
(0145-7040) (002. 6 ee ree EL8 RS213 
EL21 RN242 
EL18 CN150 
32 VOLUd sce eee ee eee EL6 TS101 Standard tubular. 
; EL9 CS123 Red to pos., black to neg. 
FALCK—See Advance Elec] tric. 
FANSTEEL—See Balkite. 
F Pegi ats PURCHASE|R (Acratone) 
CR USMS ORAL eA ir Eee 8237 ee avete sets oe 
Bh an Ce ae ee S577. bake. Be! Submit original unit. 
GAS Mircette 12-8 Mfd CM175 
black to chassis. 
original unit. 
5-5 Mfd TN110 Standard tubular. 
CAs se fe Sea at 8-4 Mfd CM171 
5 Mfd TS101 Standard tubular. 
SAS ld eee. oe eens 16-8-4 Mfd | UR182 
LAT Rs cae ar nn 12-8 Mfd CM175 See model 6A. 
5-5 Mfd TN110 Standard tubular. 
TSAR aici, . eet 8-4 Mfd CMI171 See model 7A. 
5 Mfd TSLOL Standard tubular. 
LAA Sots Stik Wrecarc s eituetereee 4-4-4, Mfd CN150 and 
CS131 
DART. FP See ae 8-4 Mfd CMI171 See model 7A. 
5 Mfd TS101 Standard tubular. 
SI=40 7 aa eters wre ae 8-8 Mfd RS213 
S2A SOA) uae eae 8-8-10 Mfid=i iio 0. eae Submit original unit. 
39340 24d ee 8 Mfd RS213 
DOR oot eee Se 8-4. Mfd CN151 
39A, 43A (4440 eee 8 Mfd RS213 
SZAn So. ete nd ie LOH LOM Vita Use two 
CS124 
5-5 Mfd TN110 Standard tubular. 
53, 54, 587.09 mice eee 10-12 Mfd CS124 and 
CS125 
4-4. Mfd TN110 Standard tubular. 
C980 Sco. Sear oe eee 8-8 Mfd CN152 
5 Mfd CS121 
5 Mfd TSI101 Standard tubular. 
86;'BTa oui eee 8 Mfd RS213 See model 39A. 
2s sa) ot sus eehel caeeee en ee 6-8 Mfd CM172 
10 Mfd TS101 Standard tubular. 
93,;945962 97 2.5 a ee: 8-8 Mfd CN152 
10-10 Mfd TNII1 Standard tubular. 
Cathedral Tone......... 8 Mfd RS213 
Royals Acsseooe eee 4-4 Mfd CN140 
5 Mfd TS101 Standard tubular. 
Acratone 100, Climax 424] 4-4 Mfd CN150 
LOSS 6 ak ence ateene oer 2 oe tl ee eee [Cee se Submit original unit. 
L207AMP Paani ee 6-6 Mfd CN152 
LOS oo sone eee 4-4-8 Mfd CN150 and 
CS133 
[04 Ie ne re on 8-8 Mfd CN152 
5 Mfd TSIOL Standard tubular. 
ZOA2 10008 -<o55 scene 16-8-5 Mfd | UR182 
common 
original unit. 
FIRST NATIONAL CORP.|—See Balkeit| Radio Co. 
FORD MOTOR CAR CO. 
POLICES. ca ek.s cet oeeeen 8-8 Mfd CM172 
10 Mfd TSIOL Standard tubular. 
BL8805 a7 eee eee 8 Mfd CS133 
Gleve-Box Auto......... 8-8 Mfd CM172 
10 Mfd TSLOL Standard tubular. 
Ford-Lincoln..........%: 8-8 Mfd CM172 
10 Mfd TSI101 Standard tubular. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94, 


36 . 


MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
~ AND MODEL Part Number 
FORDSON RADIO MFG. |CO. 
TN Comet ee kes ws aie 0° 4-4 Mfd CM170 
5 Mfd TS101 
LOSS BAY SAE eee ee 6-10 Mfd CN152 
5-5 Mfd TN110 
LSE i) Sie ee 4-4 Mfd CM170 
UAC). TA So i er 4-20 Mfd CS121 and 
CS126 
5-5 Mfd TN110 
JAIN ogi ecrleo ree 8-4-4 Mfd CS133 and 
CM170 
Ver Kieve ts. 0%, <6 4.4.06. 0 4-8 Mfd CM171 
10 Mfd TS101 
6T, 6T Golden Tone..... 6T26 TS106 
6T28 CN152 
CG ar A 8 Mfd RS213 or 
CS133 
4 Mfd CS131 
FRANKLIN RADIO CORIP. 
GtrOHE OUPEr .. ce sce. 4-4 Mfd CN150 
See ae ee 8-4 Mfd CN141 
4-4, Mfd TN110 
SS i a no 8-8-4 Mfd CN142 and 
CS121 
SIV Sits Sinise cle 8-8-8-8 Mfd | CN145 and 
CS133 
5 Mfd TS101 
as bE ai Cee 5 eee 8-8 Mfd CM172 
Glen as Siena eas 8-8 Mfd Use two 
UR186 
Orda OD VU. oc. aici dur 8-8-8-8 Mid ite ee... 
Wiha k cen 8 Mfd UR186 
LQ PR oe 8-4. Mfd CM171 
WIE hee eee ae 4-4 Mfd CM171 
Oye TOG ei, Sek). at Ass). DS29 CN150 
FREED RADIO AND TEL|EVISION CjORP. 
1 Na hosts ee ucnca af Aare ae ee 4-4 Mfd TN110 
Te ee ae 16-8 Mfd CN155 
5-5 Mfd TN110 
ih eS) 5 Sige ae ero 8-4 Mfd CN151 
VEE 2a oes as neha < 8-4 Mfd CN151 
4, Mfd TS101 
VEN 2. onc oe. os, vats 8-8-4 Mfd CN151 and 
CS133 
4 Mfd TS106 
RUE G OT eta, bale 5) oo eb PAST G ee Ab oe a 
(RURAL $ Wy a cee ee 243 ered Ah Per cee es 
24.23 RS213 
2 OM eens te Re A ian 
GeO, . ag Se 8-4 Mfd CNI51 
PE ccnp ape ee 8-4 Mfd CM171 
pC IN es es ae, wos 8-4 Mfd CN151 
SALOMON Pelee ic ees 
TOA OLN Sy A ea 8-4 Mfd CN151 
4 Mfd TS1O1 
DOS» 0G) a §-G=4aMVidil Meee i, hots 
See a rer. 5. pitch ot ses. 8-8-8 Mfd RS213 
SL Te he Ce ee 8-4. Mfd CNI51 
5 Mfd TS101 
hay 3 Sr 8-4 Mfd CNI151 
5 Mfd TS105 


INSTALLATION INSTRUCTIONS 


Suggestion only, submit original unit. 
Standard tubular. 
Suggestion only, submit original unit. 
Standard tubular. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Standard tubular. 


Suggestion only, submit original unit. Ck. surge. 
Suggestion only, submit original unit. 

Standard tubular. 

Standard tubular. 

Suggestion only, submit original unit. 


Suggestion only, submit original unit. Ck. surge. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Standard tubular. : 


Suggestion only, submit original unit. 


Install CN145, one red to each side of choke, 
other red to neg. side of field, black to common 
neg. Connect red of CS133 to B-plus cathode 
of rect., black to neg. side of field. Suggestion 
only, submit original unit. 

Standard tubular. 


Suggestion only, submit original unit. 


High surge- units. Suggestion only, submit 
original unit. 

See model 55V. 

High surge unit. Suggestion only, submit orig- 
inal unit. 


Suggestion only, submit original unit. 
See model 6 Tube Super. ¢ 
Suggestion only, submit original unit. 


Standard tubular. 

Suggestion only, submit original unit. 
Standard tubular. 

Suggestion only, submit original unit. 
See model MB5. 

Standard tubular. 


Suggestion only, submit original unit. 
Standard tubular. 


Submit original unit. 
Submit original unit. 
Suggestion only, submit original unit. 
Submit original unit. 


See model MB5. 

Suggestion only, submit original unit. 
See model MB5. 

Submit original unit. 

See model 

Standard tubular. 


See model MB9. 

Suggestion only, submit original unit. 

One red to rect. filament, other red to 42 screen, 
black to chassis. Suggestion only, submit 
original unit. 

Standard tubular. 


See model 346-4. 
Standard tubular. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number 
FREED—Continued. 
355, 365,565 Ae es cee 24.80 CN145 and 
CS125 
5 Mfd TS105 
3602 360 Riviere eee 8-4 Mfd CNI151 
5 Mfd TS105 
SE Ee cea 
Pid al ent seni See 4-4 Mfd RM261 
PIMASEIM Ss osteo ore 4-4 Mfd RM261 
GALVIN MFG. CO (Motorjola) 
S10.c. as tee Gaticrs aba 12-8-8 Mfd | CN152 and 
CS135 
25 Mfd TS102 
34... eeeeeeeeeeeeeeeeee R2520 TS102 
8426 CM171 
AAS cee Peteletavarntierer atte 8123 CN155 
SS 2k Gs Aevte <mee he be 88300 CN152 
830 CS133 and 
TS102 
OLSEE poe ao acdsee ee 8200L or 
8200W CS123 
66, TTA S38 Wiese nee 8420 CNI151 
oe Pee ee teeth nd gs 6530s Rien ts cea re 
™] 8300A & B | CS133 
OS. Vnsdws L.SoRe aes 8200L or 
8200W CS123 
JOS one oot ee eee 21632 oR latere tees 
‘Twin 8) Duali6. .2~.6ees 8825 CN152 and 
TS102 


Feo ERAL ELECTRIC CO}. 


oo RS 6 0 8 OO 0 0.8 8 6 Oe 2 0 he ale we ee 6.009 bb elace slshs ele & enale 


TIQE. ..tistel Gee PRRs Bk 2h. ae See ee 


Sthho ab 66 6 0 0 0 6 O 6 © e 9 01S G16 oO) > SIVIG 0 @ OFe 0's Pie} s 6 eB ele a 6 to 6 4 
Staiit.0 a ee 0 tpa-c 9 6 6 ete 6 wee | wime pie a6 6 9. 0.0 0 1's 9. 4) 6) @ eee a ofeke 


atmtlimesesessceesvresesceseleee sees eeeeselomeesesenese 


KRAOA 63 os coe 3 k's bla cowie + Sear CRON TRC ares So re 
M40... 2. ietvincsiilnt Seabees penal meee. Ss eons 


MAL ooo) g an sles Sir Ss bee se ee et ERD 2 oles 


og ae re ors Pay ft ao 
$42B 


© 0 oe oO Se elas Fb eh Crd ee ua 6. 6 6. Ow # Ore t WLbyEluta © 6 6 ©. el cbs 


@ 6 6 6 0.06 0 © 6:6 b/s so.» 6 Sees he Bielene tal © 6d) Coe brew hy ©m) ie 8 8s 6m 


© 0:0 6 0,0 © 010.8 0 © 0 0 6.8) 6] 0 oe Se Se See Se FE ee Bele 68 6 ehekhie 


oo oe 8 Sh 6.8 fo we eae Hhie Feiss «Semele vse ¢ 0 6 «5 » 


Ce eee s 8 0 © 6.e & 2 0 6 © © 0 hetn eins & tre Cob Sm Lote wale 6-6 © 6 9tRaE 


INSTALLATION INSTRUCTIONS 


Connect all red leads of CN145 to rect. cathode, 
ack to common negative. Connect red of 
CS125 to 43 screen, black to common neg. 
Standard tubular. 


See model 346-4. 
Standard tubular. 


Red to red, blue to green, black to black, brown 
to chassis. 

See model 4PW. Suggestion only, submit pe Es 
inal unit. 


Suggestion only, submit original unit. 
Standard tubular. 


Standard tubular. 

Connect red and blue to red, black of 8 Mfd to 
black, black of 4 Mfd to lug nearest flange. 
Use separate .5 Mfd tubular between other lug 
and original black lead (Type TP). 

Two red to pos. 12 lug, other red to pos. 8 lug, 
black to black. 

Red to red, red to red, black to bare wire. 

Connect red of CS133 to red, black to black. 
Connect pos. of TS102 to blue, neg. to black. 


Red to pos. lug or red, black to neg. lug or black. 
fey ue pos. 8 lug, blue to pos. 4 lug, black to | 
ac 
Available on special order only. Specify No. 
MAI7174, 
Red to black, black to bare. 


Red to pos. lug or red, black to neg. lug or black. 
Sreianie cu special order only. Specify No. 
182 


Red to pos. 8-350v, red to pos. 8-300v, black to 
ete Connect TS102 pos. to blue, neg. to 
ack. 


See RCA-Victor R5. 

See RCA-Victor R5X. 
See RCA-Victor R5DC. 
See RCA-Victor R7. 

See RCA-Victor R7A. 
See RCA-Victor R7. 

See RCA-Victor 91B. 
See RCA-Victor M34. 
See RCA-Victor R27. 
See RCA-Victor Ri8W. 
See RCA-Victor 102. 

See RCA-Victor M105. 
See RCA-Victor 100, 101. 
See RCA-Victor R9. 

See RCA-Victor R43. 
See RCA-Victor 100. 
See RCA-Victor 300. 
See RCA-Victor 301. 
See RCA-Victor R28P. 
See RCA-Victor R28. 
See RCA-Victor R22. 
See RCA-Victor 118, 211. 
See RCA-Victor M116. 
See RCA-Victor 110. 
See RCA-Victor 115. 
See RCA-Victor 114. 
See RCA-Victor RE40P. 
See RCA-Victor 210. 
See RCA-Victor 310. 
See RCA-Victor M107. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94. 
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MALLORY Replacement Condensers 


MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
GENERAL ELECTRIC CO).—Continued. 
an Oo a SUNOS Pe ae ey ee a See RCA-Victor R37. 
eee NOMAD WE 251 21S be he ket Whe ke occas es See RCA-Victor R37P, R38P 
UE a ote Ties het: .tieidw tlhe PNG oy cece ce’ See RCA-Victor M123. 
Mot, Wud ey remem hy ts). |' 20: Stdaks ZAR AR LGW bacwele «eee See RCA-Victor 128, 224, - 
UTR a 8 RT SR ee 8 en Oe er! Wee: ocean BL See RCA-Victor 120. 
UGS kc eye Oe Pe ee ee See RCA-Victor 124, 
(8 ag ee a eS re bie See See RCA-Victor 121. 
eer oe, 1. cic a & wale ae MEME wlole's. ce eves See RCA-Victor R38. 
een ay. |. eve abc SURES. OR Male’ oo BES See RCA-Victor 221. 
NE rr cia 1. se ah wea Sand owas ves om -.|{See RCA-Victor 220. 
SN, ica ee ck cchoca de aiwacnt See RCA-Victor 222. 
COC EEC (ae |e ee a ee See RCA-Victor 223. 
UM Rohe et ae el ee ee bee See RCA-Victor Duo 321. 
Nas eS aN, Ss Yue sels a ow delw ead Ds boes See RCA-Victor 135B, 235B. 
re Sy a lr oS ch TEN ee Uae See RCA-Victor 330. 
UST ER Dee eed Ue ee ae See RCA-Victor 331. 
Pa PeER MIC Oty sel bs Sec clcs cUeee bee Seeee See RCA-Victor 140. 
NS ete oo. |. tke bine ace acef's cntels ce eee See RCA-Victor 142B, 241B. 
EG CUMS ae 2 RE en ec ee ee bees Se nd See RCA-Victor 143, 242. 
aE eee Xo oa oe oO RE LS Vk ee Se. See RCA-Victor 240. 
UD oon PES ERIN SD ECE: |g cee ara lei pet ee le cle we wo See RCA-Victor 341. 
(SSS aD Pe G5020 CS134 — |Red to pos. lug, black to neg. lug. 
EE anther gs s Vac are o's ale Rt eee ate w Tle ald a See RCA-Victor 261. 
eo A eet MON EATERY 1s CLL i. walt erate le Peta s ceo bale See RCA-Victor R90. 
Te ee. | Wau Sty RENEE wy o v'eekeld See RCA-Victor 262 
WSL NCIS ait sos | ds sl XS eee Ua wh oes See RCA-Victor R90P. 
ee Ee a ee Een) See RCA-Victor 281 
a ASN ania. o's o's | wre cieita PORMOL Oke os Cee See RCA-Victor 280. 
WU tl Ue eee ee odes | On See RCA-Victor Duo 380. 
i tee ee. | se ere ress oe ad ee See RCA-Victor 381. 
EN Se 2. sol. bigctawiete Oeste ae sc cle has See RCA-Victor R17M. 
GENERAL HOUSEHOLD |UTILITIES |CO. (Grunow)) 
7."54 Ut 0 a 29168 CN152 Red to pos. 8, red to pos. 8, black to neg. 
24789 TS101 Standard tubular. 
A ae er 24789 TS101 Standard tubular. 
2TUS RS213 Red to pos. lug, black to neg. Check surge. 
Sitti), oo (5B)... .... 27151 UR182 and 


TS101 Red to red, meee to black, green to green, 
yellow to yellow. Connect TS101 pos. to blue, 
neg. to black. 


SL Ro Be 29086 RN242 Both red to pos. lug, black to can. Check surge. 
Suggestion only, submit original unit. 
29557 RS213 Red to pos. lug, black to can. Check surge. 
Suggestion only, submit original unit. 
660 (6C), 661, 662....... 29557 RS8213 See model 650. 
29562 RN242 Both red to pos. lug, black to can. Check surge. 
een ous circ die sss 3% 8 Mfd RS213 Red to pos. lug, black to can. Check surge. 
12 Mfd RS215 Red to pos. lug, black to can. Check surge. 
12 Mfd TS101 Standard tubular. (Suggestions only, submit 


original units.) 
ETA IGC EU o's, oan o'v'sXs 6's 27413 WE847 or 
RS213 Suggestion only, submit original unit. Check 
surge if RS213 is used. 


750.(7B), 751, 752, 753. ..| 29562 RN242 See model 660. 
29558 CS135 Red to pos., black to neg. 
tN ea Rislaverene pene es aed MATS OES CPSU. 6 cies oe See model 700. 
SNEED go Wie'egl'd ibs o's «os 28400 RN242 Red to red, red to blue, black to neg. 
27670 RM262 Red to red, black to chassis, blue to yellow, 


brown to black. 


RS213 Check surge if RS213 is used. Suggestion only, 
submit original unit. 


iia leat 52 oc 8s en. [WSC ELO WE847 or 
RS213 See model 901. 
2Ct1S CN151 Red to 8 Mfd lug, blue to 4 Mfd lug, black to 
neg. lug. 
24789 TS101 Standard tubular. 
GENERAL MOTORS RAD|IIO CORP. (|Day-Fan, G. |M.) 
Ee GOST OO es kt wcietd os 12-8 Mfd CS135 and 
CS133 Suggestion only, submit original unit. 


CN i ee 8-8 Mfd CN152 Suggestion only, submit original unit. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
GENERAL MOTORS—CoJntinued. : | 
21672219 e eee eee 1203346 RN241 Connect red to lug at top of can, blue to lug at 
bottom, black to center tap of trans. Push red 
lead through small hole in chassis to reach 
top lug. 
8 Mfd RS213 Suggestion only, submit original unit. 
220 seen Dees cen eee OR 206566 CN152 Red to pos. 8 lug, red to pos. 8 lug, black to 
neg. lug. 
QOS eee ee ee 1203346 RN241 See model 216. 
8 Mfd RS213 See model 216. 
a Ure aor aks ater e mtae a 8-8-4. Mfd CN151 and 
CS133 Suggestion only, submit original unit. 
253, 254, 255, 256, 257, 258] 8-8-8 Mfd CM175 Suggestion only, submit original unit. 
292) 2OSmene ae ae cesniot 8-8 Mfd RS213 or 
CS133 Suggestion only, submit original unit. 
GILFILLAN BROS. 
Ht Beara Ah Seite CRA ee oe 4-4 Mfd CM160 Red to red, corresponding black to black. Red 
to blue, corresponding black to yellow. 
of OR Belo ee a te 8-4. Mfd CM171 Suggestion only, submit original unit. 
> CE te trek ee ea 16-8 Mfd CN155 Connect two red to pos. 16 lug, other red to pos. 
8 lug, black to rear lug. (Note—8 lug is one 
nearest to flange.) 
OGsccksseuvecs eae hee 8-8 Mfd RM262 or 
CM172_ |Suggestion only, submit original unit. 
10 Mfd TS101 Standard tubular. 
pt Oa Berane tsar Dat eed os. 8-8 Mfd RM262 Suggestion only, submit original unit. 
SOSA Retro dele Tee 4-4 Mfd CM160 See model 4T. 
5 Yee eR REIC 90 Aa 8-4 Mfd CM171 See model 5C. 
Bs Soe, Vortec neces Bat ate 16-8 Mfd CN155 See model 5X. 
Ooy AL SAP aie ote ee 8-4 Mfd CM171 See model 5C. 
AT; SO ee Se eee 8-8 Mfd RM262 See model 8C. 
DOA; OOD a ae ee eee 16-8 Mfd CN155 See model 5X. 
A. H. GREBE CO. (Synchrjophase) 
HS3, HS4, HS5, HS6...:| 8 Mfd RS213 Red to pos. lug, black to can. Check surge. 
HST Foo. ok eee ns 6 Mfd RS213 See model HS3. 
LISS: 92; SOR ee 8 Mfd RS213 See model HS3. 
HSH vi. Sao ee et, | Mid RS213 See model HS3. 
16 Mfd RS215 Red to pos. lug, black to can, Check surge. 
HS125-61LR589eee ee 8 Mfd RS213 See model HS3. 
LLIB see 5 Se eee 6 Mfd RS213 See model HS3. 
GRIGSBY-GRUNOW CO}.—See Majestiic. 
GRUNOW—See General H]}ousehold Utili| ties. 
GULBRANSEN CO.—Also |see Wells-Gar|dner. 
LOds,:. 3 RI ee 80848 RS213 Red to pos. lug, black to neg. Check surge. 
20) conn: haters ete eee P80901 RS213 Red to pos. lug, black to neg. Check surge. 
25.7 e eisvegeretenaia ee eee OE 808484. RS213 Red to pos., black to neg. 
Ss PAPER een uA Ara A 80849 RS213 Red to pos. lug, black to neg. 
80891B CS121 Suggestion only, submit original unit. 
80894 CM172 Both red to yellow, one black to each green. 
O05:O3 te rei staeeterel teeeae rs P80849 RS213 Red to pos. lug, black to neg. 
P80848 RS213 Red to pos. lug, black to neg. 
B22) ai ae re Ae 8 Mfd RS8213 Suggestion only, submit original unit. Ck. surge. 
8-4 Mfd CN151 Suggestion only, submit original unit. Ck. surge. 
4 Mfd CS121 Suggestion only, submit original unit. Ck. surge. 
BPE SRP aN Firs Rae c 80894 CM172 Both red to yellow, one black to each green. 
ST 22 . Mephera srokaettecshep ence 80894C CM172 Both red to yellow, one black to each green, 
80891B CS121 Suggestion only, submit original unit. 
V6Zi2) DEEN, Jake. te dl. eee P80956 CM172 and 
TS102 Suggestion only, submit original unit. 
P80937 CN140 Suggestion only, submit original unit. 
HALSON RADIO CORP. 
JOAN acon Bra aka eho 8-4 Mfd CNI151 Red to rect. cathode, blue to 43 screen, black to 
chassis. Suggestion only, submit original unit. 
5 Mfd TS101 Standard tubular. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94, 


40. 


MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
HALSON—Continued. 

DLiN Rae Sree Se ae 8-8 Mfd CN152 One red to rect. cathode, other red to 43 screen, 
black to chassis. Suggestion only, submit 
original unit. 

5 Mfd TS101 Standard tubular. 
a Set 16-4-4 Mfd | €CS126 and 
CN140 Connect red of CS126 to red, one red of CN140 
to blue, other red to other blue, all blacks to 
black. 

Toy <i ct as ara 16-8-4 Mfd | CS126 and 

CN141 Connect CS126 red to red, black to black. Con- 
nect CN141 red to green, blue to yellow, and 
black to black. 

BI Ae AAPOR AG a 'ois’ seas 1194 CS133 Suggestion only, submit original unit. 

DES EEO VNR EEV ooldales «ss 8 Mfd or 

6 Mfd RS213 Suggestion only, submit original unit. 

ple PRM ss «0 5 o's 8 Mfd RS213 Suggestion only, submit original unit. 

PAD gs Eee ee 1194 CS133 See model 410. 

SSNS» 6 1320 CM175 Suggestion only, submit original unit. 

UVUT 1088 CN155 Suggestion only, submit original unit. 

Re alas 5,0 5 0 0k 1230 CN145 and 

CM161 {Connect two red of CN145 for 16 Mfd. Sug- 
gestion only, submit original unit. 

Roadmaster............ 8-8 Mfd CN152 Suggestion only, submit original unit. 

5 Mfd TS101 Standard tubular. 
HAMMARLUND MFG. CO. 
RrometPro. .. 5... es es 8 Mfd RS213 Red to pos. lug, black to neg. Check surge. 
HIGH FREQUENCY LAB'S. 
eee ee ehalarclie sai "Ste. o: 6 y.0 8-8 Mfd RS213 or 
CS133 Suggestion only, submit original unit. 
160-6 be 4-4. Mfd RS211 or 
CS131 Suggestion only, submit original unit. 
BMS Pee week So's wie c's a's 8-8 Mfd RS213 or 
CS133 See model 117. 
a 4-4 Mfd RS211 or 
CS131 See model 160-6. 
HILO 

BAM BU DO A 12-6 Mfd CN145 Connect two red to rect. cathode, other red to 41 
screen. black to chassis. Suggestion only, 
submit original unit. 

10 Mfd TS101 Standard tubular. 
CHARLES HOODWIN CO). (Aero) 
Serene AGecs weet... 6 Mfd or 
8 Mfd RS213 Suggestion only, submit original unit. 

4 Tube DC, 5 Tube DC..| 6-6 Mfd CS125 One 12 Mfd unit recommended to replace two 
6 Mfd units in parallel. Suggestion only, sub- 
mit original unit. 

20 Mfd TS102 Standard tubular. 

OUR SS, C2 ie a 4-8 Mfd CM171 Suggestion only, submit original unit. 

Pied UL Sy 8] OP er 20 Mfd TS102 Standard tubular. 

6 Tube Super........... 4-8 Mfd CM171 Suggestion only, submit original unit: 

6 Tube il0v DC........ 8-8 Mfd CN142 Suggestion only, submit original unit. 

10 Mfd TS101 Standard tubular. 

4 Tube TRF, 5 Tube TRF| 8-8 Mfd CN152 Suggestion only, submit original unit. 

11 Tube All-Wave....... 8-8-6 Mfd CN155 Suggestion only, submit original unit. 

Aero AF. AMP......... 4-4 Mfd CM170 Suggestion only, submit original unit. 

HERBERT H. HORN (Tiff|any-Tone) 

US yo iciac ne ae one RS213 Red to pos. lug, black to neg. Suggestion only, 
submit original unit. 

1. a 4-8 Mfd CM171 Suggestion only, submit original unit. 

AE TE SESS. Sta alaTest ee! of 4-4 Mfd CM170 Suggestion only, submit original unit. 

2S ok, 2S sey cae oe oe 4-8 Mfd CM171 See model 21. 

aN 0 le on chara ea 4-4 Mfd CM170 See model 24. 

CEs oo se ae a 8-8 Mfd CN152 Suggestion only, submit original unit. 

10 Mfd TS101 Standard tubular 

MPR PP ees. A 8-8 Mfd RS213 Suggestion only, submit original unit. Ck. surge. 

Awe RS a 8-8 Mfd RS213 Suggestion only, submit original unit. 

AD) is cece Og Ae 8-8 Mfd RS213 See model 59. 

eearreneted etrsteicioais aed’: 8-8 Mfd RS213 Suggestion only, submit original unit. 

MOEIS PLOC EAN eS tisls whilst sos 8-8 Mfd RS213 Suggestion edi submit original unit. 

LBW oe, Oh 3 ae 8-8 Mfd RS213 See model 101. 

Poa) SERS eer 4-4 Mfd CM170 Suggestion only, submit original unit. Ck. surge. 

UST on OS Sarr 8-8 Mfd CN152 Suggestion only, submit original unit. Ck. surge. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


MANUFACTURER Original 
AND MODEL Part 
HOWARD RADIO CO. 
Aer Fal iso. Se a 1859 
DSS. cy MA Fee ese... 1948 
3004 
Riga cee ctw ee ala eres 3288 
is ae Re marge aetcera FRCS es 1948 
PS... P MOLISE Cee, eee Ge 2178A 
My AP So2) ore as foe hee ee 2555 
ORG SS oR x52 see sete 2803 
2427 
SG-Bilvt OSU Aerie 1748 
eed cae. eae essere 1868 
Pe 2850 
2851 
10 Mfd 
>, © BD. WP, G | Boe AES ee Se 1946 or 
1976 
PA es DUS SP ee eee 1948 
2209 
20. 25220832 teen eee 1858 
1859 
S5A--45> 60° (AVE eae 1883 
SOStS 4 fe re tee ee Se ee P1603A 
400420 F085 .0E. UE 1869 
2335 
445. 4707 40S OIA eee P1603A 
Highwayman os... sss P103-2 
peo ah ROSS 
beta a Uo ace We ataridla we wee 8-8 Mfd 
_| 10 Mfd 
4805 Se Seon wee 16-12 Mfd 
10 Mfd 
39:69 5. wottete noes ee ee 20-20 Mfd 
10 Mfd 
SOS ae ee eee ts 8-4 Mfd 


IC A—See Insuline Corp. of |America. 
IMPERIAL FURNITURE | CO. 


SS BS ook eis eee 25 Mfd 
8-4 Mfd 
INSULINE CORP. OF AM|ERICA (ICA}) 
Classic, 290 2st 16 Mfd 
a2 Mid 
Conqueror!) 33522. se 4-4 Mfd 
110 volt AVC Super..... 8 Mfd 
Elites: TUR See eee 32 Mfd 
16 Mfd 
6 Tube AG: es eee 4-4 Mfd 
Rnvoy DG eee 4-8 Mfd 
Midget. ese. oe 8 Mfd 
Envoy AG2 3232568. Fee 8 Mfd 
8-8 Mfd 
4 Mfd 
Envoyetiel. sob oa 8-4 Mfd 
IGASEXRO ee te eee 8-8 Mfd 
4 Tube Midget.......... 4-4 Mfd 
Super Conqueror........ 8 Mfd 
8-8 Mfd 
UN AxRadio. .-.2-2cG 050. 8-8-8 Mfd 


Use 
Mallory 
Number 


RS213 
RS213 
CN152 
CN152 
RS213 
CN150 or 


sere eee eeeee 


eee eee eee eee 


CM172 


CN142 
TSI101 
CS125 and 
CS126 
TS101 


Use two 
CS126 
TS101 


RN241 


TS102 
CS133 and 
CS131 


CS126 
Two CS126 
CN151 
CS123 
Two CS126 
CS126 
CN131 
CN151 
CS123 


CS133 
CN152 
CS131 
CNI51 
RN242 or 
CN152 
CN150 
RS213 or 
CS133 
RN242 or 
CN152 
RN245 


INSTALLATION INSTRUCTIONS 


Suggestion only, submit original unit. 
Red to pos., black to neg. 

Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
See model D8. 


Suggestion only, submit original unit. 

Red to pos. lug, black to neg. Check surge. 
Red to pos., black to neg. 

Red to pos., black to neg. 

Red to pos. lug, black to neg. 

Red to pos. lug, black to chassis. 

Each red to pos. lugs, black to neg. 
Information desired. Submit original unit. 
Standard tubular. 


Suggestion only, submit original unit. 
Red to pos. lug, black to neg. Check surge. 
Submit original unit. 


Red to red, black to black, blue to pos., brown 


to black. 
Suggestion only, submit original unit. 
Red to red leads, black to black. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
See model M. 


See model 395. 

Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Standard tubular. 

Suggestion only, submit original unit. 


Standard tubular. 


Suggestion only, submit original unit. 
Standard tubular. 


Standard tubular. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Red to red, blue to green, black to black. 
Suggestion "only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Red to red, blue to green, black to black. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only,‘submit original unit. 


Suggestion only, submit original unit. 
Suggestion only,:submit original unit. 


FOR LIST PRICES: SEE 4ZENERAL CATALOG SECTION PAGES 81 TO 94. ° 
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aos 


Red to pos. 8, blue to pos. 4, black to black. 
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MALLORY Replacement Condensers 


MANUFACTURER 
- AND MODEL 


INSULINE—Continued. 


Super Six Avc........... 


tlrans-Atlantic........... 


Una-Radio 9, Americus, 
Atlantic, Model 5..... 


UMhiy -toyeic | - syle see aie 


INTERNATIONAL RADIO CORP. (Kjadette) 
..| A426 UR183 


Kadette F Jr...... Snag 


ee 


ee 


LE a EE 


Kadette A and B, DA8, 
DAY, DA10, D1l1, D12, 


RBS CS eS) oe 
Uo) bE nc 


ps wi eer ene + = © © & ® « @.6 6 on 6 


9 BW eee ee eee eee essere rne 


| 


JACKSON-BELL CO., LT|D 


ee ee eee 


24, 25, 25A, 25U 
26 


ase. ee & 6 a 66 6 ers 8 .0°'S vv 


Original 
Part 
8-8 Mfd 
25 Mfd 


10 Mfd 
8-8 Mfd 


25 Mfd 
6-6-6 Mfd 


32-16 Mfd 


8-8-4 Mfd 
5-5 Mfd 
5-5 Mfd 
4-8-8 Mfd 


32-16 Mfd 
5-5 Mfd 
4-8-8 Mfd 


Use 
Mallory 
Number 


CN152 or 
RN242 
TS102 


TS101 

RN242 or 
CN152 

TS102 


RN245 or 
CN155 


Use three 


ae DM Ss 


Ps ea a. Ce 


CM165 


CN145 and 
CS123 


INSTALLATION INSTRUCTIONS 


Suggestion only, submit original unit. 
Standard tubular. 


Standard tubular. 


Suggestion only, submit original unit. 
Standard tubular. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 

Suggestion only, submit original unit 

Standard tubular. 

Standard tubular. 

Red to red, red to red, red to yellow, black 
black. ‘ 

See model Una-Radio. 

Standard tubular. 

See Aiglon. 

Standard tubular. 

See model Una-Radio. 

Standard tubular. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 


Connect both red leads and also yellow lead to 
red, brown to yellow, black to black. 

Red to red, red to red, yellow to yellow. Both 
black and brown to black. 

Red to red, red to red, black to black. 

Standard tubular. 

Suggestion only, submit original unit. 

All red to red, two black to green, other black to 
black. Suggestion only, submit criginal unit. 


Two red to blue, neg. of these two sections, 
black to black, black to green. Other red to 
red, other black to green. Suggestion only, 
submit original unit. 

Both red to red, black to black, black to yellow. 
Suggestion only, submit original unit. 

Suggestion only, submit original unit. 


See model A8. (Instructions same as for A430.) 


Connect CN145 all red to red, all black to yellow. 
Connect CS123 red to red, black to black. 
Mount CS123 on its side on top of CN145 
and strap together. 

See model CS. 

Red leads to red. Black to black. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

See model CS. 

Suggestion only, submit original unit. 

See model CS. 


— ee ee Eee ee 


Check surge if using RS213. 
Standard tubular. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
JACKSON-BELL — Contin|ued. 

205 BE ao eee ee 8 Mfd CS133 Suggestion only, submit original unit. 
: Mf CS131 Suggestion only, submit original unit. 
rag 28-20 see eee 8-8 Mfd CM172 Suggestion only, submit original unit. 
Se eater eee edn 4-4 Mfd CN152 Suggestion only, submit original unit. 

a 635/04 22205 Vee ae S 8-2-4 Mfd CS$133 and 
CN150 Suggestion only, submit original unit. 

BG Oss gee cc tee ee 4-4 Mfd CM170 Suggestion only, submit original unit. 

96 ee eee eee 4-4 Mfd CN150 Suggestion only, submit original unit. 

OD: Se 5 Oe eee eee eee 8-4 Mfd CN151 Suggestion only, submit original unit. 

2A oe Rae a ee eee 5 Mfd TS105 Standard tubular. 

JESSE FRENCH & SONS |PIANO CO. 

Hlges se Se oe ee, 8-8-1 Mfd RN242 Use 1 Mfd paper condenser (Type TP) in 
parallel with output section. Suggestion only, 
submit original unit. 

Hee eee ee eee 4 Mfd RS211 or 

CS131 Suggestion only, submit original unit. 

Fie ES tee eee ee eee 4-4 Mfd RN242 or 

CN152 Suggestion only, submit original unit. 

icon eer ee ee 8 Mfd RS213 or 

CS133 Suggestion only, submit original unit. 
52. aes tee eenee eee 5483 RN242 Suggestion only, submit original unit. 
JESSE FRENCH EXPORT] CO. 
SAS GAD LA ne ree. 22-173 RS213 or 
WE847__s«| Check surge if RS213 is used. 
KADETTE—See Internatio|nal Radio Cor|p. 
KELLER-FULLER (Radiet te) 
RIAA Ste ee ee 8 Mfd RN242 Suggestion only, submit original unit. 
DO Son eta tte ait §. 3 Mfd RN242 or : 
CN152 Suggestion only, submit original unit. 
| | aerial Pies ae te SS 8-4 Mfd RM261 or 
CM171_ |Suggestion only, submit original unit. 
OU G0 sooo ee. ee 8-8 Mfd RM262 or 
~ CM172 |Both red to red, black to blue, and black to 
black. Suggestion only, submit-original unit. 

LOS oe ks ted on oe 8-8 Mfd RN242 or 

CN152 One red to red, other red to blue, black to 
chassis. Suggestion only, submit original unit. 

SOs vais yo cee ee eee 8-8 Mfd RM262 or 

CM172_ |See model 50. 


KELLOGG SWITCHBOA|RD & SUPP|LY CO. 


AC 7 Tube, Chassis B....| 7-10 Mfd 


Probably paper, submit original unit. 


COLIN B. KENNEDY CO}RP. 


10D 2050 Ser cae 5-5-5 Mfd 

pee iF t See | (RE eee har “ce 116302 

ZO. cea das enue ne ae eee 8-8-8 Mfd 

SO, SZ. we yk He'd ees 8-8-8 Mfd 

CENT ES BSA re 2 On 16 Mfd 

ADD Nes oar tna ee eee 8-8 Mfd 

cs PR AUR AS A A tt 8-8-8 Mfd 

OO So as «9:2 ee ie 15302 
16302 

G2 oss +o cin ae dee ee 16302 
17302 

DD sie a siadages ss ane eae 1-10-302 

DO ao ohs Celts aan re ato aoe 16302 
17302 

62: O2A nae ase ee 16302 
27302 
48302 

GS 12 sate. ene oe ee ee 1-10-302 

60; GOA: 220 is ee ee ae te 

1O4B 2) oes x obit enews 10-10 Mfd 

266B, 366B 205 2 oo. o. os atx epe shat nae t Lee ee 

DOA. BEZ Sr cee h as eee 8 Mfd 

KING MFG. CO. 
218, oc ccnscteahoinn sae 8-8-8 Mfd 


MN275 


No instructions needed. 
Suggestion only, submit original unit. 
All red to pos., black to neg. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Red to pos. lug, black to neg. 
Red to pos. lug, black to neg. 
Red to pos. lug, black to neg. 
Red to pos. lug, black to neg. 
Red to pos. lug, black to neg. 
Red to pos. lug, black to neg. 
Red to pos. lug, black to neg. 
Red to pos. lug, black to neg. 
Red to pos. lug, black to neg. 
Red to pos. lug, black to neg. 


See model 55. 
See model 62. 
Suggestion only, submit original unit. 
See model 62. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94. 
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MALLORY Replacement Condensers 


MANUFACTURER 


AND MODEL 


500, 500A, 600, 600A.... 


700, 700A;-700B......... 


KNIGHT—See Allied Radio 


KOLSTER RADIO, INC. 


K60, K62, K70, K72, K90, 


Reese ee! sets 2 ors... 
Peat menso, KI2Z2....... 
Bais ieies (DC). ...... 
OS & 
Miss, 6143 (DC)....... 


eo CY + oa a 


KY LECTRON—See United 


Original 
Part 


5-5 Mfd 
12-12 Mfd 


4 Mfd 
8-8-8 Mfd 


Use 
Mallory 


Number 


CN142 
TN110 
TN1I11 
TSI101 
CS123 and 
CS125 


CN142 
TS101 


CS124 and 
TSI01 


RS213 


RS213 
CM175 
CS121 
CM175 
CS121 
TS101 
CM175 


INSTALLATION INSTRUCTIONS 


Suggestion only, submit original unit. 
Standard tubular. 
Standard tubular. 
Standard tubular. 


Red of CS123 to red, red of CS125 tc yellow, 
both black to black. Suggestion only, submit 
original unit. 

One red to red, other red to yellow, black to 
chassis. Suggestion only, submit original unit. 

Standard tubular. 


Connect red of CS123 to yellow, black to black. 
Connect pos. of TS101 to white, and neg. to 
black. 

Red to red, black to can. 


Suggestion only, submit original unit. Ck. surge. 
All red to red lugs. Blacks to plain. 

Suggestion only, submit original unit. 

See model K110. 

Suggestion only, submit original unit. 

Standard tubular. 

Suggestion only, submit original unit. Ck. surge. 


Reproducers |Corp. 


LAFAYETTE RADIO AN|D TELEVISION CORP. 
ATMOS DATO Fos 6c... - 


SE ee ee 


721 


P80984 
P80968 


8 Mfd 
4 Mfd 


P808940B 
2210 


5 Mfd 
8-4-4 Mfd 


12-8 Mfd 


10-10 Mfd 


RS213 or 
CS133 
CM170 


CS121 
TS102 
CN145 
CS126 
CN145 
TS102 
CN145 
CS133 or 
RS213 
CS131 
TS102 
CN155 and 
CM162 
CS121 
RS213 
RS211 or 
CS131 


CM172 
CN152 
CN152 
TS101 

CN155 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Standard tubular. 

Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
See model AM8. 

Standard tubular. 

Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Standard tubular. 


See Wells-Gardner O-2A. 
Red to pos., black to neg. 
Check surge. 


If can type, use RS211, if carton use CS131. 
Either may be used if space permits. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

See model L30. 

Standard tubular. 

Two red to pos. 16, other red to pos. 8, black to 
neg. 


Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Possibly paper, submit original unit. 

Suggestion only, submit original unit. 

Connect two red together to obtain 16 Mfd. 
Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Standard tubular. 


Suggestion only, submit original unit. 

Two red to rect. cathode, other red to 43 screen, 
black to chassis. Suggestion only, submit 
original unit. 

Standard tubular. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND I17.. 
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MALLORY Replacement Condensers 


MANUFACTURER 


AND MODEL 


LANG— 
502US 


Continued. 


eh lS fa co., INC. 


Cspacvseroeovpovnposeenveas 


LEWOL MFG. CORP. 
LW4, LW4DW......... 


RO-9, JA ane ee ete 


R. H. MACY Co. 
M 


a Pa kB Naa alt SI at MR tan Zc 


o\epe 06's [6 9.18) 8 616) /6 lq B09) ve 


Original 
Part 


25-10 Mfd 


16-8-4 Mfd 


MAJESTIC (Grigsby-Grun idee ie 


Chassis 10, Model 11. 


Chassis 15, ISB is. 32.5%. 


@hassis 255 25B7 05.0. an 


Model 40;.493 ents swe 


Model F500 f220% tsjasts X.. 


Chassis 55, Models 56, 57, 
DO Ay Bho cis, SSeS nig Ree 


16-16-10-20 
Mfd 


6501 


Use 
Mallory 
Number 


CN145 and 
TNII1 


CM175 


ee 


CN145 and 
CS133 


TSI01 
CS133 


TSI01 
CN152 
TS101 
CN152 
TSIOL 


CN145 and 
CS124 


UR182 


CM175 


UR182 


CS133 or 
RS213 

CS131 or 
RS211 

RS213 


RS213 
CM172 
CN152 
TS101 
CM171 
TS101 


CM170 


CS133 
CM172 


CS133 


CNI151 and 
TS101 


ee 


CN152 and 
TS101 


INSTALLATION INSTRUCTIONS 


Two red to pos. 12, other red to pos. 8, black to 
neg. TN111 is standard tubular. 

All red to rect. filament, one black to trans. neg., 
other black to chassis. Suggestion only, sub- 
mit original unit. 

Standard tubular. 


See model UG5B. 


Connect two red of CN145 to 43 screen, other 
red to rect. cathode supplying field excitation, 
black to AC line. Connect red of CS133 to 43 
screens, black to chassis. Suggestion only, 
submit original unit. 

Standard tubular. 

Suggestion only, submit original unit. 


Standard tubular. 
Suggestion only, submit original unit. 
Standard tubular. 
Suggestion only, submit original unit. 
Standard tubular. 


Connect all red of CN145 and red of CS124 to 
red. Connect black of CN145 to green and 
black of CS124 to yellow. 

Connect yellow to rect. cathode supplying field, 
red to rect. cathode supplying set plates, 

reen to AC line, and black to common neg. 
uggestion only, submit original unit. 

All red to rect. filament, one black to trans. neg., 
two black to chassis. Suggestion only, submit 
original unit. 

See model 60MS. Instructions are similar. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Red to pos., black to neg. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Standard tubular. 
Suggestion only, submit original unit. 
Standard tubular. 


Red to pos. 4, red to pos. 4, black to neg. 4, 
black to neg. 4. Note—Leave original can in 
place and mount beneath chassis or place 
CM170 inside original can. 

Red to pos. 8 lug, black to neg. lug. Check surge. 

Both red to rect. filament, one black to chassis 
other black to transformer center tap. 

Red to pos. 8 lug, black to neg. lug. Check surge. 
Chassis above serial No. 31500 used metal can 
having a 3 Mfd input condenser and a .15 
paper condenser across choke (5608). 


Red to blue, blue to red, black to black. Connect 
TS101 pos. to orange, neg. to green. 


No record, submit original unit. 


Both red to rect. filament, one black to chassis, 
other black to transformer center tap. Check 
surge. 

Red to red, red to blue (yellow tracer), black to 
black. Check surge. Connect TS101 pos. to 
orange, neg. to green. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
MAJESTIC—Continued. ‘ 

Model 66, 66X.......... 9979. Red to pos. 8 lug, red to pos. 8 lug, black to neg. 

lug, black to neg. lug. 
10067 Standard tubular. 

(uC Rey BOSRT erly Heres or ewh See model 55. 

ag MEM ks | y Loa ss vince te gm | core nye sdelniaimtons See chassis 800. 

a pt Ee 7724 Red to pos. lug, black to neg. lug. 

Model 10) ee a ae 8286 Standard tubular replacing carton. 

7784 Standard tubular replacing carton. 

OUWEEM BURG Cou wales o's 's 9337 Red to pos. 8-250 lug, corresponding black to 
neg. 250 lug, red to pos. 8-200 lug, black to 
neg. 200 lug. 

RAeSIS CL AGA.. s cea ass 9979 See model 66. 

Model 118, YISP/ oe co, 10369 Red to pos. 8 lug, corresponding black to neg. 


lug, red to pos. 8 lug, black to neg. lug. Check 
surge. 
10488 Standard tubular replacing carton. 
11794 i Order by MA18328. (Non-polarized unit.) 
Chassis 150, Model 151, 


5s ote Lon... SALA: OFLG GOD Miwa ee ess ee See chassis 15. 
INIGUGL OO se neen sis ca ces LOSS Geel ae bos ete es See model 40. 
IVEGOEILOONeRG 3 cake ss. 1 OS2 Ts Aer eee sce at See model 55. 
Chassis 200, Models 201 


(Bi, 2408 eR eg 6277 Red to red lug, black to neg., rea to blue lug, 

black to neg., red to blue lug, black to neg. 

Note—Mount beneath chassis or place in 

original can. 

Chassis 210, 220, Models 
211; 214, 215, 221, 223.| 4713 or 6324] CS133 Red to pos. lug, black to chassis. Note—If all 

three need replacing suggest CN155 which is 


triple 8 in one unit. 
Models 251, 251B, 253, 


253B,- 254, 254B. 4713 or 5414] CS133 See chassis 25. 
Chassis. 290, Models | 291, 
ee meee tee «eae. 7278 CM162 Both red to pos. lug, a black to each neg. lug. 

7173 CS133 Red to pos. lug, black to neg. lug. Check surge. 
7402 TS101 Standard tubular. 
Chassis 300, Model 303, 


SG Scns 2) ee 7278 CM162 See chassis 290. 
7489 CN152 Both red to pos. 16 lug, black to neg. lug. 
7402 TSI101 Standard tubular. 
7784 TS102 Standard tubular replacing carton. 
Chassis 310A, 310B, Mod- 
eis oll yotasolo.......| 8118 TS102 Standard tubular replacing carton. 
7402 TS101 Standard tubular. 


7824 CN155 ah nat pos. 16 lug, red to pos. 8 lug, black te 
ack. 
Chassis 320, Model 324...] 7402 TSI101 Standard tubular. 
7784 TS102 Standard tubular replacing carton. 
7489 CN152 See chassis 300. 
7988 CS123 Red to pos. 7 lug, black to neg. lug. 
Chassis 330, Model 331, 
CBS, 1G ae 8118 TS102 Tubular replacing carton. 
8722 RS213 Red to pos. lug, black to chassis. 
8721 RN242 Both red to pos. lug, black to chassis. Check. 
surge. 
Chassis 340, Model 344...] 7988 CS123 See chassis 320. 
8118 TS102 See chassis 310A. 
8721 RN242 See chassis 330. 
8722 RS213 See chassis 330. 
9019 TSI101 Standard tubular. 
th Gers oS G4 Hk, i SE 4713 or 5414] €CS133 See chassis 25. 
Chassis 360, Model 363...| 7988 CS123 See chassis 320. 
8118 TS102 See chassis 310A. 
8721 RN242 See chassis 330. 
9019 TS101 See chassis 340. 
Chassis 370, Models 371,| 9019 TS101 See chassis 340. 
373 9219 CN152 Red to red, red to red, black to black. Check 
surge. 
Chassis 380.0500. cs ccesss 8755 CN151 Red to right horizontal 8 Mfd lug, blue to right 


vertical 4 Mfd lug, black to left horizontal 
neg. lug. Note—Upper left vertical lug is 
dummy. (As viewed from lug end of unit.) 
Suggest use terminal connector. 

Standard tubular. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 


AT 


Intimate views of Condenser Ma 


icturing in Yaxley-Mallory Plant 


MALLORY Replacement Condensers 


MANUFACTURER Original 


AND: MODEL Part 


MA JESTIC—Continued. 
Chassis 390, Model 393... aae 


8722 
Chassis 400, 400A, Models 
411, 411A, 413, 413A ..] 9661 


Chassis: 4400, antec aiaemiers 10536 
BAO >. Sioa oie ate 11640 


Chassis 460, Models 461, 


Use 
Mallory 
Number 


TS102 
RN242 
RS213 


CN145 and 
TS101 


eee eee eee ee 


CNI151 and 
TS101 


RS213 

CN152 

TNII11 

CM 172 and 
TS101 


TNII11 


eecereeeereeeee 


see eeeveeees 


CN145 


TS101 


CS133 
RN242 


RS211 
RN241 


TS102 


Miraco, Mijdwest) 


RS213 or 


403 ee ne Oe ee 10193 
= 10207 
. 10208 
Chassis:4900ssos. coun 10630 
10946 
Chassis’ 5000n45 e2 seen 10827 
DLO ase eeR i eicas eels oaks 12088 
SSO Savas te etbierstate tars he Cree 12197 
12198 
Models 560, 566......... 10827 
STO vtec oak een eee 12026 
12038 
12039 
HOO Aree eels s Crees 8-16 Mfd 
a 
10 Mfd 
Uk bacheele ate AICO ed T724 
Chassis:$00 F.5 eect ee 11017 
11018 or 
11200 
£ 11099 
900225 Saws eee ee re 11452 
Mod eli9O Sarre cane eee | teeta aT ode eke cae leer ane hates 
MIDWEST RADIO CORP.| ( 
Miraco “Ultrayv See... ex 8 Mfd 
Miraco 11 Tube......... 8 Mfd 
Miraco 16 Tube......... 4-8 Mfd 
8-4-4 Mfd 


RT9, G9, F9, H9, (9-34) .| 8-8 Mfd 


RT16, Al6, B16, D16, 
PR16, RM16 (16-34)...| 8 Mfd 


1935: Delux6.n sien oss sah 8-8 Mfd 
16 Mfd 
10 Mfd 
25 Mfd 


CS133 and 
CN140 

RN242 or 
CN152 


RS213 or 
CS133 


RN242 

RS215 or 
RN242 

CS124 


TS102 


INSTALLATION INSTRUCTIONS 


See chassis 310A. 
See chassis 330. 
See chassis 330. 


Two red to red, one red to yellow, black to green. - 
Connect TS101 pos. to blue, neg. to black. 
See model 40. 


Red to blue (yellow tracer), blue to red, black to 
black. Connect TS101 pos. to orange, neg. to 
green. 


Red to red, black to can. 
Both red to red, black to can. 
Dual tubular replacing carton. 


Red to pos. lug, red to pos. lug, black to neg. lug, 
black to neg. lug. Connect TS101 pos. to red, 
neg. to black. Z 

Cut off and do not use the neg. lead. Use only 
the pos. leads as original was a non-polarized 
unit. A TN111 used this way only has 5 Mfd 
capacity. If this is not sufficient, then use 
two CNI111 arranged as above in parallel. 

See model 55. (Not chassis 55.) 

Red to red (white tracer), red to blue (yellow 
tracer), black to brown. 

Both red to red (white tracer), black to brown. 

Red to red, blue to red (black tracer), black to 
can. 

See model 55. (Not chassis 55.) 

Pos. to orange, pos. to orange, neg. to black. 
Note—An extra TS101 may be necessary. 
Connect pos. to short orange, neg. to black. 

Both red to blue (yellow tracer), black to brown. 

Red to pos. lug, black to can. 


Two red to cathode of 25Z5, one red to output 
side of choke, black to switch side of line. 
Submit original unit. 

Standard tubular. 


See model 111. 

Both red to filament of rect., black to center tap 
of power transformer. 

Red to red, black to can. 

Red to output side of speaker field, blue to 
screen grid, black to chassis. 

Tubular replacing carton. 


Red to blue (yellow tracer), blue to white, 


black to brown. 
See chassis 800. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. Either 


may be used if space permits. 


Suggestion only, submit original unit. Either 
may be used if space permits. 
Red to pos. red to pos., black to neg. 


Suggestion only, submi¢ ‘original.unit. 

Suggestion only, may be used if space will 
permit. 

Standard tubular. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94, 
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MALLORY Replacement Condensers 


‘MANUFACTURER Original 
AND MODEL Part 
MISSION-BELL RADIO |MFG. CO. 
SU ein fy 's Se 4-4 Mfd 
25 Mfd 
PR a hinre ie dle 's%ss)e'd'ss 4-8 Mfd 
25 Mfd 
(a ROS 9 8-4 Mfd 
10 Mfd 
BO Asacas > ite uisiw less 8's « 4-8 Mfd 
25 Mfd 
MMM Sle a bese ve ae 4-4 Mfd 


MIRACO—See Midwest Rajdio Corp. 
MOHA WK—See All Americijan Mohawk. 


MONTGOMERY-WARD Cea 
DANTE: PRAGIO Merete. Se 8 4 Mfd 


aE LO) AON 5 ss 5. eos 972 
Ty | Syrkest tt 928 

972 
OUTS Od ee 8-4 Mfd 
A San 8 Mfd 
Re IME cols sos = ood ow 12 Mfd 
ae UE) Us ar aa 8-8 Mfd 
62-060, 62-070. ......... 8-8 Mfd 
PU LT ee ae Sa 8 Mfd 
RL» Oe a 8 Mfd 
oat OLB ee ee. 8-8 Mfd 
62-11, 62-12, 62-14, 62-19.| 4 Mfd 

2 Mfd 

6 Mfd 
62-20, 62-20X........... 8 Mfd 
O2e215 G2-22.........--- 4-2 Mfd 

4 Mfd 
iy Es a ee ee 4 Mfd 
ORE OS AA na 8 Mfd 
Derma e cd ces ia’. aS 4 Mfd 

2 Mfd 

6 Mfd 
MMM cfereisfe's te ws sb es 929 

928 
SU Rr 5 eS 4-2 Mfd 

4 Mid 
Waeaey Ger... osc eee 8-8 Mfd 

8 Mfd 
oo Ne eee 8 Mfd 
nl a RR Be 2s FR os ae a ae 
62-45, 62-47 .......0..06. 8 Mfd 

aN RES Se ottetlae osleithais’s lalcilevt 8-8 Mfd 

8 Mfd 

4 Mfd 
Bie aehel MPEMENV aE cree to) ots 80 ovules || a) us te aes one! oie [ie oie. So ou6 othe he exe 
Ce ne 0 Siele wose's 8d des 8 Mfd 

4 Mfd 

4 Mfd 
es UE OS ea 8 Mfd 

4 Mfd 
BTS faves 's e's & bos 6 a se 8 Mfd 
Oa a Re | eee I tice Rea eae 
RIPEN ove isrd's «6 5.0 ws bid 8-8 Mfd 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 


Use 
Mallory 


Number 


CN150 
TS102 
CNI151 
TS102 
CNI51 
TS101 
CNI51 
TS102 
CM170 


TS105 
CNI151 


RS213 or 


RS213 
CS131 : 
CS121 


INSTALLATION INSTRUCTIONS 


Suggestion only, submit original unit. 
Standard tubular. 

Suggestion only, submit original unit. 
Standard tubular. 

Suggestion only, submit original unit. 
Standard tubular. 

See model 11. 

Standard tubular. 

Suggestion only, submit original unit. 


Standard tubular. 


Suggestion only, submit original unit. Red to 


pos. 8, blue to pos. 4, black to neg. 


Suggestion only, submit original unit. 
See model 13. 


Red to pos. 8, blue to pos. 4, black to 
mit original unit. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, suomit original unit. 


Suggestion only. submit original unit. 
Suggestion oniy, submit original unit. 


Suggestion onty, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
See model 62-38. 

Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


See model 62-38. 

Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


See model 62-078. 
See model 62-51. 


Suggestion only, submit original unit. 


Ck. surge. 


neg. Sub- 


. ol 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number 
ek Mgt it Ae -WARD-|-Continued. 
2-08 5 TVD ARE TRC PIE TE EP eee rene ety) aera 
62-69 Sere evs arcane 8-8 Mfd RN242 
8 Mfd RS213 
8 Mfd C8121 
8 Mfd TS106 
62200. 102-00 Nee eee ee 8 Mfd CS133 
Dy i IEA mere ee tee esto ies eee Br 
62-72, 62-72X 8 Mfd CS133 
62274 th fae) He Ee PR Se Sire See eee ot 
62-16 Ses nase ee 12 Mfd RS215 
4 Mfd CSI131 
4 Mfd CS121 
62-79 3 CR CE PR ea ee as | ae eee 
62-80 so OS SE ine a eee lore eee NR a teres eee 
O20 Meer ate. eek ee eee 8-8 Mfd CN152 
4 Mfd TSI101 
62-82, aw 9. Bee ee 8-8 Mfd CN152 
O2sG Sar as pacd oe ee 4 Mfd CS121 
62-84. AiG Ps SIS RE ee eh ceeeios 
62-86, 62-86X...... Vo Sate 4-8-8 Mfd CN155 or 
RN245 
8 Mfd TS106 
62-88. cee SAPO Tin Ree I He carne ela 
62-89) heh ce oaks Saeae PSO98A ims ttee es oo kote 
62-90. Jsth Lie er eee 8 Mfd CS133 
62-9 ta oe en ee oe P80988 CS121 
62-92.) FPS re 8 Mfd CS133 
62-93 2 I ee P80789 CS123 
O2294ne Se. Sherrod sea eiocs oh | eae cso oem: LER Le eee 
62-96 | FS! Ease sere P80936C TS105 
P80788C -CS121 
80944 UR182 
62-97 62-97 oc 8-8 Mfd CN152 
8 Mfd TS101 
62-98 5 Ao SHS et P80944 UR182 
P80878C CS121 
P80936C TS105 
62-99" 62-99 Xo) er eee C21A CN152 
COLB wipe ae eee 
8 Mfd TS101 
62-101562-10 LE XSe eee: 8-8 Mfd CN152 
4 Mfd CSl3k 
62-103 seat aP ak ee ee P80916 CS133 
P80990 CN152 
62-104). 7302 ie ee eee SOOA4 HAM aM eka eet 
62-105 AF RR PS ae eR Tene, cesta 
62-=106;,62-1 Ofer eee 16 Mfd CN152 
8 Mfd CS133 
62-118 ae ee eee 81028 CN152 
P81021 TNI11 
62-120 sy See eee ee P80968 CS121 
62-127 AER TER ee eee Tn Fo ie Pathos 
62-122). 1h 2t: BEAT ee P80968 cSsl21 
62-124 Aa Rae eee P82001 CN141 
62-126,.622128 ee P80968 CS121 
625129 De eae eee ee P82001 CN141 
62-132), 62-15 7a eee P81018 CS123 and 
CN140 
P81039 RN242 
62-140, 62-140X, 62-148 
62-148. X45 See eee P119-6 CM172 
62-2352 Re ee hee 8 Mfd RS213 
622520) oes an eee 8 Mfd RS213 or 
CS133 
62-LO40 See 4-4-4, Mfd CN150 or 
CS131 
6221 6) Lk ie.. 5S er ee 8 Mfd RS213 
62-1955 Fait cee eR ee 8-8 Mfd RN242 or 
CN152 
AG rer hee tad aimaterss 0.8: 4 Mfd CS121 
Sl vas oe cto ae P80956 RN232 and 
TS102 
P80937 RN241 


MALLORY Replacement Condensers 


INSTALLATION INSTRUCTIONS 


eee a 


See model 62-49. 

Suggestion only, submit original units. 
Suggestion only, submit original units. 
Suggestion only, submit original units. 
Suggestion only, submit original units. 


See model 62-45. 

See model 62-53. 

See model 62-45. 

See model 62-53. 

Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
See model 62-69. 

See model 62-67. 

Suggestion only, submit original unit. 
Standard tubular. 

Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
See model 62-69. 


Suggestion only, submit original unit. 
Standard tubular. 


See model 62-49. 

See Wells Gardner O-2A. 

Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
See model 62-078. 

Suggestion only, submit original unit. 
See model 62-69. 

Standard tubular. 

Suggestion only, submit original unit. 
See Wells-Gardner O-5A 

Suggestion only, submit original unit. 
Standard tubular. 

See model 62-96. 

See Wells-Gardner O-5A. 

Standard tubular. 

See model 62-97. 

Submit original unit. 

Standard tubular. 


Suggestion only, submit original unit. 

Suggéstion only, submit original unit. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

See Wells-Gardner O-5A. 

See model 62-103. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. (CN155 
might be used instead of CN152 and CS133.) 

Suggestion only, submit original unit. 

Standard dual tubular. 

Suggestion only, submit original unit. 

See model 62-106. 

See model 62-120. 

Suggestion only, submit original unit. 

See model 62-120. 

See model 62-124. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Connect reds together to pos., each black to neg. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. Ck. surge. 


Suggestion only, submit original unit. Ck. surge. 
Suggestion only, submit original unit. 


Red to pos. 8, black to neg. Connect TS102 pos. 
to pos. 20, neg. to neg. 
Red to pos., black to neg. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94, 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL _ Part Number 
MONTGOMERY-WARD-|-Continued. 
WP eR teteectcce sickens ée wre cs sre P103-2 CS133 or 
CM172 
TINS © cya es a 8 Mfd RS213 
UBS se ee Cee ee 8-8 Mfd RN242 or 
CN152 
USO MP TR bee ee. one. es 8 Mfd RS213 
14000, 62000............ 8-8 Mfd CN142 
MOTOMETER 
CU Wo 1) eS ee 4 Mfd TS101 
MOTOROLA—See Galvin |Mfg. Co. 
MUSETTE 
peeyet thaw tates eek eS A203 RS213 
THE NATIONAL CO. 
St) ol be 6 a EA 8 Mfd RS213 
NATIONAL TRANSFOR|MER CO. 
Midget 6, Screen Grid 8..}| 8 Mfd RS213 
eee SS INDU|STRIES me vin) 
10A.. . eeeeeeew eevee eee ee 16-8 Mfd CN155 
17-2253 TNI111 and 
1 Mfd 
1s -scsornrue aC RICA 17-4184 RN245 
URI icin Sy 5's as > 0 sb 17-4201 CN155 
20 as Me ee 8-8-5 Mfd TS101 and 
CN152 
PAVE sok dn 6 ae one 8-8 Mfd CN152 
10 Mfd TSI101 
Ere wag ces tos s 17-2253 TN111 and 
1 Mfd 
17-4201 CN155 
ESCA eerie cats cc's wks e's 5-8-16 Mfd | TS101 and 
CN155 
BS dl Ee at ee eee 17-4184 RN245 
NORCO 
4. Comb., 4 Super........ 8-4. Mfd CM171 
OZARKA (Viking) 
A Cen St. REL 8 Mfd CS133 
Viking, 92AC, 93A...... 8 Mfd RS213 
PACKARD 
4 Super, 11, 13, 85, 24, 24G] 4-4 Mfd CM170 
GY INTIS na Se ec 5 Mfd TS105 
OP ONDOFAULOW 7-5... «a .s 4-4. Mfd CN150 
PARAMOUNT 
CO. id i 7-7 Mfd CN152 
PATTERSON 
OD o 6. oe a eae eee 8-8 Mfd CN152 
10 Mfd TS101 
MOR WOCSAWes 58. 8 10 Mfd TS101 
8-8 Mfd CN152 
EPO Woe cb 0.0002 8-8 Mfd CN152 
104A W (46 output)...... 8-4 Mfd CN151 
4 Mfd UR184 
104A W (59 output)...... 8-8 Mfd CN152 
4 Mfd CS121 
107AW, 207AW, 210AW.)| 10 Mfd TS101 
8-8 Mfd CN152 
SR Te hoo 4s Sk Ba Bed 8-8 Mfd CN152 
10 Mfd TS101 
A ee 8-8 Mfd CN152 
PEAY VCS OU DULY SE We ial ociks ool Sianeli’ [Madee'ee so tnd 
PEA USO FOUL DUE eae oo | Bitelhys 6 sere 0 cd [tteioud ale os cows 
PR POR re Ae Rs St 8 Mfd RS213 
AG ks soe 8 Mfd RS213 


INSTALLATION INSTRUCTIONS 


Suggestion only, submit original unit. 
See model 62-1611. 


See model 62-1955. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Standard tubular. 


Suggestion only, submit original unit. 


Suggestion only, submit orizinal unit. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. Use type 
TP paper condenser for 1 Mfd unit. 

Connect two red to red, one red to yellow, black 
to black. Suggestion only, submit original 
unit. 

Suggestion only, submit original unit. Two red 
to red, one red to yellow, black to black. 


Suggestion only, submit original unit. 
Suggestion only, submit original nuit. 
Standard tubular. 


See model 10A. 
See model 16. 


Suggestion only, submit original unit. 


See model 15. 


Suggestion only, submit original unit. 


Since this condenser originally mounted in a 
screw socket base, we suggest replacing witha 
carton beneath the chassis. 

Red to pos. lug, black to can. 


Suggestion only, submit original unit. 
Standard tubular. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 

Standard tubular. 

Standard tubular. 

Suggestion only, submit original unit. Ck. surge. 
Suggestion only, submit original unit. Ck. surge. 
Suggestion only, submit original unit. 

High surge. 

Suggestion only, submit original unit. 
Suggestion only, submit original unit. 

Standard tubular. 

See model 70AW. 

See model 70AW. 

Standard tubular. 

See model 80AW. 

See model 104A W (46 output). 

See model 104A W (59 output). 

Red to red, black to chassis. Check surge. 
Suggestion only, submit original units. Ck. surge. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


MANUFACTURER Original 
AND MODEL Part 
PERFECTONE 
4 Tube Receiver......... 10 Mfd 


Use 
Mallory 


Number 


TS101 


INSTALLATION INSTRUCTIONS 


Standard tubular. 


PHILCO RADIO AND TE|LEVISION |CORP. (Philjco) 


CU SCD- NGCD) (822); 
D (CDS, NDD, SDD), 
(122), E:‘(MED) ©. 2.2. 30-2015 
BAR: soe Rea 6705 
EN Bra tte ee ee oon 30-2008 or 
30-2010 
BGS are secre cae 30-2005 
ENS reriate  eete 30-20074 or 
30-2113 


GACGD), (122) a5 ots <i 30-2030 


H (HHD, PHD), (122)...] 30-2015 
30-2068 


SSID), CONID). 3. 52-5 30-2072 


Dee ieee | 30-2030 
|b) ri ar ee 30-2072 


(2), (G2 EIT 2) ter ten 30-2107 
(3), (MTS, RT3, ST3) .} 30-2105 
(5), (CTES PTS)? ee 30-2107 
£6). (EEG) vey gtatele Pee 30-2030 
(7-8), (NT7, ST7, NT8)| 30-2109 
F 30-2008 or 


Fore eon tes 30-2072 
Pi aes ree NOR at 4916, 7464 
and 7558 


14 (with police band)... .| 30-2007 
30-2024 or 
30-2025 


PO CCEMAG) Saws cae elie 30-2003 


30-2022 or 
30-2025 


US) (Barly) Sere one eee 4916 or 6706 
30-2025 

15 (Cate) ieee aoe 4916 

16 (Codes 121, 122, 123)..] 6706 or 7558 
30-2069 or 


16 (Codes 125, 126, 127)..} 30-2023 
30-2069 or 
30-2011 

30-2078 


Diiaee rave: al etal’ efaetnte: nicrotelenenn as 30-2045 
30-2046 


30-2069 or 
30-2011 
30-2078 


18 (Codes 121, 122, 123)..| 6706 
30-2003 
30-2025 
30-2029 

1§:(Code.124) oy eens ot 30-2025 
30-2045 

19. Barly) - 03 veo coe eae 8095 


CNI151 
CS123 


CN141 
CN141 


TNI111 
RN241 
CNI151 
CS123 and 
TS101 


CN151 and 
TS101 


RN241 
CN151 and 


CN141 
CN151 


CN141 
CN151 


see eee ewe eee 


RS213 
RS201 
RS213 
TS106 


RS213 
RS213 


@ a e.e6 ¢.10).0) 8 6.» 


see ewe eee eane 


sole of ears) S20, 0 & 


RN242 


Red to green, blue to red, black to chassis. 
Red to blue, black to black. 


Red to green, blue to red, black to chassis. 
Red to green, blue to red, black to black. 


Pos. to green, pos. to red, neg. to bare. Tubular 
replacing carton. 

Red to red lug, blue to green lug, black to black 
lug. Use terminal connector. 

See model C. 


Red to red, black to bare, pos. of TS101 to green, 
neg. to bare. 


Red to green, blue to red, black to chassis. Pos. 
of TS101 to blue, neg. to chassis. 
See model G. 


See model J. 

Red to red lug, red to green lug, black to can. 
Red to green, blue to red, black to chassis. 
See model T (2). 

See model G. 

Submit original unit. 


See model EF. 
See model C. 


Red to green, blue to red, black to chassis. 
See model C. 
See model J. 


Red to pos. lug, black to can. Check surge. 
Washer “‘A’’ may be necessary. 
Red to pos. lug, black to can. 


Red_to pos. lug, black to can. Check surge. 
Washer “‘A’’ may be necessary. 

Pos. to can, neg. to lug. Note—Leave original 
can in place. Also note that lug is neg. and 
can pos. on the original. 


See model 14 (with police band). 


See model 14. 
See model 14. 
See model 14. 
See model 14. 


Note—Suggest purchase Philco original part. 
Submit original unit. 


See model 16 above. 

Red to plain, blue to blue, green to blue, green 
to red. 

Red to red lug, red to plain lug, black to can. 

Red to blue lug, red to plain lug, black to can. 
Check surge. Use terminal connector. 


Note—Suggest purchase Philco original. 
See model 16. (Code 125.) 


See model 15 (Early). Check surge. 

See model 14 (Late). 

See model 15 (Early). 

Red to red, blue to green, both green to plain. 

See model 15 (Early). 

See model 17. 

Red to pos. lug, black to can. Note—Original 
only 134” long. Possibly CS133 might be 
better, leaving original in place. Check surge. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94. 
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MALLORY Replacement Condensers 


MANUFACTURER Original 
AND MODEL Part 
PHILCO—Continued. 
TS) BGR) ee 30-2026 
8166 
DO LESS ES vt :4 30-2026 
30-2062 
ECPM Pe ecto ore a: sve a. ove 3 4818 
Serio n Toni atchalyre cs 0'ene.s 5 7 30-2083 
BUD os ail odie. \ ee ear 30-2026 
30-2073 
4 CARS Es ws oy, s. 30-2026 
30-2014 
I oo 6 Je = ne a 4916 
ee GCS y's Soele eos 30-2026 
(30-2020) 
30-2079 
(30-2028) 
Lge ON 5 tin ee nee 30-2030 
30-2079 or 
30-2028 
ES ME ES LEWTEEI acer v sibiarece 6 art 4916 
5142 
Eee Ak i Ue eR en 30-2000 
30-2001 
7440 
CSM eee od a. rr 30-2001 
30-2002 
OV a lS 30-2013 
30-2004 
Gti Dead oC Se 30-2013 
NE Soe SS ee 7558 
Ti te 6 eee 30-2021 
30-2028 
30-2079 
TOMTORNCE. AES ee eM as 4916 
I ecten rat Nr. sia, 5, otera's vs 55 4916 
6453 
6706 
eRe te cialis G.0 2s 90 7467 
30-2025 
ISS, nas oases os 7467 
30-2025 
7558 
AMRIT Soe cs o.c'> Wine aS 30-2013 
89 (Early), 89 (with police)} 30-2026 
8116 
GY)... AS Seo eee 4916 
CON (iat 5 ha Re a 4916 
30-2025 
6706 
BUTT MEME erois teis «aso oS estate ek 30-2114 
30-2025 
30-2117 
Gl AMEMETES Pai ose ele soe 3-00", 4916 
VME? cis e's @R.s 8 0 > 30-2025 
30-2045 
30-2121 
CE RGy > ORY 5 Ae EE eee 30-2025 
30-2045 
30-2078 
AARNE ts icles wittes ald ot 30-2020 or 
30-2026 
30-2073 


Use 
Mallory 
Number 


RS213 
RS213 
RN242 
RN241 
RN242 
RS213 
RS215 
RS203 
RS205 
TS101 

RS205 
RN231 
RN241 
CNI151 
RN241 
RS213 
RS213 

RN242 
RN242 
RS213 

RS213 

RS213 

RS213 

RS211 


RS213 


fetes Wer a wees", © 


eee ee eee eens 


RS213 
RN245 


INSTALLATION INSTRUCTIONS 


Red to pos. lug, black to can. Check surge. 

Submit original unit. 

See model 19 (Late). 

Red to blue lug, red to plain lug, red to brown 
lug, black to can. Check surge. 

Red to pos. lug, black to can. 

Two red to red lug, one red to plain lug, black to 
can. Use terminal connector. 

See model 19 (Late). 

Red to red lug, red to blue lug, red to plain lug. 
black to can. Check surge and use terminal 
connector. 

See model 19 (Late). 

Red to pos. lug, black to can. Check surge and 
use special “‘A’’ washer for clamp mounting. 

See model 14. 


See model 19 (Late). 


Red to blue lug, red to plain lug, black to can. 
Check surge. Use terminal connector. 
See model G. 


See model 44. 

See model 14. 

For 25 cycle models. Use “‘A’’ washer. 

Red to pos. lug, black to can. 

Red. to pos. lug, black to can. 

Tubular replacing rectangular container. 

See model 53. 

Red to red lug, blue to other lug, black: to can. 
Note—May require additional CS121, red to 
red lug, black to can. Or use CN145 

Red to red lug, blue to green lug, black to black 
lug, check surge. Use terminal connector. 

Red to red, blue to blue, black to chassis. 
Note—Not used on all chassis. 

See model 57. 

See model 14. 

Red to pos. lug, black to can. Check surge. 

Red to red lug, red to plain lug, black to can. 
Check surge. 

See model 44. 


See model 14. 

See model 14. 

Red to pos. lug, black to can. Check surge. Use 
“‘A’’ washer for clamp mounting. 

See model 15. 


Red to pos. lug, black to can. Use “‘A’’ washer 
for clamp mounting. 
See model 15. 


See model 80. 

See model 15. 

See model 14. 

See model 57. 

See model 19 (Late). 

Submit original unit. 

See model 14. 

See model 14. 

See model 15 (Early). 

See model 15. 

Red to red, blue to plain, both green to yellow. 

See model 15 (Early). 

Submit original unit. 

See model 14. 

See model 15. 

See model 18. 

Red to yellow, blue to plain, green to blue, green 
to blue. 

See model 15. 

See model 18. 

See model 16 (Code 125). 


See model 19 (Late). 
See model 29. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
PHILCO—Continued. 
200; Z0EW Ft ee ah ca ,..| 30-2046 RN242 See model 17. 
BO-2069% . Tab istate oo con See model 16. 
30-20 LT high eee: «) aerdele See model 16. 
30-2080 URI181 Red to red, blue to blue, both green to plain. 
470, 490 32. cae ee 4916 RS213 See model 14. 
503 tl et eee Sc eee 30-2073 RN245 See model 29. 
50435. 9. bree 30-2020 RS213 See model 44. Note—Superseded by 30-2026. 
SOTO ase tie eee ee 30-2073 RN245 See model 29. 
GLONYS 2: PRS ae BO=-21 1 Got hal see eee Submit original unit. 
30-2025 RS213 See model 15. 
OUD oe areic cesie eee ere SO-ZI ZAP GS eh ese eee Submit original unit. 
30-2125 RS205 and 


TS101 Red to yellow lug, black to can. Use “A” 
washer for clamp mount. Connect TS101 pos. 
to plain lug, neg. to can. 


G20 TU Re ee Ree cae ee ee aeeey 30-2079 RN242 See model 44. 
SO=21 TS phen eee tone Submit original unit. 
G23 Se dal at ees 30-2127 RN235 Red to yellow, red to blue, red to plain, black to 
can. Use terminal connector. 
iS LUD ais cir irene BAC CIO Bios OF: 30-2073 RN245 See model 29. 
30-2118. Reel eee eee Submit original unit. 
GAO. cic cralceiohs, wool stata 30-2025 RS213 See model 15. 
30-2114 URI81 See model 97. 
30-2. UG} eee. ee Submit original unit. 
O42 LT a 28 30-2132 BN225 Special Note—Original is non-polarized. 


When installing BN225 be sure to insulate the 
can from the mounting ring. Use terminals as 
on original. 


O43 oe ete er cele s tiene 30-2127 RN235 See model 623. 
650366074. css. whee nine 30-2025 RS213 See model 15. 
30-2045 RN242 See model 18. 
30-2122 URI81 Red to yellow, blue to green, both green to plain. 
GED Ss. es gute 8 30-2028 RN242 See model 44. 
30-2129 RN242 Red to green lug, red to yellow lug, black to can. 
Check surge. Use terminal connector. 
30-2130 URI81 Red to BA, blue to plain, green to red, green 
to red. 
LOOT Se Socket ae se ete re eons 0-201 Zin) candi Peiess oe Seeks See model J. 
$00)(122) 802. fae oe 30-2015 CN151 See model C. 
805.2 Skeid Bae ee 30-2115.) Ji} Sevaeic es cae Submit original unit. 
80655. aso eake sue vee 30-2109 2 gaat vibe cated: Submit original unit. 
BOT ie oe rene ple atel meieretote ene 30-2116 CN151 and 


TS101 Red to green, blue to red, black to chassis. Con- 
nect TS101 pos. to black, neg. to chassis. 


BOS 5. occ Sotaere oe eae 30-2110 CS133 Red to red, black to chassis. 
30-21 12g wail tot os ee Submit original unit. 

30-2111 or 
30-2074 TNII11 Standard tubular. 

BOG. scree aunsicte ais ea eee SO=2, 09 eter aig: omieoe eons & ote Submit original unit. 

Additional list of part Nos.| 7441 RS211 Red to pos. lug, black to chassis. 
8022 RS215 Red to pos. lug, black to chassis. 
30-2012 TS106 Tubular replacing can. 

30-2041 TS105 Standard tubular. 
30-2049 RS213 Red to lug, black to can. 
30-2051 RS201 Red to lug, black to can. 
30-2052 RS203 Red to lug, black to can. 
30-2053 RS203 Red to lug, black to can. 
30-2054 RS205 Red to lug, black to can. 
30-2055 TS106 Standard tubular. 
30-2065 CS131 or 

CS132 Red to green, black to black. 
30-2066 CS133 Red to green, black to black. 
30-2085 TS106 Use two TS106 in parallel. 
30-2086 TS102 Standard tubular. 
30-2087 TS106 Standard tubular. 
30-2088 TSI101 Standard tubular. 
30-2089 TSI01 Standard tubular. 
30-2090 RS205 Use ‘‘A’’ washer for clamp mounting. 
30-2091 RS215 Use ‘‘A’’ washer for clamp mounting. 
30-2092 RS215 Red to pos. lug, black to can. 
30-2094 RS215 Use ‘*A”’ washer for clamp mount. 
30-2095 RS205 Use “‘A’’ washer for clamp mount. 
30-2096 RS203 Use “‘A’”’ washer for clamp mount. 
30-2097 RS203 Red to pos. lug, black to can. 
30-2098 RS211 Use ‘‘A”’ washer for clamp mount. 
30-2099 CM172 Suggest inserting into original can. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
PHILCO—Continued. 
Additional list of part Nos.| 30-2100 CM 162 Red to green, black to black. Suggest inserting 
(continued into original can. 
30-2101 CM170 Same instructions as 30-2100. 
30-2102 CM160 Suggest inserting in original can. 
30-2103 TS102 Standard tubular. 
30-2104. URI81 Connect red and blue to red, both green to plain. 
30-2106 BN226 Install as furnished. 
30-2108 RS213 Red to pos. lug, black to can. 
30-2123 RN242 Red to red lug, red to blue lug, black to can. 
Check surge. 
30-2126 RN242 Both red to pos. lug, black to can. 
30-2128 RM259 Parallel all sections. 
30-2131 RS215 Check surge or use WE847. 
30-2133 RN245 Red to red, red to plain, red to plain. 
30-3084 TS102 Tubular replacing bath tub can. 
PIERCE-ARROW, INC.—|Also see DeW|ald. 
Set Oe Sa 2128 CN141 Red to pos. 8, blue to pos. 4, black to neg. 
PIER a Re. wis che wise ose 2153 CS124 and 
CS126 Place side by side, red of CS126 to pos. 16. 
Red of CS124 to pos. 10; blacks to neg. 
en 2134 CS123 and 
CS125 Place side by side, red of CS125 to pos. 12. 
Red of CS123 to pos. 7, black to neg. 
Eten a lelel cc e's oi ote le’ 2242 Two C8126 |Parallel the two CS126 units. 
Th eae | ee 2170 CN145 Two reds to pos. 14, other red to pos. 8, black to 
neg. 
2). SU 2147 CS123 Red to pos., black to neg. 
ee pd OE canes) Pe ee ee See model 58. 
PLEMENT Ota ccvene's es « 6 as 2187 CN151 Red to pos. 8, blue to pos. 4, black to neg. 
Suggestion only, submit original unit. 
MOOR OSU s Bee cc cls. Sick 2242) ct ween ss ok ee See model 58. 
PILOT RADIO AND TUB|E CORP. 
get 0 4-4 Mfd TN110 Standard dual tubular. 
MSD Mah Sie idle esl cies 8-4-12 Mfd | CN145 Suggestion only, submit original unit. 
5 Mfd TSI01 Standard tubular. 
LB EA sey 70871 CS121, Red to red, black to black. 
CS123, Red to blue, black to gray. 
CS125 and|Red to orange, black to green. 
TN113 Pos. to yellow, pos. to yellow, neg. to gray. 
oe 8-8-5-5- 
2 Mfd CM175, 
TN110 & 
CS121 Suggestion only, submit original unit. 
LAR. oo he 8-8 Mfd CM172 Suggestion only, submit original unit. 
5-5 Mfd TN110 Standard dual tubular. 
PUA is ost lee Ca ews 8-8 Mfd CM172 Suggestion only, submit original unit. 
UN Cs es er P22483 CS130 Suggestion only, submit original unit. Red to 
pos., black to neg. 
(MRD oc s So Se ee 4-4 Mfd CN140 Suggestion only, submit original unit. 
PAN so. ae Bee 8-8 Mfd CS133 Suggestion only, submit original unit. 
5 Mfd TS101 Standard tubular. 
5-5 Mfd TN110 Standard dual tubular. 
EMS Peri s vs ace ae ss P22482 CS121 Red to pos., black to black. 
a ae 8-8-5 Mfd CM172 and 
TSI1O01 Suggestion only, submit original unit. 
SOMDEIICS ET Fo Geis cele cece 8-8 Mfd CM172 Suggestion only, submit original unit. 
2. oe Seo 8-4 Mfd CM171 Suggestion only, submit original unit. 
P22455 CS133 Red to red, black to black. Suggestion only, 
submit original unit. 
Ft a 8-8 Mfd CN152 Suggestion only, submit original unit. 
5-5 Mfd TN110 Standard dual tubular. 
ay 8 5 OR ee oe ene 8-8 Mfd CM172 Suggestion only, submit original unit. 
5-5 Mfd TN110 Standard dual tubular. 
Gime et ites te aici ke. 4-4-4. Mfd CS131 Suggestion only, submit original unit. 
81 (Rainbow), 81 (Dragon 
LAN OSE OS ae no 5 ee |r See model 31. 
LEN. ee ae ae OS Tle Gwe jae. cree See model D3. 
Jet W's 1 8-8-4 Mfd GN155 Suggestion only, submit original unit. 
2S co Ol a “10 CN152 and 
CN150 Suggestion only, submit original unit. 
SOE ENG ip vids cs a ace os 6 Mfd CS132 Suggestion only, submit original unit. May be 
used if space permits. 
it a a ee 4-4 Mfd CN150 Suggestion only, submit original unit. 
OM eee, AG ass ih wre! s “ars 8-8 Mfd CS133 or 
CM172_ |Suggestion only, submit original unit. Either 


may be used if space permits. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


MANUFACTURER Original 
AND MODEL Part 
PLAZA MUSIC CO. 
DENTS as a Gt te eae 8-8 Mfd 
AQ A ale tite aiele ole Maem eas 8-4 Mfd 
44.24 
AAG oo US: s arate sheen tae e 442A 
GAD Re rere alah miere tira 380 
442A 
ty HINIOR one alten sree 8 Mfd 
711 Super, 6 Tube LW, 6 
Tube TRF, 7 Tube 
SUDO stort Mahan tae ine 8 Mfd 


210 Bee Se ares 8-8 Mf 
10 Mfd 
SOS APE ie Riera teri 8-4 Mfd 
SOS MAN BSCR conned: 6-8 Mfd 
10 Mfd 
SLOswith 46'sp.". os see 8-4 Mfd 
4 Mfd 
510: with) 59's snes ene 8-8 Mfd 
4 Mfd 
Ges eR ae ae ote aoe 8-8 Mfd 
10 Mfd 
RADIO CHASSIS, INC.—|(Marquette). 
SMA2Z40: 2/2 See Re 8-8 Mfd 
AG@25; SMA25. as.0.05 5000-0 Wile 
AC35, QAC35, AC36, 

OAG36) LSASO: aeerine 8-8 Mfd 
SDG36 Aa sAee ee aes 5 Mfd 
ESAS7.43 Joos eee 8-8 Mfd 
Auto Receiver.......... 5 Mfd 
A5D, A6D, L5D, L6D...| 5 Mfd 

8-16 Mfd 
LOW cts oo cee 8-8 Mfd 


RADIO ELECTRIC SERV|ICE. (Resco) 


“Resco “SWesAGie seer. 8-8 Mfd 
RCA-VICTOR CoO., INC. 
R5, BSXeoRTP RTA RT 
LW, R9, RE16, RE16A} 2957 
3057 
RI7 RITM; RISWee. se. 3536 
3538 
6535 
R22; R228); R22 We see 6510 
6511 
6518 
QE oo ieWalave’ o otptcrete oie anata toms 3536 
3538 
R28, R28P, R28BW, R28- 
BW Gath ceeene Oe Rak 6443 
7589 
7590 


CS133 

CN141 
TN112 
TN112 
CN142 
TN112 
CS133 


CS133 or 
RS213 


N152 
TS101 
cCM171 


CN152 
TS101 
CN151 
UR184 
CN152 
CS121 
CN152 
TS101 


CS133 or 
RS213 


CM172 or 
RS213 


CN145 


CS133 or 
RS213 


RN242 or 
CN152 


RS215 
RS211 
TN112 
CN140 
CM170 


CS123 

CM161 
and 
TS101 

CN142 


TN112 
CN140 


RS215 
CN150 
CN150 


INSTALLATION INSTRUCTIONS 


Suggestion only, submit original unit: 

Red to red, blue to yellow, black to black. 
Standard dual tubular. 

Standard dual tubular. 

Suggestion only, submit original unit. 
Standard dual tubular. 

Suggestion only, submit original unit. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. Ck. surge. 

Standard tubular. 

Both red to rect. filament, one black to trans. 
neg., other black to chassis. Suggestion only, 
submit original unit. Check surge. 

See model 210B. 

Standard tubular. 

Suggestion only, submit original unit. 

High surge. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

See model 210B. 

Standard tubular. 


Suggestion only, submit original unit. If orig- 
inals are cans use RS213. Check surge. 


Suggestion only, submit original unit. Either 
may be used if space permits. Check surge. 


Suggestion only, submit original unit. Either 
may be used if space permits. Check surge. 

Standard tubular. 

See model AC35. 

Standard tubular. 

Standard tubular. 

Two red to pos. 16, other red to pos. 8, black to 
neg. Suggestion only. 

Suggestion only, submit original unit. Either 

may be used if space permits. 


Suggestion only, submit original unit. Either 


may be used if space permits. 


Red to pos. lug, black to neg. Check surge. 

Red to pos. lug, black to neg. 

Standard tubular, (or TN113). 

Red to pos., black to neg. 

Red to red or pos. 4-150, corresponding black 
to blue or neg. 4-150. Red to yellow or pos. 
Spee corresponding black to bare or neg. 

-300 

Red to yellow pos., black to bare neg. 

Red to red corresponding black to green, blue to 
yellow, corresponding black to black. 

Pos. to green, neg. to black. 

Red to red, red to yellow, black to black. 


Standard tubular, (or TN113). 
See model R17. 


Red to pos. lug, black to neg. Check surge. 

Red to 4-450 lug, red to 4-150 lug, black to neg. 

Red to pos. lug, black to neg. Use special ‘‘A” 
washer. Check surge. 


MALLORY Replacement Condensers 


MANUFACTURER Original 
~ AND MODEL Part 

RCA-VICTOR—Continued. 
IVD SiMe, tals. c's 6 0. 6492 
6513 

R37, R37P, R38, R38P, 
RE40, RE40P........ 6487 
7589 
7598 
Wiis FAs eet. AW elwid oie » 2957 
RLS Shae cena. 0 ote’ 6548 
LTD 2 6443 
LTE cease shake Gldtd' ate «6 aap 3536 
6832 
6844 
1, OP ae Bee Oe ane eee 3536 
44.98 
7590 
RCAI100, RCAIOI....... 6661 
Tee ea ce rr 6823 
6824 
VTLS Peete chats fs erhi'cle loves s 3536 
6492 
VUE eee aletaveie <b 6 3 6963 
: 7776 
RGATIOGRGAITI occ... 7589 
7590 
AGN MNON A lalchela ols sels blahe ole 6728 
UTA els. <leteia's Det cr <a, aie 6783 
RL Oo.NG ie ae ae Sete ers, 5 7589 
7590 
INMETGs2 Rrefereia siete ess o. 6738 
6781 
6844, 
LCI aidicus:s,e10-0 0 6 3 s.0 3796 
4428 
7589 
7590 
T2075 0s Peta e exes dics a's 3 4428 
6487 
7590 
UPA ipa eae en a 3796 
6571 
6703 
1) Pie de hy OO ae ee ee 6963 
LT 0 icy las ane ae 6487 
7590 
DUES chavs shades; 0. Bate oe 3796 
6985 
6986 


Use 
Mallory 
Number 


CN140 
TN113 


CN155 
and 
TS101 

RS215 

RS215 


RS215 
Csi21 
RS215 
TNI12 
Cs121 
TN113 


TN112 
CS133 
RS215 


CN152 and 
TN113 


CN140 
TN113 
TN112 
CN140 
TNIll 
RN241 
CN150 
RS215 


CM175 and 
TS101 


ee ee 


oe eee eee ewes 


ee ee eee eees 


INSTALLATION INSTRUCTIONS 


Red to red, red to yellow, black to bare. 
Standard dual tubular. 


Red to red, red to 4-300 lug, red to yellow, 
black to rear lug. Use terminal connector. 

Pos to blue, neg. to rear lug. 

See model R28. 

See model R28. 


See model R5. 

Red to yellow, black to bare. 
See model R28. 

Standard tubular, (or TN113). 
Red to pos., black to neg. 
Standard dual tubular. 


Standard tubular, (or TN113). 
Red to blue, black to black. 
See model R28. 


Red to red, red to blue, black to black. Connect 
TN113 pos. to yellow, pos. to yellow, neg. to 
green. 

Red to yellow, red to yellow, black to bare. 

Standard dual tubular. Splice leads. 

Standard dual tubular, (or TN113). 

See model M34. 

Standard dual tubular replacing carton. 

Red to red, blue to yellow, black to black. 

See model R28. 

See model R28. 


Red to red, corresponding black to black, red to 
maroon, corresponding black to blue, red to 
brown, corresponding black to green. Pos. of 
TS101 to green, neg. to blue. 

Mount CN142 and CM165 side by side. On 
CN142 connect red to red, red to yellow, black 
to black. On CM165 connect red to red and 
green wires, corresponding black to red and 
yellow wires, red to maroon, corresponding 
black to blue, red to brown, corresponding 
black to green. Connect TS101 pos. to green, 
neg. to blue. 

See model R28. 

See model R28. 


Suggestion only. (May require “A” washer.) 
Submit original unit. 

Red to red, red to yellow, black to bare. 

Standard dual tubular. 


Standard tubular. 

Red to pos. lug, black to neg. Use special “A” 
washer for clamp mounting. Check surge. 

See model R28. 

See model R28. 


See model 118. 
See model R37. 
See model R28. 


Standard tubular. 

Red to pos. lug, black to neg. Use special “‘A”’ 
washer for clamp mounting. Check surge. 
Red to red, red to blue, red to green, black to 

black. 


Standard dual tubular replacing carton. 
See model R37. 
See model R28. 


Standard tubular. 
Red to red, blue to yellow, black to black. 
Red to red, black to black. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number 
RCA-VICTOR—Continued. 
LEB le tes eee ee ee 44.°8 RS213 
4525 TS101 
7589 CN150 
7790 RS215 
T35B io. aoe. ree 4498 CS133 
140-1412 L4H. eee oe 6609 WE1847 
6626 €S121 and 
TNII11 
TAZ Bier Once cs hee eee 6548 «S121 
a Bert ren, oe eee 4626 RN261 and 
TS106 
7790 RS$215 
210: cee Ne 7589 CN150 
7590 RS215 
os eee aie ee 3796 TS101 
44.28 RS213 
7589 CN150 
7790 RS215 
WPA aera irene te Atala age cl 6691 CNI151 and 
CN140 
Dae te ee 3796 TSI101 
6571 RS215 
6703 CN155 
PY A ER pe lg ce tn cu ee = GODT ee ELAN ia er > ys oars 
PP EMT h SES RH haere ae LS 6859 CN150 and 
CN141 
DOAN hc Roe rte es eres ore 4428 RS213 
4525 TS101 
7589 CN150 
7790 RS215 
239 D. ce eee Cee 4498 CS133 
PNY ih Beh Ai aig hs as Mie ate 6609 WE1847 
66265 TH Pe Ae eee 
Q4AT Bet eee eee eee 6548 CSs121 
DAD Se ee soe ets eats Gee AGZGO) IE |e ee. eee 
TI9ONT) Pe. ees 
260 520 leer eterce cee 6443 RS215 
20a Nay caine ee eee 7788 WE1847 
7790 RS215 
7833 RM251 and 
TSIOL 
280 Sed eerie ee carne 6571 RS215 
6574 CS134 and 
CS124 
QOL rca hecr racrate aera 7788 WE1847 
7789 RM261 and 
TS106 
7790 RS215 
300 cea ON ee ee ae 6587 CM160, 
CN140, 
C8121, 
and 
TS102 


INSTALLATION INSTRUCTIONS 


See model 118. 

Standard tubular. 

See model R28. 

Red to pos. lug, black to neg. Use “‘A’’? washer 
for clamp mounting. Check surge. 

See model R92. 

Wet electrolytic. 


Red to yellow, black to black. Connect TN111 
pos. to brown, pos. to brown, neg. to black. 
See model R51B. 


Red to blue, blue to red, black to green. brown 
to black. Connect TS106 pos. to black, neg. 
to yellow. 

Red to pos. lug, black to neg. Use “A”? washer 
for clamp mounting. Check surge. 

See model R28. 

See model R28. 

Standard tubular. 

See model 118. 

See model R28. 

See model 143. 


Install side by side. Connect CN151 red to red, 
blue to blue, black to black. Connect CN140 
red to green, red to yellow, black to black. 

Standard tubular. 

See model 121. 

See model 121. 

See model 220. 


Mount side by side. Connect CN150 red to red, 
red to yellow, black to black. Connect CN141 
red to green, blue to blue, black to black. 

See model 118. 

Standard tubular. 

See model R28. 

See model 143. 


See model R92. 
Wet electrolytic. 
See model 140. 
See model R51B. 
See model 143. 
See model 143. 
See model R28. 
Wet electrolytic. 
See model 143. 


Red to red, black to black, blue to blue, brown 
to green. May require “‘A’’ washer for clamp 
mounting. Connect TS101 pos. to green, neg. 
to yellow. 

See model 121. 


Mount side by side CS134 red to red, black to 
black. CS124 red to green, black to black. 
(CN152 a single carton might be used.) 

Wet electrolytic. 


Red to blue, blue to red, black to green, brown 
to black. Use washer “‘A’”’ for clamp mount. 
Connect, TS106 pos. to black, neg. to yellow. 
Note—If original had part No. 68586-2 then 
follow instructions listed under that number. 

See model 143. 


Strap units together CM160 flat with CN140 
and CS121 side by side at right angles to 
CM169. Arrange units so neg. of CS121, pos. 
of CN140 and neg. of CM160 are at same end 
then connect as follows: CM160 red to blue, 
corresponding black to black, red to white, 
corresponding black to green, CN140 red to 
red, red to brown, black to black. CS121 red 
to yellow, black to brown. Now connect 
TS102 pos. to green, neg. to black. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94, 


60. 


MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
RCA-VICTOR—Continued. 
BOUeee re. oe eee oe ae BOOT Ve Ques ee ss See model RCA100. 
6832 CSs121 See model 91B. 
Ss ae 6 Ae 7589 CN150 See model R28. 
7590 RS215 See model R28. 
OU aeh se aieintels arte s't| OOCL RS215 See model 121. 
6703 CN155 See model 121. 
+ re AC co 4428 RS213 See model 118. 
4525 TS101 Standard tubular. 
7589 CN150 See model R28. 
7790 RS215 See model 143. 
SP aor, eh BR 3796 TS101 Standard tubular. 
6985 RN231 See model 127. 
6986 RS203 See model 127. 
Seite aS §.). ee ee 3536 TN112 Standard dual tubular 
6555 CN150 Red aye Mfd lug, blue to 4 Mfd lug, black to 
7590 RS215 See aodal R28. 
STAR St 0 OR 6609 WE1847 Wet electrolytic. 
O620 52 Be Slane ls ee See model 140. 
6889 WE1847 Wet electrolytic. 
Beet i< 6 <%e.< 0.0 2 6 02 AG2Z6 Ge bs,-| Teceras eee ae See model 143. 
7790 RS215 See model 143. 
PIMMEENEREN Ss Us so obs 0 «5s 6571 RS215 See model 121. 
GaT4e ee Sat e-es Pon Be See model 280. 
6797 TSI101 Standard tubular. 
SH ie 5 ee 7788 WE1847 Wet electrolytic. 
7789 CN150 See model R28. 
7790 RS215 See model 143. 
vo At Be Re are By oto tet shite od. os bs See model 112. 
(aN) 64 Ie) ee 6492 CN140 See model M34. 
Be SiG Eas ee 6609: WE1847 Wet electrolytic. 
GG626i fw al torneo. 2 a4 See model. 140. 
6889 WE1847 Wet electrolytic. 
LISTINGS BY PART NU|IMBER ONL/Y ees 
64460-1 106 Tubular replacing carton. 
64460-2 sins Red to pos. lug, black to neg. lug. 
64460-3 CSs1i21 Red to pos. lug, black to neg. lug. 
64570-1 CS134 Red to pos. lug, black to neg. lug. 
64570-2 CS131 Red to pos. lug, black to neg. lug. 
64570-3 CS121 Red to pos. lug, black to neg. lug. 
64570-5 CS133 Red to pos. lug, black to neg. lug. 
64570-6 CS123 Red to pos. lug, black to neg. lug. 
64570-7 CN145 All red to pos. lug, black to neg. lug. 
64570-8 CS124 Red to pos. lug, black to neg. lug. 
64593-1 CS131 Red to red, black to yellow. 
64593-2 CS123 Red to red, black to yellow. 
66104-1 CS123 and 
TS106 Red to pos. 7 Mfd lug, black to neg. lug. TS106 
pos. to 10 Mfd. lug, neg. to neg. lug. 
66109-3 CS134 Red to red, black to black. 
66109-4 CS131 Red to red, black to black. 
66112-1 TS106 Tubular replacing carton. 
66112-2 CS123 Red to pos. lug, black to neg. lug. 
66122-2 CN140 Red to pos. 4, red to pos. 4, black to neg. lug. 
66126-1 CNI51 Red to pos. 8, blue to pos. 4, black to neg. lug. 
66126-2 CN150 Red to pos. 4 lug, red to pos. 4 lug, black to neg. 
66126-3 CN152 Red to pos. 10 lug, red to pos. 10 lug, black to neg. 
66126-4 CN152 Red to pos. 6 lug, red to pos. 6 lug, black to neg. 
66126-5 CN145 Two red to plus 20, red to pos. 8, black to neg. 
OGLISESI Mul ant. cit on eee bre See part 7590 model R28. 
6615-5 Renee os ee ee See part 6571 model 121. 
OLS SE) wee aed. syare. haus es ere See part 6609 model 140. 
66135=0 Wid len bh ob. oe se os See part 6889 model 340. 
OONSS=7eame meee sya ocx sis ok See part 7788 model 381. 
HOVIS=G Miele re clereic ce See part 7790 model 143. 
66133-9 IL leet See part 4428 model 118. 
OCOLS9=N Reta cs. vera aes See part 3796 model 118. 
66139-2954 lis Oa aes See part 4525 model 128. 
GOL40 219 telah esc. ous oes See part 3538 model R17. 
6GGLZO0=28 Asli’. te es. See part 3536 model R17. 
66140-3 CS131 Red pos., black neg. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 


. 61 


MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
LISTINGS BY PART NUMBER ONLY (RCA)—Coontinued. 

G6 T4054 WARIS HS. s os aes See part 6492 model M34. 

6614055 PUSes Se ect oe See part 3536 model R17. 

66140-6 Soiiee cs cee See part 6510 model R22. 

G6140-7 Mebohk Sees. 2cl ed See part 6535 model R17. 

GGL4SDS Pel eats Wie. oc Sees See part 6510-6548 model R22. 

66140-9 TN113 Standard dual tubular. 

66140-10 CSs131 Red to red, black to black. 

66140-11 TN113 Standard dual tubular. 

66140-12 TS105 Standard tubular. 

66140-13 csi21 Red to pos., black to neg. 

GGL40-14 MMivie ey. oo8 as See part 6823 model 102. 

66145-2 Pl Sis. an 2 See part 6555 model 330. 

66145-3 Mies Ses 2. Et See part 7589 model R28. 

66143-4) ise lao. & a cere See part 7589 model R28. 

661551 UF af Wes ee See part 6487 model R37. 

66160-E Bet fot so eee See part 6518 model R22. 

6616052 Pals SRS 2 ed See part 6511 model R22. 

661 70-bit toa oa See part 6574 model 280. 

66R70-2 0 Se. A See part 6574 model 280. 

66170-3 CN140 Red to red, red to green, black to black 

66170-4 CS121 and 

TS106 Red to red, black to black. TS106 pos. to green, 
neg. to black. 

66170-5 CS133 and 

TS106 Red to pos. 8 lug, black to bare lead. TS106 pos. 
to red lead, neg. to bare lead. 

66170-6 TS101 Standard tubular replacing carton. 

66170-7 CS133 Red to red lead, black to bare lead. Note—The 
lug on original unit is connected to the red 
lead inside of carton. 

66170-8 CS124 Red to red, black to black. 

66170-9 CS123 Red to red, black to black. 

66170-10 CS124 Red to red, black to black. 

661 TA 9 bree eS See part 6783 model 114. 

iS) yd en ee a See part 6728 model 112. 

GORTAASR HRS ae ws Xe See part 6783 model 114. 

66173 TNII11 Original is a non-polarized unit. Cut off and do 
not use the neg. lead on TNI111. Use pos. 
leads only. 

66174-1 Mibdn« Hasse Oe DAES 6387 model R37. 

O6131-lr OME Sates oS ie See part 6626 model 140. 

G61SZ On) Mees So SS ae See part 6626 model 140. 

GGIS5S-E G Sittaie ssc. ee See part 6661 model 100. 

6018S-2" Aba ee See part 6661 model 100. 

66185-3297 Cheeni se Sa See part 6661 model 100. 

O6185-47-(41. 25... & See part 6859 model 223. 

6618951: % 4 eee See part 6703 model 121. 

66189-29) Oh She. 0 Se See part 6691 model 220. 

66189-3 wee eeeeeees [pee Part 6691 model 220. 

66189-4Leet eS S See part 6691 model 220. 

66189-5 CN155 and 

TS101 Red to red, red to front lug, red to yellow, black. 
to rear lug. Use terminal connector. TS101 
pos. to blue, neg. to rear lug 

66191-1 RS213 Red to pos. lug, black to nak lead. Check 
surge voltage ‘carefully. 

66191-2 RS213 Refer to 66191-1. 

66191-3 RS213 Refer to 66191-1. 

66194-1 Two CN155|Strap units together on top of one CNI155. 

and one Note that two CN155 and one CN151 are: 

CN151 required. Connect all red leads from both 
CN155 units together to original red lead. 
Connect red of CN151 to original green lead, 
blue to original blue lead. Connect all black 
leads to original black lead. 

66194-2 Two CN155|Strap together as for 66194-1. Connect all red 

and one leads of both CN155 units to original red lead 

CN152 and both black leads to original yellow lead. 
Connect CN152 red to blue, red to green, and 
black to black. 

66195 TNII1 Suggestion only. TN111 is tubular and original 
ri i ee only #4” thick. Advise if TN111 

ts O 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94, 


62. 


MALLORY Replacement Condensers 


MANUFACTURER 
AND MODEL 


66196-1 
66197-1 
66197-2 


66197-3 
66197-4 
66197-5 
66197-6 
66197-7 
66197-10 
66197-11 
66197-13 


68505-1 
68505-2 
68505-3 
68508-1 
68508-2 
68510-3 
68519-4 
68519-8 
68526-1 
68526-2 
68527-1 
68527-2 
6853 1-2 
68550-1 


68560-1 
68560-2 
68560-3 
68560-5 


68560-6 


68560-8 
68565-1 


68565-2 
68569-1 
68569-3 
68569-4 


6857 
68576-1 


68586-1 


68586-2 


68586-3 


68586-4 


RADIOTROPE—Also see U|. S. R. & T. 


G Console, R Console....} 8-8-8 Mfd 
Seay 7 A a 8-8-8 Mfd 


Ree abiaarn 4:6.16 Vid haar alt 8-8 Mfd 


ee ee 


ee ee a 


ee eee eee wee 


ee 
eis © a Ew 6's Us ole 
ee 
piae wih ele ah wee 


ee 


ee 
ee 


CN155 and 
TN113 


ee 
see eee eee eae 


‘6 .« 0 ee bs 6 em © 


RS201 and 
TSI101 


RN242 


CN150 and 
TS106 


RM255 and 
TS102 


RM261 and 
TS106 


RM255 and 
TNII1 


RS201 


RS213 
RS213 or 
CS133 


RS213 or 
CN152 


See part 4498 model R92. 

Red to pos. 4, red to pos. 4, black to neg. 

See part 6844 model 91B and see part 3536 
model R17. 

See part 6781 model M116. 

Red to red, black to black. 

Standard tubular. 

See part 6823 model 102. 

See part 6824 model 102. 

Suggest ordering our MA18379 exact duplicate. 

See part 6832 model 91B. 

See part 6797 model 380. 


Red to pos. 4 lug, black to black. 

Red to pos. 8 lug, black to black. 

Red to pos. 8 lug, black to black. 

See part 6963 model 107. 

Standard dual tubular replacing carton. 
Red to red, blue to red, black to can. 
See part 7776 model M107. 

See part 7789 model 281. 

See part 6986 model 127. 

Red to red, blue to yellow, black to black. 
See part 6985 model 127. 

See part 7833 model 262. 

See part 4626 model 143. 


Red to red, red to blue, red to blue, black to 
black. TN113 pos. to yellow, pos. to yellow, 
neg. to black. 

See part 7833 model 262. 

See part 7789 model R28. 

See part 6985 model 127. 

Red to red, red to yellow, red to blue, black to 
black. Pad or bend ring clamp to fit. 


Red to red, black to black. Use “‘A”’ washer for 
clamp. TS101 pos. to green, neg. to yellow. 
Red to red, black to black. Pad or bend ring 

clamp to fit. 


Red to red, red to blue, black to black. TS106 
pos. to green, neg. to black. 


.|See 68565-1. 


Red to lug, black to can. 

All red to lug, black to can. 

Red to pos. lug, black to can. Note—TS101 
tubular may be used beneath the chassis if 
desired in place of RS205. RS205 will makea 
neater job. 

Order by MA90491. 

Pos. to red, neg. to chassis. Note—Suggest 
original unit be left on chassis. 


Red to red, black to black, green to green, 
yellow to yellow, brown to blue, blue to black. 
Pad or bend clamp to fit. TS102 pos. to orig- 
inal brown lead, neg. to black. 


Red to blue, black to yellow, blue to red, brown 
to black. Pad or bend clamp to fit. TS106 
pos. to black, neg. to green. 


Red to red, black to black, green to green, 
yellow to yellow, blue to black, brown to blue. 
Pad or bend ring clamp to fit. TN111 pos. to 
brown, pos. to red, (black tracer) and neg. to 
original black. 

Red to red, black to black. 


Suggestions only. Submit original units. Ck. surge. 


Suggestion only, submit original unit. Either 
may be used if space permits. Check surge. 


Suggestion only, submit original unit. Either 
may be used if space permits. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
RADOLEK (Marvelo, Monr|oe, Radolek) 
Marvelo 6 Midget....... 4-4-4 Mfd CN150 and 
CS131 Suggestion only, submit original unit. 

Marvelo, Monroe, 30....] 4-4 Mfd CN150 Suggestion only, submit original unit. 

SST ubeisupera. wis ee 8-8 Mfd GNI152 Suggestion only, submit original unit. 

10'Tube: Super: wees oe 10-10 Mfd CS134 Suggestion only, submit original unit. 

Marvelo 7 Tube Super. ..| 8-8 Mfd CN152 or 

RN242 Suggestion only, submit original unit. Either 
may be used if space permits. 

5 Tube Super Compact...| 8-4 Mfd CMI171 Red to red, black to black, blue to yellow, brown 
to brown. Suggestion only, submit original 
unit. 

5 Tube Deluxea:, > ae 8-4 Mfd CM171 Suggestion only, submit original unit. 

@ Lube Super nate.s ch 8-8 Mfd RS213 or 

CN152 Suggestion only, submit original unit. 

Little Mastertet. ere 8-4 Mfd CMI171 Suggestion only, submit original unit 

Little Leader ae. © A 4-4 Mfd CN150 Suggestion only, submit original unit. 

SR2ZZ0 Mc Vette ke hee ee 4-8-8-4 Mfd | TS105, 

CN150 and 
CS133 Suggestion only, submit original unit. Ck. surge. 
SR233 secs cc cat ee eee 8-8-8 Mfd CN155 Suggestion only, submit original unit. 
SR236 eee cahicnce aoe 12-8 Mfd CS133 and 
CS135 Suggestion only, submit original unit. 

O5 LE Hee te a. eee 9442 UR182 Red to blue, green to green, black to black. 
yellow to red. 

Q5G Sik aad deve es. ss Seren 9659 CN152 or 

RN242 Suggestion only, submit original unit. Either 
may be used if space permits. 

QOS Se ratte tener: 9659 RN242 or 

CN152 Suggestion only, submit original unit. If can, 
use RN242. If carton or box use CN152. 

LOGS Lr eek tee were 9442 UR182 Red Ag pine green to green, yellow to red, black. 
to Dlack. 

1095S. Aces coe a re erate 5-4-7 Mfd CNI151 and 

TSI101 Suggestion only, submit original unit. 
LO9S6:3 5. 7%. ee Meee ae 9659 CN152 or 
RN242 Suggestion only, submit original unit. If orig- 
and inal is can, use RN242. 
TSI101 Standard tubular. 
LOQG2 sie ction es 4-4 Mfd RS211 or 7 
CS131 Suggestion only, submit original unit. Either 
may be used if space permits. 
10963, 10966. -; eee oe 4-4 Mfd RS211 or - 
GSEs Suggestion only, submit original unit. Either 
may be used if space permits. 
5-5 Mfd TN110 Standard dual tubular. 
LO9GTS OEE ere eee 20-4 Mfd CN145 Suggestion only, submit original unit. 
5-5 Mfd TN112 Standard dual tubular. 
LO96S (324) eae seen 6-10 Mfd CN152 Suggestion only, submit original unit. 
5-5 Mfd TN110 Standard dual tubular. 
EO9G9 VOR sc een ee 5 Mfd CS121 Suggestion only, submit original unit. 
REM LER CO., LTD 
XAT, SRS, eee ee, Gc 8-6-8 Mfd CN155 Suggestion only, submit original unit. 
10: 3;*LO=45 388 Bee, 8-8 Mfd RS213 or 
C8133 Suggestion only, submit original unit. Either 
may be used if space permits. 

AS Relea abicg neo eeeemers 2-4-8 Mfd RS213 Suggestion only, submit original unit. 

LSA BOS eee 8-8 Mfd RS213 Suggestion only, submit original unit. Ck. surge. 

15-5 0. Be eee ee 8-8 Mfd RS213 or | 

C8133 Suggestion only, submit original unit. Either 
may be used if space permits and if the surge 
is not over 525 volts peak. 

LT OS Ee ar iete Mae 7 Mfd MN275 Suggestion only, submit original unit. 

I9A2128 Fi 3c ee 8-8 Mfd CS133 or 

RS213 Suggestion only, submit original unit. Either 
may be used if space permits. 

21 SBF tasers « el ab ee 8-4 Mfd CMI171 Suggestion only, submit original unit. Ck. surge. 

PA LE: lebron Aen ee DAT 8-8 Mfd CS133 Suggestion only, submit original unit. 

PA ES AAEM NEES Mote lnc 8-8 Mfd CN142 Suggestion only, submit original unit. 

10 Mfd TSIO1 Standard tubular. 
PACA SSAC Soe ee aati 8-8 Mfd CN152 Suggestion only, submit original unit. 
10 Mfd TSIOL Standard tubular. 

SORE ALS a ee 4-4 Mfd CN150 Suggestion only, submit original unit. 

BO a seF eva See cy de Rectan eee 4-8 Mfd CN151 Suggestion only, submit original unit. 

DOVAULOM, . Seow as eee 10-10 Mfd TNII11 Standard dual tubular. 

AO 5. eee se ee 4-4 Mfd CN150 Suggestion only, submit original unit. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
REPUBLIC INDUSTRIES 
ee ROM twinge a o|[oe on sace sce Use two 
CM165_ |Suggestion only, submit original unit. 
DGS) peer ee te oo ee 496 CS131 Suggestion only, submit original unit. 
928 TS102 Standard tubular. 
SLGHSLOD Sere Seek. 1085 CN140 and 
CS8125 Both black together to neg., each red to pos. 
928 TS102 Standard tubular. 
(A Oe er 4-4-10 Mfd | CN140 and ; 
CS124 Both black to neg., each red to pos. Suggestion 
only, submit original unit. 
25 Mfd TS102 Standard tubular. 
tt cog IB I 4-4 Mfd CM170 Both red together to pos., black to neg. Sug- 
gestion only, submit original unit. 
25 Mfd TS102 Standard tubular. 
R. K. RADIO LABORATORIES (Arkay}) 
RKP4, RKS5, 4 Tubes...| 5-8-12 Mfd | CS123, 
CS125 and Suggestion only, submit original unit. 
TS101 Standard tubular. 
RK60G, RK60L........ 8-8 Mfd CN152 Red to red, black to black. 


ROCKE INTERNATIONA|L ELECTRI|C CORP. 


PALA Notte ene hc kg als dis 8-8 Mfd CN152 
ROOTS AUTO RADIO MF\G. CO. 
SEEN GOs tis ic a's cov 10-10 Mfd TNI1I11 
ROYAL 
Ate Pee TE AE oul. 4-4 Mfd CN140 
5 Mfd TS101 
SAMPSON ELECTRIC CO}. as 
Parra ese Se ea RS213 


SAVIL RADIO ENGINEE|RING CORP}. 


UG i 4-4 Mfd CS131 or 
CM170 
ERO ata a kien 's sin ials 0 6 -0-0's 4-8 Mfd CM171 
SCOTT TRANSFORMER |CO. 
All Wave (145 PWR, PK), 
1933 Deluxe, AVC Super| 8 Mfd RS213 


SEARS-ROEBUCK & CO. 
36, 36P 


«iit Pec’ PRE a oe D4758P 
sietp, at. 4EPH 42... 5734A RN242 
Si cn Ra ee 4758P or 
4758A RS213 
109, 110, 111, 112, 218...| 8-8-8 Mfd MN275 
LOSZ LOSS Ie en 8-8 Mfd RN242 
UM ESCs 4 Ala Se See R4758P RS213 
US oo R5734A RN242 
4s) te 1 IPG a | R4758P RS213 
UES TS Se 57344 RN242 
Ao toee, kaos... se ss 4758P RS213 
UY Diora 0p) Stal Se a R6122 CN152 
1390, 1400, 1402, 1404 
AOC Mien ake 8 Mfd RS213 
Lis bid (= 0) ORE | 2 a a R5734A RN242 
1430, 1450, 1462..... 4758P RS213 
1480, 1482, 1484...... 8 Mfd RS213 
AGI UB et NG er 8 Mfd CS123 
20 Mfd CS126 
1580, 1582, 1584......... 8-8-4 Mfd i}. 20. eee 
SOOs Poser eesenurae ois Wyk R4758P RS213 
GUO Ciera se HMI Odo LEN 4-4. Mfd CM170 or 
RM261 
OE LOS Voges Cac s sine acais « 14 Mfd RS215 
8 Mfd RS213 
16 Mfd CS126 
ES AAD estes lene, chi e 5.0.4 8 Mfd W E847 


Black to neg., red to pos. 
Standard dual tubular. 


Black to neg., red to pos. 
Standard tubular. 


Red to pos., black to neg. Suggestion only, 
submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Red to pos. lug, black to neg. Check surge. 


ohh Ros (Also see Colo}nial.) 
$213 


Red to pos. lug, black to can. Check surge. 
Both red to pos. lug, black to can. Check surge. 


See model 36. 
No instructions needed. 
Suggestion only, submit original unit. Ck. surge. 


See model 36. 

Both red to pos. lug, black to can. Check surge. 
See model 36. 

See model 37. 

See model 36. 

Red to red, red to red, black to yellow. 


Red to pos. lug, black to can. Check surge. 
See model 1152. 

See model 36. 

See model 1390. 

Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Submit original unit. 

See model 36. 


Suggestion only, submit original unit. Note— 
May be separate sections in which case sug- 
gest CS131 or RS211. Check surge. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. Ck. surge. 

Suggestion only, submit original unit. Ck. surge. 

Wet electrolytic. (Part number of original 
needed.) 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number 
SEARS-ROEBUCK— Cont]inued. 
PZOQ Se Se Sek oe ae R9150 Use two 
CM165 
5 Mfd TS101 
TOS Sei OS FER R8313 CM161 
TOA ae ieee eee R8431 CM162 
L705 NSE. ee et. Oe R8624 RS213 
1706,. 1707. eee Se R8488 RS213 
L708 EOS At 109 eae ee a R7236 RS215 
R8488 RS213 
D4758P RS213 
PELO Sie tee ova e eeee aes R8389 CS123 and 
TS102 
PL SITL LAYS ee R8357 CS123 and 
TS102 
LIS se UTS eo eee R8449 CN142 and 
TS102 
Dy ee ee oe eS R8707 CN142 and 
TS101 
1720 ies 35 ee eee res D4758P RS213 
R7236 RS215 
7218422 AT 22K ys. ae R7236 RS215 
R8780 CM171 
L248 ee ee eee R1950 CM165 
E725 © SRS Pea eae ‘| D4758P RS213 
R7236 RS215 
RT ZOXK seecse ahs Mae eee R7236 RS215 
R8780 CMI171 
VI ZB ANS ate eet re 205 CN145, 
CS123 and 
TSI101 
LUD ee aicue athe cheer eyes D4758P RS8213 
LIZO SER eo ate 10086 GS133 
7G: Drees ete HIPC hh pn cn 156 CNI151 or 
: RN241 
R732 AUT 32 Ase eee creer R7236 RS215 
R8780 CM171 
L7 3B.) Moe ee ee R6451 RS213 
LUAS Se os Ha ea oe oe 156 CNI151 or 
RN241 
307 TS101 
p OF AS5 | ie I Atari Atos, 5 Fb R9070 RN245 
R9071 C8215 
R9072 C8215 
1760 Suc Ce cee ieee D4758P RS213 
ae gad MAL DS peer ake Ps Aa eRe eases oe Later) ole ic comments 
1801... si) ee eee 106 CM162 
T802A- 1803 Acree eee A10836 CN152 or 
RN242 
R10837 CS121 
1804; 1805 see seals 4758P RS213 
R8488 RS213 
1806; . 2 eee ees R7236 RS215 
R8488 RS213 
R9237 CS131 
LSO7 cin sword netere cS AES Geer oh Neier cot tlceneh niet otc Ronen 


INSTALLATION INSTRUCTIONS 


Red to red, corresponding black to black, red 
to blue and brown, corresponding black to 
ellow. Red to green, corresponding black to 
bine and brown. Submit original unit. Check 
indy) number. 


Saad tubular. 


Red and blue to red, black to black, black to 
yellow. Suggestion only, submit original unit. 

Both red to red, black to black and black to 
yellow. Submit original unit. 

Suggestion only, submit original unit. Ck. surge. 

Red to pos. lug, black to can. 

Red to pos. lug, black to can. 

Red to pos. lug, black to can. 

See model 36. 


Red to red, black to black. Connect TS102 pos. 
to blue, neg. to black. Submit original unit. 


Red to red, black to black. Connect TS102 Pos. 
to blue, neg. to yellow. Submit original unit. 


Red to red, red to blue, black to black. Connect 
TS102 pos. to black, neg. to brown. Submit 
original unit. 


Red to red, red to blue, black to black. TS101 
pos. to black, neg. to brown. Submit original 
unit. 

See model 36. 

Red to Pore lug, black to can. Check surge. 

See model 1720. 

Red to red, corresponding black to black, blue to 
blue, other black to brown. Submit original © 
unit. 

See model 1700. 

See model 36. 

See model 1720. 

See model 1720. 

See model 1721. 

Two red to input of choke, one red to output of 
choke, black to chassis. Connect CS123 red 

~to 25Z5 cathode, black to chassis. Submit 
original unit. Connect TS101 pos. to cathode 
43 tube, neg. to chassis. 


These may be three separate 


See model 36. 
Red to red, black to black. Submit original unit. 


Suggestion only, submit original unit. 
See model 1720. : 

See model 1721. 

Red to pos., black to can. Submit original unit. 


See model 1731. 
Standard tubular. 


All red to pos. lug, black to can. Check surge. 

Red to pos. lug, black to can. Check surge. 

Red to pos. lug, black to can. Check surge. 
(These are suggestions only.) 

See model 36. 

See model 1743. 

Suggestion only, submit original units. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


See model 36. 

Suggestion only, submit original unit. 
See model 1720. 

See.model 1804. 

Suggestion only, submit original unit. 
See model 1802A. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94. 
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MALLORY Replacement Condensers 


MANUFACTURER Original 
AND MODEL Part 
SEARS-ROEBUCK— Continued. 
ese 4758P 
R8488 
Na eke 2 tee SU aad R7236 
R8488 
er ack FOE ON oe cae ee 
dee aa 4758P 
R8488 
eth Le 7236 
R8488 
R8217 
LE ee Pa Sees ACC 
CEE cap ee ee R10555. 
Teer oe. R8488 
ee R10546 
LCE So . 10086 © 
SO 1138 
9328 
UAH ere Rose as 8-4 Mfd 
= ES ee er 8-8-8 Mfd 
GR ee! R8313 
an rr R7236 
D4758P 
Oo 8-12 Mfd 
7070, 7071, 7072, 7073, 
oie Ree R8431 
7075, 7076, 7077, 7078 R8952 
MOSOMNODOA. sc ct. ees R8357 
7091, 7092, 7093, 7094 R8952 
+ On Colghe ba wie 70 
10 Mfd 
rt Eke ne 106 
eh hoo. a 1138 
le ee i R8488 
D4758P 
Gy sa 156 
TROT ty eety ai a 156 
307 
TCG ee ee 70 
EO) es ae R10264 
OS OLAL i ae 4758A or 
4758P 
SENTINEL RADIO CORP). 
Riedie 15, 16, 104.2... ... 5-15 Mfd 
WAG a... ee 16-8 Mfd 
BOR Aper ee oe, 8-8 Mfd 
Bi rr eee ee, 16-8 Mfd 
STO... ss 8-8 Mid 
Le Lae Ey Sa a 7078 
7051 
ee oo. ee 6-4-4 Mfd 
2 ar 8876 
VC og ri 9110 
OE, Fie os els kweed 8876 


Use 
Mallory 
Number 


RS213 
RS213 
RS215 
RS213 


RS213 
RS213 
RS215 
RS213 
CS130 


CN142 and 
TS101 


RS213 
CN142 and 
TS102 


CS131 or 
RS211 

CN152 or 
RN242 

TS101 


CM171 


CM165 


see ee wee eeee 


eee eee we wee ee 


CN152 or 
RN242 
RS213 
RS213 
CN151 or 
RN241 
CN151 or 
RN241 
TS101 


CN145 
CM172 


RS213 


MN273 
CN155 
CS133 or 
CM172 
CM175 
CS133 or 
CM172 
RS215 
RS213 
CN150 and 
CS132 
TS101 
CM171 
TS101 


INSTALLATION INSTRUCTIONS 


See model 36. 
See model 1804. 
See model 1720. 
See model 1804. 
See model 1806. 
See model 36. 
See model 1804. 
See model 1720. 
See model 1804. 
Suggestion only, submit original unit. 
See model 1806. 


Red to red, red to blue, black to black. Connect 
TS101 neg. to brown, pos. to black. 
See model 1804. 


Red to red, red to blue, black to black. Connect 
TS102 pos. to black, neg. to brown. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Tubular. 


Connect both red and blue together to pos., 
black to neg. 8, brown to neg. 4. Suggestion 
only, submit original unit. 

See model 1700. 

See model 1703. 

See model 1720. 

See model 36. 

Submit original unit. 


See model 1704. 

Red to red, black to black, red to blue, black to 
yellow, red to green, black to brown. Sugges- 
tion only, submit original unit. 

See model 1711. 

See model 7075. 

Two red to pos. 12 Mfd, one red to pos. 5 Mfd, 
black to chassis. Submit original unit. 

Tubular, (or TN111 if dual). 


Red to pos. of 5 and 16 Mfd, yellow to pos. 
5 Mfd. Black to neg. 5 Mfd, green to neg. of 
16 and 5 Mfd. Suggestion only, submit orig- 
inal unit. 


Suggestion only, submit original unit. 
See model 1804. 
See model 36. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Standard tubular. 


See model 7110. 
Both red to red, one black to green, other black 
to black. 


See model 36. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Red to pos. lug, black to neg. Check surge. 
Red to pos. lug, black to neg. Check surge. 


Suggestion only, submit original unit. 
Standard tubular. 
Suggestion only, submit original unit. 
Standard tubular. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS | 
SENTINEL—Continued. 
614, 5 Tube Superhet....} 9110 CM171 See model 513. 
550560; DON css careers 9355 CN145 Suggestion only, submit original unit. 
9328 TN110 Standard dual tubular. 
704099 sae cieicie cle aie Seem e 9442 UR182 Red to blue, yellow to red, green to green, black 
to black. Suggestion only, submit original 
unit. 
600, (602s. o cn a ss ca ed 9532 CN155 Suggestion only, submit original unit. 
9928 TN110 Standard tubular. 
OOS See eee a eee 9928 TN110 Standard tubular. 
1247 CN152 Suggestion only, submit original unit. 
0225623, G54. Gaon 8876 TS101 Standard tubular. 
9659 CN152 Red to red, red to red, black to black. 
LOZ03 L030), tea%. nee re sale 8876 TSILOL Standard tubular. 
9193 CN155 Suggestion only, submit original unit. 
1020A, 1030A, 1040...... 9739 RS215 Red to pos., black to neg. Check surge. 
9738 CM172 and 
TNII11 Suggestion only, submit original unit. 
ASOD Saee sic acces clevsisa.stitt. 9982 UR182 Red to blue, green to green, yellow to red, black 
to black, suggestion only. 
S000, S100c3... Noreen 9328 TN110 Standard dual tubular. 
9925 CS132 Suggestion only, submit original unit. 
DOOD rence ee a acetone 9328 TN110 Standard dual tubular. 
1188 CN152 Suggestion only, submit original unit. 
STOOS Dialed. ipaes tte 9659 CN152 Suggestion only, submit original unit. 
GLOLS GLO. arente eye sree yt cles seuanck cles ra os | kets ale aie See model 5000. 
6315;;6317; O32 <racic ene 9659 CN152 Suggestion only, submit original unit. 
1110 CS131 Suggestion only, submit original unit. 
(100; Choos TEN Cee ae 1291 RS201 Red to pos., black to neg. Check surge. 
SILVER KING—See Appel | Henderson. 
SILVER-MARSHALL, IN|C. 
SALE WP heen 8-12-4 Mfd | CN155 Suggestion only, submit original unit. 
SGANE (eat LER te ee 4-4-4. Mfd RN245 Suggestion only, submit original unit. 
37, 38, 39, Bearcat Midget); 8 Mfd RS213 Suggestion only, submit original unit. 
OBS RAS ee ee eee 13177 CS131 Suggestion only, submit original unit. 
13181 CS133 Suggestion only, submit original unit. 
6845) ihe oie Bee Pee: 13181 CS133 Suggestion only, submit original unit. 
13203 TS101 Standard tubular. 
TON Le oP eRe bE ae ce oats kare ete cee te See model 683. 
CLAD) Cir ok eee ee 2-2 Mfd CS121 Suggestion only, submit original unit. 
£267 “aler cree en bee 13120 CN1T55 14 Suggestion only, submit. original unit. 
421; wdrnte dates bee 13181 CS133 See model 683. 
Ce Cy Wie te ela ee Rimes 3162 CS135 Red to red, black to black. 
1285 Wet eee ee ee 8 Mfd CS123 Suggestion only, submit original unit. 
4 Mfd CS131 Suggestion only, submit original unit. 
12 Mfd CS135 Suggestion only, submit original unit. 
TOS NV ee eee errr 12 Mfd CS135 or 
RS215 Suggestion only, submit original unit. 
8 Mfd CS133 or 
RS213 Suggestion only, submit original unit. 
738SW Convertor....... 8-8 Mfd CN152 Suggestion only, submit original urt. 
139: 2.0. Bidets Renda era eee 8 Mfd CS133 Suggestion only, submit original unit. 
CRO cee See Es ee 13120 CN155 Suggestion only, submit original unit. 
Odie icc «le ete are 8 Mfd CS133 Suggestion only, submit original unit. 
ASOL; 4802, ssi eneccier P4514 CM175 Suggestion only, submit original unit. 
P4585 TN110 Standard dual tubular. 
DEP Pe a eENS A eSeS iOS 8-4-4 Mfd CN150 and 
CS133 Suggestion only, submit original unit. 
Bri oe Ser) ete ie eee ae 13181 CS133 Suggestion only, submit original unit. 
13177 CS131 Suggestion only, submit original unit. 
Geta VC) cane soar 13181 CS133 Red to red, black to black. 
LIGA Drege C3131 Red to green, black to yellow. 
Dy Ey Spedtnows sone 4-4-4 Mfd RN245 Suggestion only, submit original unit. 
Cee ee! Rete ahs Ad 13120 CN155 Suggestion only, submit original unit. 
SD oaSs aR cas teint eae 4-4. Mfd CN152 Suggestion only, submit original unit. 
8 Mfd RS213 or 
CS133 Suggestion only, submit original unit. 
OFS ie ere ae 13326 CS123 Suggestion only, submit original unit. 
O,Deluxens 4a ee eels 131 27, CS131 Red to green, black to yellow. 
3162 CS135 - Red to red, black to black. 
Re RT eer tah ee ae 154 Dee CS131 Red to green, black to yellow. 
3162 CS135 Red to red, black to black. 
13181 CS133 


Red to red, black to black. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94, 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
SILVER-MARSHALL—Co|ntinued. 
Ne Gate's 5% Pr OR. 13177 CS131 Red to green, black to yellow. 
3162 CS135 Red to red, black to black. 
13181 CS133 Red to red, black to black. 
13326 CS123 See model Q. 
Die IE POE Oa Sa 8 Mfd CS133 Suggestion only, submit original unit. 
12 Mfd CS135 Suggestion only, submit original unit. 
PoE K Gee? cians eo rr 4 Mfd TSI101 Standard tubular. 
8-8 Mfd CS133 or 
RS213 Suggestion only, submit original unit. 
TUNG eS ek 3s A a 8 Mfd CS133 or 
RS213 Suggestion only, submit original unit. 
12 Mfd CS135 or 
RS215 Suggestion only, submit original unit. 
SILVERTONE—See Sears-| Roebuck. 
SIMPLEX RADIO CO. 
US ey CRS 8-8 Mfd CN133 Suggestion only, submit original unit. 
Deer a kay ete Css 8-8 Mfd CS133 or 
RS213 Suggestion only, submit original unit. 
(iy 46 at 8-4 Mfd CM171 uggestion only, submit original unit. 
pee ere tres Pens eee i 8) 63 4 Mfd CS131 Suggestion only, submit original unit. 
Pe ER Se eke estes 8-4 Mfd CM171 Suggestion only, submit original unit. 
AB108 CM170 ees both red wires to red and each black to 
ac 
Pes see V OG. Bre le Pd os 6-10 Mfd CN152 Suggestion only, submit original unit. 
| oA Cec eo eR ge are 5 Mtd TS101 Standard tubular. 
Ub OR 8-4 Mfd CM171 Suggestion only, submit original unit. 
ERT ote aCenel'sc.s'+ ss 0 2 « AB108 CM170 Connect both reds together to red and each 
black to black. 
1s oy oat ie Gage 6-10 Mfd CN133 Suggestion only, submit original unit. 
5 Mfd TS101 Standard tubular. 
9: S'S) 4-20 Mfd CN145 Suggestion only, submit original unit. 
5 Mfd TS101 Standard tubular. 
ui he oe A 8-4-4 Mfd CM175 Suggestion only, submit original unit. 
Lg ws ne 4-4 Mfd CM170 Suggestion only, submit original unit. 
5 Mfd TSLOL Standard tubular. 
SUT Eee Bee ee ee es 4-20 Mfd CN145 See model U. 
SKY-ROVER RADIO 
DEY-HOVERY. Years: os. 8-4 Mfd CM171 Suggestion only, submit original unit. 
SONORA 
CL RR es PE 8-8 Mfd RN242 Suggestion only, submit original unit. 
TVG Vee 27 6 lead he ara 8 Mfd €S123 Suggestion only, submit original unit. 
8-8 Mfd RN242 Suggestion only, submit original unit. 
(0 Oe -galen = AL oe 8-8 Mfd RN242 Suggestion only, submit original unit. 
nS ool Sc a eS 8-4 Mfd CN151 Suggestion only, submit original unit. 
SGPBT eae tate. oth. 4-4 Mfd CM170 Suggestion only, submit original unit. 
SPARKS-WITHINGTON |CO. ee ) 
4 DW ic aes -5 M N151 Suggestion only, submit original unit. 
SS Savraltcd ssf cys oe 52307 MN273 No instructions needed. 
pL Rp ig oe eek gee ae B2748A MN273 No instructions needed. 
Ree okd eet eee 4-7 Mfd CM161 Suggestion only, submit original unit. 
Aen cA UL ok hata! 6 A8123-1 CS131 Red to red, black to black. 
A9019A CS133 Red to red, black to black. 
3 Mfd CS121 Suggestion ‘only, submit original unit. 
Ray prot iPe ee ae B2748A MN273 See model 10. — 
BRN te Tso eha se ss 5 Mfd CS132 Red to red, black to black. 
4-5 Mfd CN151 Suggestion ‘only, submit original unit. 
thik 42k she ee A6611A CS132 Red to red, black to black. 
A8123-1 CS131 Red to red, black to black. 
Oar. eens st), 8 '.| B2948 MN273 No instructions needed. 
POPoOwCOAIW thy. 20). 2% 0s’. 8 Mfd RS213 or 
C8133 Suggestion only, submit original unit. 
ECA Dol ts sae Pe 2 A6611A CS132 Red to red, black to black. 
A8123-1 CS131 Red to red, black to black. 
Rarer tec) sccrhaek BM, goo 8 A6884 RS213 or 
CS133 Suggestion only, submit original unit. 
Rae eemeeeeeer ee e's t's ev els A8907 CS121 Red to pos. lug, black to neg. lug. 
A9308 TS102 Standard tubular. 
Oar, MT Lie SP). web A10001 CN145 Red to pos 10, red to pos. 6, red to pos. 4, black 
to neg. lug 
Cin fe) Ue 8-8-8 Mfd RM265 Red to input of choke, blue and green to output, 
black and yellow to neg., brown to gnd. 
oN OAS 0] ey ee ee A11093-1 UR182 Yellow to yellow, red to red, black to green, 


green to black. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


Use - 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
oy Tage eens ees —Continued. 
Rs eee A8907 CS123 Red to pos., black to black. 
35 (Police); . care een 18-6 Mfd MN273 No instructions n F 
Chow ah coe See Eae B2748A MN273 See model 10. 

a7 AG DC eea oes A11093 UR182 See model 53. 

60SW Convertor........ 5-5 Mfd CN150 aoeeenen only, submit original unit. 

61,625. tee eae A9550 UR182 See model 53. 

65, ost 06;,.66 12. - fener A11093 UR182 See model 53. 

67, 8, 69 oie Ge cus sae eee ote A11224-1 CS121 Red to pos., black to neg. 

A11223 RN242 Red to red, black to chassis. 

TA; ZI Bgl. cou tee ee A9754 RM262 Connect blue and red together to red, black to 
black, brown to black. 

Theos ate ORE A10018 CS133 Red to pos., black to neg. 

A10118 CN151 Red to red, blue to yellow, black to black. 
fies ee SOP ee eee bet A8123 CS131 Red to red, black to black. 
A9019A CS133 Red to red, black to black. 
15 JF ret 5 ae ee a ere A9754 RM262 See model 71. 
SO ccc caret SC ee A10377 TS101 Standard tubular. 
A11223 RN242 Red to red, black to chassis. 
$1, 82: 220% SIGS 5 ee A10318 CS130 Red to pos., black to neg. 
83, 84, 85X, 86X, 104 A10377 TS101 Standard tubul ar. 
A11223 RN242 Red to red, black to chassis. 

Dads. sini achat OOM Miao A10277 CN142 Suggestion ‘only, submit original unit. 

ALONE RS BR Seis B2327 MN273 See model 9A. 

A420 ACH On paterson B2948 MN273 No instructions needed. 

ATDALATSAS RES Tae A8123 CSs131 Red to red, black to black. 

A9019A CS133 Red to red, black to black. 
oie 591595 000 2e seen B2327 MN273 See model 9A. 
TE RE AE. PERLE ARE ER BE Ss ee ee eee See model 67. 
q3T7AG ee Cee B2948 MN273 No instructions needed. 
OSL. 2 ee ae. B2327 MN273 See model 9A. 
SPARTON—See Sparks-Wil|thington 
STAR 

062 i. Bae eae 4 Mfd TS101 Standard tubular. 

i) ORS amr Ans Sorc 81021C TNII11 Standard dual tubular. 

81028 CN152 Suggestion only, submit original unit. 
STEINITE RADIO CO 

420... fake See, 8-8 Mfd CN152 Suggestion only, submit original unit. 

0 WA Dp nena tater arin cnte 8-8-8 Mfd CN155 Suggestion only, submit original unit. 

7, Wide, SREB Raia Ghs Morten 8-8 Mfd CN152 Suggestion only, submit original unit. 

ADS oo De ition Oe ORE 8-8-8 Mfd CN155 Suggestion only, submit original unit. 

450 «0. et GE. lias oe ae 8-8 Mfd CN152 Suggestion only, submit original unit. 

6423. Fae ee 8-2-4 Mfd CN151 Suggestion only, submit original unit. 

100 Fg aE ee ee 8-8 Mfd CN152 Suggestion only, submit original unit. 

TOL, ers ioe eae Oe Ce 8-8 Mfd CM172 Suggestion only, submit original unit. 

40D, 1063 125 ee eae 8-2-4 Mfd CN151 Suggestion only, submit original unit. 

STERLING MFG. CO. 
SA... PRES PS ee 7350 RS8213 Suggestion only, submit original unit. 

4 ad lees a's. «Seis rete s CLE 5485 RS213 or 

CS133 Suggestion only, submit original unit. 

As bo OR oe 4 Mfd CS121 Suggestion only, submit original unit. 
Mo N,. PS Ocoee eee 8237 CS131 Suggestion only, submit original unit. 
8238 CS133 Suggestion only, submit original unit. 

VAL. ek Be a 8585 CS133 Suggestion only, submit original unit. 

8573 CS133 Suggestion only, submit original unit. 
STEWART WARNER CO Je 

0200, 0201 00s eee 0 Mfd TS101 Standard tubular. 

10; 20 i5, be 31698 TN110 Standard dual tubular. 

RIOLARIOL BRS. .3.ee 67264 RS211 Red to pos. lug, black to chassis. 

67265 RS211 Red to pos. fae black to trans. center tap. 
Check surge. If over 520 volts use WE447. 
R102A, B, E; R104A, B, E} 67328 RS213 Red to pos. lug, black to neg. Check surge. 
R103 453.553 oe ee 81347 RS213 or 
WE847 = |Check surge if RS213 is used. 
67328 RS213 See model R102A. 

R106. 3ss3:003 ee eee 67328 RS213 See model R102A. 

LOSS LOS Xt. doo ee 81678 CN140 Red to cathode of 12Z3, the other red to output 
of filter choke, black to AC switch. Submit 
criginal unit. 

RI09:€1090-1099) , RP1OK (eS US4 Tee ete nese eee See model R105. 

81901 CS123 Red to pos., black to neg. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94. 
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MALLORY Replacement Condensers 


MANUFACTURER Original 
AND MODEL Part INSTALLATION INSTRUCTIONS 
STEWART WARNER—Co|ntinued. 
OV BE a 81959S 
Red to red, corresponding black to green, red to 
blue, corresponding black to green, red to blue, 
corresponding black to black. Note—UR182 
is 154” wide and original is 13%” wide. If 
UR182 fits connect yellow to red, green to 
green, red to blue, black to black. 
Oe eee 83111 
Red to red, red to red, black to black. Connect 
TNII11 pos. to green, pos. to green, neg. to 
black. 
Gd 81959S See model R111. 
a ee 83613 


Red to pos. lug, black to chassis. One red to each 
side of field, black to chassis. Suggestion only, 
submit original unit. 

R117 (1171, 1172), R118 


(1181, 1182, 1183)..... 83734 Both red to cathode of 84 tube, one black to 
chassis, other black to ungrounded side of 
filter choke. 

83803 Standard tubular. 
EON Poe ote cb 3 6s oo 67328 See model R102A. 
81347 See model R105. 
83537 Standard tubular. 
Srl 2a ted 239) ins. Sant 83960 Red to pos. lug, black to neg. Check surge. 
83962 CS133 and 
TS101 Red to pos., black to neg. Connect TS101 to 
41 cathode and ground. 
251-1259)... 2s es 84192 or RS215 or 
84193 RN242 Red to pos. lug, black to neg. Connect RN242 
é both red to pos. lug, black to neg. 
R126 (1261-1269)........ 84286 RN241 Red to pos. 8 Mfd, blue to pos. 2 Mfd, black 
to can. 
84288 RS215 or 
WE1647 |Red to pos. lug, black to neg. Check surge, or 
use wet electrolytic. 
LEU 77 a toe IS pla 0 ee er ee ee | See model R125. 
US) DES Cs A a ee a | See model R125. 
ULE le 27 as Agee 83803 TS101 Standard tubular. 
84829 CM172 Both red to cathode of 84 tube, one black to 


chassis, other black to ungrounded side of 
filter choke. Suggestion only, submit original 
unit. 


ee ee ere 8-8-8 Mfd RS213 or 

CS133 Suggestion only, submit original unit. 
STRATFIELD—See Electri|cal Specialties} Export Co. 
STROMBERG-CARLSON| TEL. MFG. |CO. 


Ro TAULOOME otk. Sos P23538 CN155 Suggestion only, submit original unit. 
EM cin cic in oS os dss 22701 CN155 Suggestion only, submit original unit. 
SET on cree 8-8-4 Mfd CN152 and 


CS131 Install in original can. Suggestoin only, submit 
original unit. 


OU mesa ee Pals P24190 RN245 Red to red, red to yellow, red to plain, black neg. 
P24207 TS106 Standard tubular. 
Cy ins Coes a Oe P23969 CS135 and 
CM172_ |Suggestion only, submit original unit. 

Soe ee oe sso oc 24580 CS133 Suggestion only, submit original unit. 

‘SUS oy Gee 24567 RN242 Red to red, black to black. 
STUDEBAKER LABS. 

SHA ee. EC: er P106 CN152 Suggestion only, submit original unit. 
SUPERTONE PRODUCTS). 

PRIDETOEU a eo els eee: 8-16 Mfd CS133 and 


CN135 Suggestion only, submit original unit. 
SYNCHROPHASE—See A./H. Grebe. 


L’TATRO PRODUCTS CO|RP. 


AK54, AM54, K54, M54, 
NH 


eee See eoe. Sie. 10 Mfd TS101 Standard tubular. 
EWEN Ae So Sees ss oe 17846 C8126 Suggestion only, submit original unit. 
17792 CS133 Suggestion only, submit original unit. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


MANUFACTURER 
AND MODEL 


L’°’TATRO—Continued. 
L74, N 


AC80, 81, 90, 90A, 91....| 8 Mfd 
100A: (Aute) VPs. fo. BSS P4767 
25-94, AC94, AC160, 
25= 160 Se oe 8 Mfd 
AC300 2 ee oe Sees 6-8 Mfd 
A C320 co ts can ee 8-4 Mfd 
AG340\ AG360 22 in oe P4514 
AG420. e wasak ees 12-2-8 Mfd 
AO Ap aoe ce ee P4632 
P4717 
P4633 
AAD TRL RS eS ee P4709 
BOOST ee SER See Se P4737 
ALO, 402 Oe eee ee ee P4443 
P4724 
ABO... PO, ie ane P4585 
P4514 
MOO SS AUG We get axle cate tee P4961 
“G20 Call eee oe 9659 
1109 
TC30. SFeF FRPaeeRe Tes 50090 
TCA0R SE aan eee ie 4-4 Mfd 
5 Mfd 
TCSOR ES eines wince ee 6-6 Mfd 
928 
TC52. 2168 See. Cae 1295 
928 
C60 oo eee pee cee TCGI1018 
TCGI1019 
TCG1020 
TRANSITONE—See Philco]. 
TRAV-LER RADIO & TE/|LEVISION. 
Ub aaa RE te eee 8-8 Mfd 
Dele’. one bis Oa eae 4-2 Mfd 
SG-DCHA Re a 8-8 Mfd 
TROY 
AD oot et ee eee 4 Mfd 
46.0, ae ae 4-4 Mfd 
FO. URI ee ee ee 4 Mfd 
SA ees A, Li ee oe 8 Mfd 
51 ee EN RR cae a Fe F Sieve 4-4 Mfd 
BA an Ae ee Le ete eae 8-8 Mfd 
A\Tube: TT. RAE bo etaee 4 Mfd 


Part 


TRUETONE—See Western |Auto Supply. 


RS213 
CM172 


RS213 
CS133 
CM171 
CS133 and 
CS135 
CS126 and 
CM161 
CS126 
CS126 
CSs121 


UR182 


CN152 and 
CM172 


CMI171 


INSTALLATION INSTRUCTIONS 


See model L54. 

See model L54. 

Available on special order, Part No. MA18369. 
See model L54. 

See model L54. 

See model L54. 

Available on special order No. MA18368D. 
Suggestion only, submit original unit. 

Available on special order, No. MA18369. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Connect reds together to red, black to black. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Red to pos., black to neg. 
Red to pos., black to neg. 
Red to pos., black to neg. 


Yellow to green, red to red and green, black to 
blue, green to black. 


Black of CM172 to green, one red and other 
black to blue, remaining red to red, both reds 
of CN152 to red and both blacks to black. 

Both red and blue to red, black of blue section 
to black, remaining black to yellow. Sugges- 
tion only. 

Standard tubular. 


Standard dual tubular. 

See model 340. 

Both red and blue to red, black of blue section 
to black, remaining biack to yellow. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Suggestion only, submit original unit. 

Standard tubular. 

Suggestion only, submit original unit. 

Standard tubular. 

Suggestion only, submit original unit. 

Standard tubular. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Standard dual tubular. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
THE TURNER CO. 
DELO reese. ht. 8-8 Mfd CN152 or 
RN242 Suggestion only, submit original unit. 
SF E221) yeti 1G al Se 8-18 Mfd CS133 Suggestion only, submit original unit. 
25 Mfd TS102 Standard tubular. 
UNITED AMERICAN BO ster CORP. | (Bosch) 
ae FUSSY FON Oe eas Atle « 8-4 Mfd CM171 Suggestion only, submit original unit. 
Site Bete OM ae ee eae a SA102553 CM170 Suggestion only, submit original unit. 
US oe, | ee ne 8-8-4 Mfd CN152 and 
CS131 Suggestion only, submit original unit. May be 
separate units. 
A, CEPOL ELT. Slee vedas 8-4 Mfd CM171 Suggestion only, submit original unit. 
8 Mfd CS123 Suggestion only, submit original unit. 
DVRS ACG ses a 8-8-4 Mfd CN152 and 
CS131 Suggestion only, submit original unit. Note— 
If both 8 Mfd units were in parallel, then sub- 
stitute CS135 for CN152. 
Ti WER Aly 106878 CN152 Red to red, red to red, black to black. 
105741 TSI101 Standard tubular. 
On, ovr. G0, 61, .25.... K1271P CM172 Both red to center lug, one black to neg. 10 Mfd, 
other black to neg 6 Mfd 
SEM Ee RIES 5 5 oie 3's 4 Mfd CS121 Suggestion only, submit je unit. 
Otte Mois 9 ease ss SA106536 CM172 See model 60. 
DS ee oe ar SA103037 CS123 Red to pos., black to neg. 
4 Mfd CS131 Red to pos., black to neg. (Advise part number.) 
Rey pes sete rd i SI Goad ow a SA105237 RM261 and 
TS102 Red to green, blue to red, black to black, brown 
to can. Connect TS102 pos. to can, neg. to 
black lead. 
WN Se 5 Mfd TSI101 Standard tubular. 
4 Mfd CS131 Suggestion only, submit original unit. 
UPB de abn spies ee SAL Oo2S Caml: ete sae ene See model 117. 
ety PERS Ss, tei ol ses ane azsielate sofas septate Gane See model 119. 
TS Gee Se ere eee 8-8 Mfd CN152 Suggestion only, submit original unit. 
10 Mfd TSI101 Standard tubular. 
ee MN ect. 17. 2.) vc <6 od c.oce ve asel| <ltals gaebeinrehe See model 119. 
POOsC hand :2) Tei ees é.).°. SA104614 CS123 Red to red, black to black. 
SA105356 CN152 Red to red, red to red, black to black. 
SGGacnias eid isk. uo... SA105456 CN152 See model 150. 
200, 201, 205, 205A, 206..| 4 Mfd CS131 Red a ha black to blue. (Advise part 
number. 
Pe Se iain ak pie bos. ae + 8-8-4 Mfd CM151 and 
CS123 Suggestion only, submit original unit. 
Same Cad re <4 « 4.0 tilene «6 SA103595 CN150 and 


CN151 Red to blue, red to brown, black to yellow. Con- 
nect CN151 red to red, blue to green, black to 
black. Check surge. Mount in original can. 

250, 251, 260, 261.......]| SA103950 CN152 and 

CN150 Red to red, red to white, black to black. Check 
surge. Connect CN150 red to blue, red to 
brown, black to yellow. Install in original can. 

5 ee or 8-4 Mfd CM171 Suggestion only, submit original unit. 
“Tg OE Che SA105165 CM171 and 

TS102 Red to green, corresponding black to black, blue 
to red, black to yellow. Connect TS102 pos. 
to yellow, neg. to black. 


PURI PPA eS ots... 103037 CS123 Red to pos., black to neg. 
104422 CN152 and 
CS131 Suggestion only, submit original unit. 
wir 80) a2 i SA103740 CN150 and 


CS133 Red to blue, red to brown, black to black. 
CS133 red to red, black to black. Check surge. 
Install in original can. 


ER ee oe 8-6 Mfd CM172 Suggestion only, submit original unit. 
SIP bo er 106340 CM172 and 

TS102 Suggestion only, submit original unit. 
SaahSnGRED eME IR WENGlaid sso s's's 105700 RM257 and 


TS101 Red to pos. 12 Mfd, blue to pos. 8 Mfd, green 
to pos. 4 Mfd. All black leads to neutral neg. 
line. Submit original unit. Connect TS101 
across 43 bias resistor. 

Vise 464 ae 12-8-20 Mfd} RM261 and 

TS102 See model 117. Note—Believe this is part No. 

SA105237. Advise if correct. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
UNITED AMERICAN BO|SCH — Conti|nued. 
S70 oo ese Cane Ape nee SA105817 RN242 Red to red, red to red, black to black. Check 
surge. | 
SA105818 CN155 and 
TS102 Red to red, red to yellow, red to green, black to 
black. Check surge. Connect TS102 pos. to 
brown, neg. to black. 
STO ec wo ak Greta he eee SA107029 RN231 Red to red, Hite to blue, black to chassis. Use 
: terminal connector. 

B02 Sich eva oe tears: SA105722 CN145, Connect CN145 red to 4 Mfd, red to 8 Mfd, red 
CS121 to 12 Mfd, black to neg. Connect CS121 be- 
and neath chassis, red to 12 Mfd, black to neg. 
TS105 TS105 replaces 5 Mfd 50 volt section. Sug- 

gestion only, submit original unit. 

420 AZL irae cicterorere ee eae SA107288 CN152 and 
TS102 Red to red, red to green, black to can. Check 

surge. Use terminal connector. 

440, 440C, 440T, 441C, 

441T, 444C, 444T, 460, 

460A, 460B, 460R, 461A, 

461B, 461R...........| SA106665 RM261 and 

TS102 Red to speaker plug, black to trans. center tap, 
blue to speaker plug or high side of voltage 
divider, brown to chassis. Use terminal con- 
nector. Connect TS102 pos. to chassis, neg. to 
trans. center tap. Suggestion only, submit 
original unit. 
107239 RS213 Red to pos. lug, black to chassis. 

480, 480-2, 481..........| SA107510 RN245 Red to red lug, red to plain lug, red to plain lug, 
black to can. Use terminal connector. Submit 
original unit. 

107516 BN226 Use one lug only for pos., neg. is grounded. 
500 eeoeoeee eer eeeeesrereee 4-16-4-5 CN140, 
Mfd CS126 and 
TS101 Suggestion only, submit original unit. 
50LAG-DG,.50225.0 0s orla eres ie eee eet eee crake See model 402. 
ODS Rese crsce shaicieie eenchete shore 106487 CM172 and 
TS102 Connect one red lead to each side of the speaker 
field, a black lead to each side of the 400 ohm 
bias resistor for 43 tube. TS102 pos. to 
cathode of 43 tube, neg. to the other side of 
bias resistor. Suggestion only, submit original 
unit. 
UNITED MOTORS SERY|ICE (Delco) 4 

2035... TR ee re 4 Mtd CS131 Suggestion only, submit original unit. 

4036) DOP eee eee 8-8 Mfd CN152 Red to pos., black to neg. 

A037 SPIER Ok Se ees 8-8 Mfd CN142 Red to pos., black to neg. 

4 Mfd TS101 Standard tubular. 

A038 hie. SS HONE ee 8-8 Mfd CN152 Suggestion only, submit original unit. 

4048 5 IR SRG fo bre GE chosen: 4-4-12 Mfd | CS125 and ’ 
CM160 |Red of CS125 to power cathode of 25Z5 and 

black to neg. of line. One red of CM160 to 
red of CS125, corresponding black to neg., 
other red to speaker field, corresponding black 
to neg. of line. 

4049, 4050 sisic) sine oo. < piotesere 12-12-8 Mfd| Use two 
C8135 and 
one TS101|Blacks of CS135 to chassis. Reds to pos. Con- 

nect TS101 pos. to 43 cathode, neg. to chassis. 
Suggestion only, submit original unit. 
AOS LS caries here eae 12-12 Mfd Use two 
C8135 Suggestion only, submit original unit. 
6 Mfd TS106 Standard tubular. 
4052. ..... cecal Doin Gs 8-25-16 Mfd}| UR182 Suggestion only, submit original unit. 
6 Mfd TS101 Standard tubular. 
4053; 4053 Aeteeee see 12-8-8-8 CN155 and 
Mfd CN152 Suggestion only, submit original unit. 


U.S. RADIO & TELEVISI|ON CORP. (|Apex-Radiotr|ope) 
1 UR182 


Apex 528-238. «ain oie 620 

59, Wo SRO amie OG Cacia 8-8 Mfd 

CA Poe AE. alee eee 3366 
3529 


Yellow to red, red to blue, green to green, black 


to black. 
RN242 or 
CN152 Suggestion only, submit original unit. 
CS131 Suggestion only, submit original unit. 
CS131 Suggestion only, submit original unit. 


MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
U. S. RADIO— Continued. 
Thy cea s Ras ene ae t's 8 Mfd RS213 or 
CS133 Suggestion only, submit original unit. 
De ea eee ee cose 2803 C8133: Red to pos., black to neg. 
2852 C8123 Red to pos., black to neg. 
OSE h hy Ca ioe 8 Mfd RS213 or 
CS133 Suggestion only, submit original unit. 
Ua | Me oN eee 2803 CS133 Red to pos., black to neg. 
2852 CS123 Red to pos., black to neg. 
2719 CS123 Red to pos., black to neg. 
| ea a ee a ee 8 Mfd RS213 or 
CS133 Suggestion only, submit original unit. 
4 Mfd RS211 or 
CS131 Suggestion only, submit original unit. 
od eS 3 ie) 8 Mfd RS213 or 
CS133 Suggestion only, submit original unit. 
4 Mfd TS101 Standard tubular. 
ras oe 8-8 Mfd RN242 or 
CN152 Suggestion only, submit original unit. 
SOMCOL Ee ree ets. a's 2678 RN242 Red to pos., black to neg. 
BALE gered ves'e wae. 8-8 Mfd RN242 or 
CN152 Suggestion only, submit original unit. 
BAU oi icc 0. GAD Eee 8 Mfd RS213 or 
CS133 Suggestion only, submit original unit. 
ADextol--d LR, O20 03.5 8 Mfd RS213 or 
CSI33 Suggestion only, submit original unit. 
TRL OS 2 re 4 Mfd TS105 Standard tubular. 
ORI CIM Shee lease 4-8 Mfd RN241 or 
CNI51 Suggestion only, submit original unit. 
112A (SW Converter), 
es eo -2 Mfd CN150 Suggestion only, submit original unit. 
ee oes og oro o's | Aiare’s » eves cee ade o cic beleinw ee’ See model 12. 
RD ert rein gee ielelecel ele 6 8-8 Mfd RN242 or 
CN152 Suggestion only, submit original unit. 
HV cls ol Se 8 Mfd RS213 or 
Cs133 Suggestion only, submit original unit. 
OGL OO Te eo aie vice ss 8-8-8 Mfd RS213 or 
CS133 Suggestion only, submit original unit. 
8-8 Mfd CS123 and 
TS106 Suggestion only, submit original unit. 
Ee ee ae 8-8 Mfd CN152 Suggestion only, submit original unit. 
4 Mfd CS131 Suggestion only, submit original unit. 
PM BUDO sit os ose oes 8-8 Mfd CN152 Suggestion only, submit original unit. 
SiC GO Madeahe eRe cies aU aKe votes 8-8 Mfd CN152 Suggestion only, submit original unit. 
4 Mfd CS131 Suggestion only, submit original unit. 
BSD Deere tuitions ov Sietele os 6201 UR182 See model 5. 
VICTOR—See RCA Victor. 
VIKING—See Ozarka. 
WARE MFG. CO. 
BiB2; Bantams... .... 14-2 Mfd CN155 Suggestion only, submit original unit. 
| Oe 2-4-8 Mfd MN275 Suggestion only, submit original unit. 
BBB ee reo BSt... oe. 8-8 Mfd RS213 or 
CS133 Suggestion only, submit original unit. 
Bias yet goo... 2-4-8 Mfd MN275 Suggestion only, submit original unit. 
WEBSTER ELECTRICAL al 
VES Os CS133 or 
RS213 Suggestion only, submit original unit. 
Ee aD 8-8 Mfd CN152 or 
RN242 Suggestion only, submit original unit. 
20-4 Mfd TS102 and , 
TSI101 Standard tubular. 
B53, R79, WR85, K358A, 
OO ar -8-8 Mfd CN155 or 
RN245 Suggestion only, submit original unit. 
WELLS GARDNER & CO. emer rs Truetone) 
OCOASeRem ety isk Listers. ok 80968 CS121 Red to pos., black to neg. 
TODS ee P80990 RS215 Red to pos. lug, black to chassis. 
P81000 CN151 Red to low voltage side of field, blue to primary 


of push pull transformer, black to chassis. 
Submit original unit. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


MANUFACTURER 
AND MODEL 


Original 
Part 


WELLS GARDNER—Contjinued. 
0c 


66S 6 Ce OBKO OHSS Ce ool eS 


002. is o5rs vv 8 5s aia 


O2A, OZAAss inches 


2 


O52 |, «alin aeiteaeles 1am 


062, 062A.scchaneyn see 


P81039 
P81018 


80878C 
80896E 


P80984 


P80944 
80878C 
80936C 
P80944E 


80968 
P80939 
P80937A 


P80990 
P80916 


8 Mfd 
80924 


P81056 


P81058 
P82000 
P81039A 


P80968 
P81016 


81021C 
81028 


P81014 


P80916 or 
P81043 

P81032 or 
P81042 


Use 
Mallory 
Number 


RN242 
CS123 and 
CN150 


CS121 
CN150 and 
CS133 


CN155 and 
CM162 


UR182 
CS121 
TS101 
CN145 and 
CS126 


CS121 
CN155 
CN140 


RS215 
RS213 


WE847 
CN151 


CS$121 


CM172 
TS106 
CS121 


CS121 
CS121 
CN151 
RN242 


TS102 


ee ee a ee ae ee ee rr ee ee ow a ee a de Gh A ee 


WE1247 
WE1247 


INSTALLATION INSTRUCTIONS 


Both red to pos. lug, black to chassis. 


Red to output side of speaker field, black to 
chassis. Connect CN150 red to primary of 
push pull transformer, other red to screen of 
first detector. Submit original unit. 

Red to pos. lug, black to neg. lug. 


Red to red, red to yellow, black to green. Con- 
nect CS123 red to brown, black to blue. 


Two red to lug 3, one red to lug 4, black to lug 1. 
Connect CM162 one red to lug 5, correspond- 
ing black to lug 1, other red to lug. 6, other 
black to lug. 2. Note — Strap one unit on 
top of the other and use terminal connectors. 
(CN142 may be used in place of CM162 if lug 
2 is grounded to chassis on the original.) 

Yellow to yellow field, red to cathode used for 
plate power, green to black field, black to 
ground. 

Red to pos., black to neg. 

Standard tubular. 


Mount side by side. Connect CNi45 one red to 
red, two red to blue, black to green. Connect 
CS126 red to blue, black to black. 

Red to pos., black to neg. Submit original unit. 

Two red to terminal between RF and AF choke, 
olhier ved to high voltage side of load relay, 
black to chassis. Submit original unit. 

Red to pos. lug, red to pos. lug, black to chassis. 


Red to pos., black to neg., (not to chassis). 

Red to pos., black to neg. Submit original unit. 
Check surge. 

Wet electrolytic. 

Red to pos. 8 Mfd lug,. blue to pos 4 Mfd lug, 
black to chassis. Check surge.- Note—80915 
was used in some chassis and information is 
requested. 

Red to pos., black to neg. Suggestion only, 
submit original unit. Note—Red goes to 
chassis in this case. 

Suggestion only, submit original unit. Ck. surge. 

Standard tubular. 

Red to pos., black to neg. Suggestion only, 
submit original unit. 

Suggestion only, submit original unit. 

See model 05A. 

Red to screen of first RF tube, blue to screen of 
first detector, black to chassis. Submit orig- 
inal unit. 

Both red to pos. lug, black to center tap of 
power transformer. Check surge. 

Standard tubular. Note—If voltage is too high 
for TS102, then use two TS106. 

Both red to pos. lug, black to chassis. Check 
surge. 

See model 05A. 

See model 06A. 

Both red to rect. cathode, one black to chassis. 
other black to center tap of power transformer. 
Suggestion only, submit original unit. 

Tubular replacing carton (dual). 

Red to cathode of 84 rect., other red to output 
side of first choke, black to chassis. Check 
surge. 


Mount side by side. Connect both red to pos. 
terminal from dynamotor, one black to chassis, 
other black to neg. terminal of dynamotor. 

Wet electrolytic. 


Wet electrolytic. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94, 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number INSTALLATION INSTRUCTIONS 
WELLS GARDNER—Contjinued. 
Ja) thes bee ela een P82001 CN141 Suggestion only, submit original unit. 
ee ON aa eh a ee P80878C. CS121 See model 05A. 
P80896E CN150 and 
CS133 See model 002. Note—For 25 cycle substitute 
CN152 for CN150. 
CREE ois Aone P80878C CSs121 See model 05A. 

P80196 RS213 Red to pos. lug, black to center tap of power 
transformer. Suggestion only, submit original 
unit. (Part number questionable.) 

Us ie P80923A CN155 Two red to pos. 12 lug, one red to pos. 4 lug, 
black to neg. lug. 

P80873 CS131 Red to pos., black to neg. 

P80878C CS121 See model 05A. 

LN Spi ee ae P80894B CM172 Both red to rect. filament, one black to chassis, 
other black to neg. of power trans. 

P80891B CS121 Red to screen grid, black to chassis. 

MOLL VOR Nl ews dS P80956 CM162 and 
TS102 Suggestion only, submit original unit. 
WESTERN AUTO SUPPLY CO. (Truet/one, Wells Ga|rdner) 
SEE reartee eo) art. al ain ce ooh ol Pama. goa pee See Wells Gardner 062. 
(OU ce MAGS Aulee Reed (eae ire See Wells Gardner 6U. 
CNA LES ho (PSOOSG i retitiee on ae a See Wells Gardner V6Z1. 
WESTINGHOUSE ELEC. |\& MFG. CO 
Thi 8 Ue pcre eek a Core i LORRY ERS) (OE TERY OAT IRS OPES See Victor 48. 
eRe EMM ae chicas Ace oy oe chee el eats 2 See Victor R80. 
nen ee Dre Low GAs ob bu etnies « See Victor R82. 
“eT R ae Sot Fes 2 St) A (i a See Victor R86 
Se eae es. 5 3 onststt Tig fab Metts bots bee web See Victor T5. 
TO AV ERIOA ores... 20 Spar ny A Ra eter Meu ee = See RCA 7, 7A. 
Ne VER 5 CL 5c Uo enti oi 0 58 eae re See RCA 7, 7A. 
DS eb ed (ee Le a see See Victor R11. 
WESTINGHOUSE ELEC. |SUPPLY 
RSE Oh Oe og a a rr 8-4 Mfd CM171 Suggestion only, submit original unit. 
VIELE Le eRe REE ve tele, ole ee ws 8-16-4 Mfd | UR182 Red Wy Bet yellow to blue, green to green, black 
to black. 
MUIR 2 os ae 8-8 Mfd CM172 Suggestion only, submit original unit. 
Wi Puasa Roa ek. W R06665 CM172 and 
TS102 Suggestion only, submit original unit. 
Vii pn he SC123 CN152 Suggestion only, submit original unit. 

5 Mfd TS101 Standard tubular. 

ULE CS W R06558 CM172 Suggestion only, submit original unit. 
a) ie LE ee 8-8 Mfd CM172 Suggestion only, submit original unit. 
\Wud RBA 00 2100 a 8-4-20-8 CM175 and 

Mfd CM172 ~ |Suggestion only, submit original unit. 
eS ns ve Ge 07510 RN241 Suggestion only, submit original unit. 

07516 RN242 Suggestion only, submit original unit. 


1 BARS Ag 2 


8 Mfd 
4 Mfd 


P80944 


P8087C 
P80936C 
271 

533 


ee 


271 


533 
4-4-8 Mfd 


496 
4-4-8 Mfd 


4-4-4 Mfd 
8-4 Mfd 


928 


CN151 and 
CS131 

CS131 

CN151 and 
CS131 


Dis Bye) aoe dye ©8088 


No instructions needed. 


Suggestion only, submit original unit. 

Yellow to yellow, green to black, red to red, 
black to chassis. 

Red to pos., black to chassis. 

Standard tubular. 

Suggestion only, submit original unit. 


Suggestion only, submit original unit. Ck. surge. 


Red to pos., black to neg. 
Suggestion only, submit original unit. Ck. surge. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 


Suggestion only, submit original unit. 
Submit original unit. 


Suggestion only, submit original unit. 
Standard tubular. 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


INSTALLATION INSTRUCTIONS 


Standard tubular. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Standard tubular. 
Standard tubular. 


Red of CM160 to green, corresponding black to 
yellow, other red to blue, black to brown, red 
of CS126 to red, black to black. 

Standard tubular. 

See model 3D5. 


See model 3PA666. 

Suggestion only, submit original unit. 
Standard tubular. 

Standard tubular. 


Suggestion only, submit original unit. 

Standard tubular. 

Red to red, red to blue, black to black. Sugges- 
tion only. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Standard tubular. 


Suggestion only, submit original unit. 
Standard tubular. 


Red of CS126 to red, black to black. 


CS125 and|Red of CS125 to blue, black to black. 


Pos. of TS101 to yellow, neg. to black. 


Red to pos. 8, red to pos. 8, black to neg. 
Pos. of ‘TS101 to pos. 10, neg. to neg. 


Suggestion only, submit original unit. 
Standard tubular. 


Suggestion only, submit original unit. 
Standard tubular. 


See model SU5. 
Standard tubular. 


Red to red, blue to blue, black to black. Pos. of 
TS101 to yellow, neg. to black. 

Suggestion only, submit original unit. 

Red to pos., black to neg. 

Standard tubular. 

Suggestion only, submit original unit. 

Standard tubular. 

Suggestion only, submit original unit. 

See model SA5. 


Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Suggestion only, submit original unit. 
Standard tubular. 


See model SA5. r 
Suggestion only, submit original unit. 
Standard tubular. 

Suggestion only, submit original unit. 
Standard tubular. 

Suggestion only, submit original unit. 
Standard tubular. 


See model P5. 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number 
WILCOX -GA Y— Continued. 
355, 3K S656. tee See 928 TS102 
965 CN155 
3K Deo. ees oe aaeeees 4-4-10 Mfd | CN155 
25 Mfd TS102 
SPAG6O0 53 owe soe ee 928 TS102 
1085 CM160 an 
CS126 
3955-060: aide cite opraes aiekes 928 TS102 
496 CS131 
1085 CM160 and 
CS126 
ep hoa cca co ae eae 4-4 Mfd CM160 
25 Mfd TS102 
3 19-00.5 cca sees Saree 928 TS102 
SVGSS VAG. ace cee 4-4 Mfd CM160 
25 Mfd TS102 
ARG 3s. eee ea oe eee 1327 CN142 
4C5, 4CB5, 4CA5, 4CD5.| 4-8-25 Mfd ee? and 
102 
4-D-10;4DB10_. :.... eee 8-8 Mfd CNI151 
4EG neste ee ee 4-4 Mfd CM160 
25 Mfd TS102 
THE RUDOLPH WURLIT)|ZER CO.—Allso see All Am|erican Mohawk Corp. 
C4) M4 Se ee oe 16-8-4 Mfd | CN141 and 
CS126 
10 Mfd TSIO01 
Sa ee Sed eee este eee Y3764RA CS126, 
TSI101 
SAS 2 Lee eee eee ae Y3715RA RN242 and 
TSLOL 
SUS! Soe cos he eee ~.| 12-16 Mfd CS126 and 
CS125 
10 Mfd TSILO1 
SAG: ..Grss See nee 8-8 Mfd RN242 
10 Mfd TSIO1 
U5S0:. . 2 eee, ee 12-16 Mfd CS126 and 
CS125 
10 Mfd TSLO1 
AGO.) ce eee ee Y3773RA CN141 and 
TS101 
BBO: Ss ceed ae eee 8 Mfd CS123 
SASIAS sere s Se 8 Mfd RS213 
10 Mfd TSIO1 
SA120. . 2) 356e. 2. See 8 Mfd RS213 
5 Mfd TSIO01 
SA133 . Jide Jesse 8 Mfd RS213 
450) 23. eee Re See WSZISRA Wiles... fs eee 
ADS SS P553 soos ee 18 Mfd WE1847 or 
RN242 
8 Mfd RS213 
4-8 Mfd CNI51 
Y4681RA TSI01 
B54 ee Soe YSTISRA: “1 3ce os. ee 
S| ee 6-8 Mfd CM162 
10 Mfd TSIO0L1 
10, 471258629232 8-8 Mfd RN242 or 
CN152 
10 Mfd TSI101 
ASO 22S Se ra eee 8-12 Mfd CS133 and 
CS135 
10 Mfd TSLOL1 
0500 . 22 eee ae Y3764RA 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94, 
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_ ZENITH RADIO CORP. 
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MALLORY Replacement Condensers 


MANUFACTURER. 
AND MODEL 


5 Tube Zenette....... 


6 Tube Zenette, A, B, C, D 
AH, CH, LP, RH 


a ee 


Sg 8 6g 2 of ea 


52, 53, 54, 60, 61, 62, 64, 67 


A ee 


210, 210-5, 211-5, 220, 221 


230, 240, 245 


EERE Men ec ca Li os wikg sa ws cf ees occ acs eee 


410, 411, 420, 430, 440... 


ee 


Sse 6 6 6 @ be 2 0 


Docc esevcscccssceseseocs 


500, 502, 503, 514, 515, 


516, 600 


i 


OT ee 


“. 


Dat Swe ine Sas ie © @ = 64 © © 


ee 


650HD, 651HE, 660TD, 


661TE 


ahs os © © 6 ee es 6 8 8 


Original 


Part 


22-87 or 
22-102 


22-87 
22-119 or 
22-118 


22-121 
22-132 or 
22-133 
22-131 or 
22-140 
7119-4 


22-72 


22-61 


22-156 
22-157 


22-173 


22-169 
22-167 


22-183 
22-195 
22-236 


22-169 
22-168 
22-169 
22-240 
22-241 
22-225 


22-230 


22-225 


22-247 


22-173 
22-167 
22-118 


22-61 
22-173 
22-61 
22-173 


22-61 


22-236 


22-61 


Use 
Mallory 
Number 


WE847 
WE847 


WE847 or 
RS213 
CS133 
RS211 or 
CS131 
RS213 or 
CS133 
CM172 


RS213 or 
WE847 


MN275 


eee ewe eww wee 


WE847 


“ee ee eee eens 


| 


RS213 or 
WES847 


TS102 
RS213 or 
WES847 
CNI151 
TSI01 
CM172 and 
TS101 


TS102 
CN152 
TS102 
RS213 
RN242 
TS101 


RN242 
TS101 
RS213 


a= 6 QS © 6 0 @ ds 


2.06 © wb 2 6 eh S 


fe se @aee nm © & xe 


MN275 
UR182 


INSTALLATION INSTRUCTIONS 


Wet electrolytic. Note—RS213 can be used if 
surge does not exceed 520 volts. 
See model 5 Tube Zenette. 


Note—Use RS213 if surge is under 520 volts. 
Red to rect. cathode, black to chassis. 


Suggestion only, submit original unit. Ck. surge. 


Suggestion only, submit original unit. Ck. surge. 
Both red to rect. cathode, one black to chassis, 
other black to center tap of power trans- 
former. Suggestion only, submit original unit. 


If RS213 is used it will require a type “A” 
washer for clamp mounting. Check surge. 
No instructions needed. 


See model 10. 


If surge is not over 520 volts use RS242. Both 
red to pos. lug, black to can. 


Red to pos. lug, black to can. Check surge, if 
using RN242. 

See model 10. 

See model 91. 

See model AH. 

See model 10. 


Red to pos., black to neg. 

Red to pos., black to neg. Note—C™M172 may 
be used as a single item replacing both 22-156 
and 22-157. 


Check this set for surge before using RS213. If 
over 520 volts use W E847. 
See model 210. 


Standard tubular. 


Check surge if using RS213. 
Suggestion only, submit original unit. 
Standard tubular. 


Both red to rect. cathode, one black to chassis, 
other black to power trans. center tap. Con- 
nect TS101 pos. to 75 cathode, neg. to 
chassis. Suggestion only, submit original unit. 


Standard tubular. 

Red to each side of field, black to chassis. 
Standard tubular. 

Red to pos. lug, black to can. Use “A’’ washer. 
Red to red lug, red to red lug, black to can. 
Standard tubular. 


Red to pos. 8 lug, red to pos. 8 lug, black to can. 
Standard tubular. 
Red to pos. lug, black to can. Check surge. 


See model 230. 
See model 410. 


See model AH. 
No instructions needed. 
See model 230. 
No instructions needed. 
See model 230. 
No instructions needed. 


See model 462. 

No instructions needed. 

Red to red, green to green, black to black, 
yellow to yellow. 


ee 


DO NOT USE INFORMATION WITHOUT READING INSTRUCTIONS ON PAGES 16 AND 17. 
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MALLORY Replacement Condensers 


Use 
MANUFACTURER Original Mallory 
AND MODEL Part Number 
ZENITH—Continued. 
705, 706, 707, 711, 712 
(2059) oi. OES oan 22-217 RN242 
22-225 TSI101 
C192 oe tees tae eee 22-168 CN152 
720, 735, 440; Sto ee P80968 CS121 
C80 os ans CWS SER SoS eS eh ok oe ole Ge ee ee 
199 6d cipS Baht oases CL ee wa soca oe ee ae 
yo ee ae a SR 22-169 TFS102 
260, 765, WGT .cce soe ax ble ee ce ea ee ee 
7A: Ci cel UA Eee 22-241 RN242 
22-240 RS213 
7208 TIS B so Sie does Sees sa os eo lene eee 
200s. cicsdap hee’ lees 22-240 RS213 
22-241 RN242 
BOM... 66. oe eee oe C525 UR182 
205.806, S07... see 22-125 3} > tae eee 
BOS... 3092 ose - eee p35 bey MES ee 
22-318 RN241 
16 Mfd RN242 
ST: SUZ SF See. sce 22-307 RM257 
22-308 RS205 
825. BS fo hoe ee ee ae 22-283 CM172 
Re See pe eee ee 22-321 CS133 
22-322 CN152 
Re Se cay 22-225 TSI101 
p> 5) Rea E Ngee 
oe AOS. Bae ae See 
BAS: on Sard See eke ees 22-125) Se Ee oe ee 
260; 8610. Sectors ZEAZS 5 Ake eo eee 
22-318 RN241 
~ | 16 Mfd RN242 
S62, $65, S60) 22 55 35.2 a eck eee eee eee 
B70: 20.3 eee eee 22-283 CM172 
$870, S871 oe ae 1 ae ee ee ee 
280; 3 as SSeS ee 22-125 So. sb eee 
22-225 TS101 
22-331 WES847 or 
RS213 
BSL os seer eee 22-225 TSI01 
D2-Bal Sa ees a So 
906 ..wiie «tte aes pes, poet a amy PEERS Diem) 
945, 950 os. cubtedk tooo eee 22-125 gee Shia tees 
960: SGN oc. Se tees. tt cee pa Di = Sg, Sot TRE RR RD 
970, 975, 980; 985; 9905 53) 22425 oe aw oe 
pa A 5 | RN fe SS 
lOO’: cos ESS ee pb 8) AE ee 
LIOL. 223233 esse ae Do SSE le tape, es 
22-225 TS101 
[bE y ee ee Ley ek Bet oc itt 
4162 os oi ee ee Pu ee ie he ee ee 
BU70. 6 nnn det Soe EEE we ee ee eee ee 
TON So cates eee yn Me bn re SS a ne 
vor da 4 gene RSS 8 SE ee 
200K. oc sb ated iassehicleae cette Lele 
74 | A i re we eee) er yk Oe ee fy Be 
LOZL soo ies wed bs one & od eal ake eee eee 
POZO. 5. wnie we b-be Adtcnou de Tees wee eee 
DOSL ho 5 oS Pe ee Fe re ee ee ee 
2035 5033: Soe eee ee ees ee es eee. SO 
20348. C4 ee he eee | ZEATS Pik eee eee 
ZOES. 0.8. oo nls o UES dc Sets eal Sie ee eee 
v2 i) Bees | 9 BS a ee est a. 22-204 RN242 
22-203 TSIOL 
Dds i a bn ce ee 22-225 TS101 
2053B os foo bw aw ness Cette be eS eee 
DOSE Sa SS ee ees Sa eee Fe DOE pe os Se ss Se 
20ST. 5 das sc ae oe yy ay | eae RED ee 
L0GSSs ais Aa wee be eee 222A Ee +4 oe ee es 
22-258 TSLOL 


INSTALLATION INSTRUCTIONS 


Red to pos. lugs, black to neg. lug. 

Standard tubular. 

See model 475. 

Suggestion only, submit original unit. 

See model 705. 

See model 475. 

Standard tubular. 

See model 475. 

See model 476A. 

See model 476A. 

See model 476B. 

See model 476A. 

See model 476A. 

See model 701. 

See model 91. Note—Some of these sets may 
require an RN242. 

See model 91. 

Suggestion only, submit original unit. 

Both red to pos. lug, black to can. Check surge. 


Red and blue to pos. 25 Mfd, green to pos. 
5 Mfd, black, brown, and yellow to neg. 
Suggestion only. 

Red to pos., black to neg. Suggestion only. 

Both red to rect. cathode, one black to chassis, 
other black to trans. center tap. Install in 
original can if possible. 

Suggestion only, submit original unit. Install in 
original can if possible. 

Suggestion only, submit original unit. Install in 
original can if possible. 

Standard tubular. 


See model 91. 

See model 808. 

See model 808. 

See model 811. “ 
See model 825. 

See model S829. 

See model 91. 

Standard tubular. 


Check surge if using RS213. 
Standard tubular. 

See model 880. 

Submit original unit. 

See model 91. 

See model 908. 


See model 91. 

See model 880. 

See model 91. 

See model 880. 

Standard tubular. 

Submit original unit. 

See model 811. 

See model S829. 

See model 91. 

See model 880. 

See model 5 Tube Zenette. 
See model BH. 

See model LH. 

See model 410. 

See model 476. 

See model 410. 

See model 230. 

See model 410. 
Suggestion only, submit original unit. 
Standard tubular. 
Standard tubular. 

See model 410. 

See model 2051. 

See model 462. 

See model 476B. 

Standard tubular. 


FOR LIST PRICES SEE GENERAL CATALOG SECTION PAGES 81 TO 94. 
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MALLORY 
Dry Electrolytic Condensers 
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INCE Mallory presented the first commerciai dry electrolytic 
condenser tc the world more than twelve million Mallory 
units have been produced. This startling figure represents a 
major portion of the entire output of the industry and exem- 
plifies the true meaning of Mallory Quality. 

Without extensive and continuous electrical, chemical and me- 
chanical research, the development and processing of such a 
large quantity of dry electrolytic condensers would have been 
impossible. 

Mallory investment in research and development work on dry 
electrolytic condensers alone has already approached the million 
dollar mark. As a consequence of this investment, unique facil- 
ities and a complete collection of delicate instruments are 
available to the Mallory staff of efficient laboratory and produc- 
tion condenser engineers. Mallory laboratories are unequalled 
in this field. 

Backed by many years of successful manufacturing experi- 
ence, Mallory has not only led the industry from its very 
beginning, but is continually making important contributions 
to the advancement of the art. 

Constant production supervision directed by these labora- 
tories makes possible the reputation for quality universally 
accorded Mallory Condensers. 

Listed in the following catalog pages you will find Mallory 
Replacement Condensers in a carefully selected variety of types 
and sizes. Many diversified applications are possible. 
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Mailory Replacement Condensers 
A YAXLEY-MALLORY PRODUCT 


N THESE modern times Mallory 

takes pleasure in presenting a new 
type of catalog containing every ad- 
vanced development in the replace- 
ment condenser industry. 

No longer is it necessary or even 
desirable to carry duplicate stocks 
and a multitude of physical shapes 
and sizes when condensers of the 
type herein described are available. 
A quick glance at the listings will 
readily indicate that here at last is a 
really practical, sensible line, com- 
plete in every detail, yet surpris- 
ingly few in number, assuring rapid 
turnover and substantial profits. 

Mallory has taken every precau- 
tion in the design of this remarkable 
line to assure its universal application 
and a new high standard of quality. 


Unique mounting features, clever 
universal hardware, exceedingly 
small sizes with no sacrifice in qual- 
ity, besides a host of other features 
both electrical and mechanical are 
built into these condensers and are 
described on the following pages. 

Combined with the many features 
emanating from the Mallory labora- 
tories are many practical ideas con- 
tributed by members of the radio 
service fraternity, in answer to an 
elaborate questionnaire sent to them 
for this purpose. We acknowledge a 
huge debt of gratitude and sincerely 
thank these many service men for 
their frankness, sincerity and help in 
making these new Mallory Replace- 
ment Condensers the finest available 
anywhere. 


CELLOPHANE SEPARATORS 
Etched Anodes—Stitched Anode Leads 


All recent important improvements pioneered or de- 


veloped by Mallory—are incorporated into Mallory 
Condensers wherever they add to quality and utility. 
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Mallory Dry Electrolytic Condensers 


General Characteristics 


@ A good Dry Electrolytic Condenser 
should measure within its tolerance with 
respect to its capacity rating and stay 
reasonably within this tolerance for an ex- 
tended period of service. It should have a 
low leakage current characteristic at its 
rated voltage and this characteristic should 
be evident within a few minutes after con- 
nection to the voltage source even though 
the unit has been out of service for extended 
periods. The unit should have a low series 
resistance (power factor) but more im- 
portant this characteristic should remain 
stable throughout its life. It should with- 
stand its rated voltage without rise in 
temperature and be capable of standing 
momentary surges within its surge voltage 
rating. Mechanically, its construction must 
be so that the moisture content of the 
electrolyte will not be disturbed by varying 
humidity and the manufacturing process 
used must be designed to eliminate corro- 
sion. The container, fads or lugs and 
flanges must be able to withstand more 
than the usual abuse in service in order to 
protect the electrical characteristics. All 
Mallory Condensers are made to meet 
these rigid requirements. 

Few condensers available today even 
approach this ideal. To maintain a uniform 


production of such a condenser requires 
elaborate and costly production machinery 
manned by experienced men well versed in 
the art and backed by extensive research 
and pioneering development. Mallory is 
proud of the fact that every Mallory Re- 
placement Condenser listed in this catalog 
is manufactured under ideal conditions 
with the very latest production equipment 
and is continuously under the supervision 
of the most efficient research and engi- 
neering division in the entire industry. 
Mallory is determined in its policy to main- 
tain the traditional Mallory high standard 
of quality. 


Dry Electrolytic Condenser 
Voltage Ratings 


In order to provide a clear understanding 
of the various ratings pertaining to dry 
electrolytic condensers, we have prepared 
the chart shown below. 


Please note that the permissible Peak 
AC Ripple Voltage varies with the capacity 
of the unit. Also note that the maximum 
surge voltage rating remains the same for 
DC ratings of 450, 475 and 500. Those 
interested will find a complete discussion of 
voltage characteristics on pages 14 and 15. 


Mallory Dry Electrolytic Condenser Voltage Ratings 


Maximum Peak AC Ripple Voltage at 120 Cycles 


Operating Maximum 
Volts Surge Mfd. | Mfd. | Mfd. | Mfd. | Mfd. | Mfd. | Mfd. | Mfd. 
(Wkg. V.) 1-3 | 4-5 | 6-9 | 10—12| 13-16 | 17-25 | 26-35 | 36-50 
25 40 10 10 10 10 10 8 8 5 
50 75 15 15 15 15 10 8 8 5 
100 150 25 20 20 20 15 10 8 5 
150 200 25 20 20 20 15 10 8 5 
200 250 30 27 25 20 15 10 8 5 
250 300 30 27 25 20 15 10 “8 5 
300 350 30 rH 25 20 15 10 8 5 
350 400 30 i 25 20 15 {240 8 5 
450 525 30 rH 25 20 15 10 8 5 
475 525 30 27 25 20 15 10 8 5 
500 525 30 rH § 25 20 15 10 8 5 
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DRY ELECTROLYTIC 


Round Can Filter Units 
TYPES RS, RN and RM 


Note types RN and 
RM are similar but 
with additional leads. 
The unit is not 
grounded to the can 
in any case. 


@ Modern in construction these units are 
of reduced size and inaugurate many new 
features. They are for use whenever round 
can units are desired. 


All units are supplied with 8” stranded 
push-back wire leads of a practical gauge 
and are plainly color coded on the unit. 
For replacement use where the original 
employed lugs instead of leads, the Mal- 
lory ““Terminal Connector” described on 
page 9 will be found invaluable. 


Special hardware of exclusive design en- 
ables these units to be mounted in any of 
the five original types of mountings with a 
minimum of effort. See pages 10 to 12 for 
complete instructions. 


Type RS represents the single section 
type, RN the common cathode type and 
RM the multiple separate section type 
where the units are not internally con- 
nected. Always use Type RM when a 
common positive unit is desired by 
connecting the positive leads together. 


PALNUT 
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(RS—Single Section Type) 


Max. List 
Type Cap. |Wkg.V.| Surge! Size | Price* 
RS 201 4 250 300 | 234x1 $0.75 
RS 203 8 250 300 | 234x1 95 
RS 205 12 250 300 | 234xl1 1.10 
RS 211 4 450 DZD. | 2oaxl 85 
RS 213 8 450 DZe | 254 xk 1.05 
RS 215 12 450 | 525 |3 xl 1.40 

(RN—Common Cathode Type) 

Max. List 
Type Cap. |Wkg. V.| Surge} Size | Price* 
RN 231 4-8 250 300 [3x1 $1.30 
RN 232 8-8 250 300 [3x1 1.45 
RN 235 8-8-8 250 300 |3x1% 2.10 
RN 241 4-8 450 525 {3x1 1.45 
RN 242 8-8 450 525 |3x1% 1.60 
RN 245 8-8-8 450 525 |344x1% 2.30 


(RM—Multiple Separate Section Type) 


Max. List 

Type Cap. |Wkg. V.| Surge} Size | Price* 
RM 251 4-8 250 300 |3x1% $1.30 
RM 252 8-8 250 300 |3x1% 1.45 
RM 255 8-8-8 250 300 |3'4%4x1%% 2.10 
RM 257 8-8-16 250 300 |344x1% Zo 
RM 259 |8-16-16| 250 300 |3144x1% 2.60 
RM 261 4-8 450 525: |3x134 1.45 
RM 262 8-8 450 525 |3x1% 1.60 
RM 265 8-8-8 450 525 |4x1% 2.30 


*Prices include palnut and flat washer. 
Prices on other hardware listed on page 89. 
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DRY ELECTROLYTIC 


Tubular Audio Bypass Units 
TYPES TS and TN 


Type TS Type TN 


@ These units are designed especially for bypassing 
the cathode bias resistors in Audio Frequency and 
other low voltage circuits where dry electrolytic 
condensers are applicable. 

Type TS represents the single unit type and type 
TN the dual common cathode type. They are made 
as small as good engineering will permit. Three-inch 
bare tinned copper leads provide for electrical con- 
nection as well as a mounting support. 

In the few cases where a 20 mfd. 50 volt unit is 
desired we suggest the use of two 10 mfd. 50 volt 
units in parallel. The 5 mfd. 50 volt unit may be 
used at 25 or 35 volts and since there is no price 
differential, units of these ratings are not listed. 


ratings on request. 


(TS—Single Section Type) 


Max. | List 

Type Cap. |Wkg. V.| Surge} Size | Price 
TS 101 10 25 40 134x34} $0.50 
TS 102 20 25 | 40 | 24x]  .60 
TS 105 5 50 io 134 x34 -50 
TS 106 10 50 aD 24x .65 


(TN—Dual Common Cathode Type) 


Max. List 

Type Cap. |Wkg.V.|Surge| Size | Price 
TN 110 5-5 25 40 134x34| $0.75 
LINGELY 10-10 25 40 24x 75 
TN 112 5-5 ao 75 13x as 
TN 113 5-5 50 15 24x -75 


DRY ELECTROLYTIC 
Round Can Bypass Units 


TYPE BN 


~@ Type BN units are made in two different mounting arrangements and while 
only one capacity and voltage rating is listed, they may be secured in various 


Type BN 225 is in a plain can. Type BN 226 is in a can with 4” 20 stud and 
is furnished with a small bracket for horizontal mounting. 


Max. 
Type Cap Wkg. V Surge Size List Price 
jy | 2a ee 10-10 50 75 13 x1 $9.95 
BING 226 oh eerertitere 10-10 50 75 13%x1l 1.00 


DRY ELECTROLYTIC Large Round Can Units TYPE MN 


Type MN 
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@ Type MN units are designed pri- 
marily for repla¢ement use covering old 
style multiple section wet electrolytics. 
For this reason, the original size has 
been maintained in order that they will 
properly fit the mounting peculiar to 
this type. 

Original wet electrolytic condensers 
had several “‘off”’ standard ratings with 
respect to capacity such as 9-9-18, 9-9- 
18-18, etc. These ratings were adopted 
originally because they conveniently 
filled the spaces available in the can and 


to impress the trade with the amount of 
capacity possible in the then new devel- 
opment as compared to paper condensers. 

Actually, the power factor or filtering 
efficiency of these old style units cannot 
compare with modern dry electrolytic 
condensers and therefore much less total 
capacity is required than originally 
specified. For this reason, only four rat- 
ings are listed. These will satisfactorily 
replace all the former ratings with equal 
or even better results. 


Type Cap Wkg. VY. 
MN 272.... 8-8 450 
MN 273 5-15 450 
MN 275 8-8-8 450 
MN 277 8-8-8-8 450 


Max List 
Surge Size Price 
Bao 24% x4% $1.80 
525 24%x4% 2.30 
525 3 x4% 2.70 
525 3 x 4% 3.60 
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DRY ELECTROLYTIC 


Cardboard Carton Filter Units 
TYPES CS, CN and CM 


@ Developed for all applications where 
dry electrolytic carton type filter condens- 
ers are required, these units represent the 
greatestadvancein practical designandelec- 
trical superiority ever offered in this field. 

An internal metal seal effectively pro- 
tects these units against changes in their 
characteristics due to varying humidity. 
Due consideration has been given to the 
high temperatures often encountered in 
Midget and Auto receivers. 

All units are of extremely small size 
making them ideal for replacement as well 
as initial design purposes. Special auto- 
matic equipment, the result of over two 
years of aggressive development has made 
possible the production of high quality 
condensers in these small sizes. These units 
represent no quality sacrifice when com- 
pared with the larger types and in certain 
characteristics have proven superior. 

Exclusive metal mounting flanges are 
provided on all units except the smallest 
size which is intended for mounting by 
means of its own leads. This new mounting 
feature revolutionizes the installation of 
cardboard carton condensers since it elim- 
inates the necessity of drilling holes in the 
chassis. Primarily designed for soldering 
the unit to the chassis these flanges may 
be pushed under various parts on the 
chassis or bent out of the way entirely 
when it is desired to mount the unit by 
its leads only. 

All units are supplied with 8” stranded 
pushback wire leads of a gauge sufficiently 
heavy for mounting purposes but light 
enough not to be cumbersome. All positive 
leads are at one end and negative leads are 
at the opposite end of the carton. 

The Mallory ‘“Terminal Connector”’ de- 
signed to solder easily to the chassis is 
available for use where original condensers 
had. lugs instead of leads. Described on 
page 9 the Mallory ““Terminal Connector” 
eliminates the necessity of splicing and 
taping wires, always troublesome and un- 
sightly. -. 

Type CS represents single units, Type 
CN common cathode units and Type CM 


multiple section units. Type CM units are 
not internally connected. Always use 
Type CM when a common positive 
unit is desired. 


Note Types CS and CM are similar except for the lead 
arrangement. Negatives at one end, positives at other end. 


(CS—Single Section Type) 


Wkg.| Max. List 

Type : V. | Surge Size Price 
CS 121 PAs 300 | 44x34x2%;| $0.65 
CS 123 5 300 54x Yx2% .80 
CS 124 3 300 | 54x 1x21% .95 
CS 125 2 5 300 | 54x 1x24% 1.00 
CS 126 2 300 |'Yexl 4x27, 1.10 
CS 130 2 525 | 146x34x2l% -65 
CS 131 4 525 | 4x Kx2%, 73 
CS 132 6 525 | %x 1x214% -90 
CS.-133 8 525 | 54x 1x2% .95 
CS 134 10 525 |'¢exllkx2l%, 1.15 
CS 135 12 525 |l4exl Kx24% 1.30 


(CN—Common Cathode Type) 


1 
Wkg.| Max. List 
Type Cap. V. | Surge Size Price 
CN 140 4-4 250 300 54x1x3 $0.90 
CN 141 4-8 250 300 54x1x3 r.15 
CN 142 8-8 250 300 | 34x1kx3 1.30 
CN 145 | 8-8-8 | 250] 300] %x1{x3 | 1.95 
CN 150 4-4 450 525 | 34x1llkx3 1.20 
CINE 4-8 450 525 4x1 4x3 1.35 
CN 152 8-8 450 ays axl lgx3 1.50 
CN 155 8-8-8 450 525 |1)46x11¢x3 2.20 


(CM—Multiple Separate Section Type) 


Wkg.| Max. List 

Type Cap. V. | Surge Size Price 
CM 160 4-4 250 300 | 34x11 x3 $0.90 
CM 161 4-8 250 300 | 34x1 x3 ici 
CM 162 8-8 250 300 Yex1lgx3 1.30 
CM 165 | 8-8-8 | 250 300 |13%x1x3 1.95 
CM 170 4-4 450 525 | 3%x1\%x3 1.2 
CM 171 4-8 450 525 | %x14x3 tho be 
CM 172 8-8 450 525 |13%xl x3 1.50 
CM 175] 8-8-8 | 450 525 |116x14x3 2.20 
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DRY ELECTROLYTIC 
High Capacity Low Voltage Uniis 


TYPE HC 
HC 500 114x434 | $2.55 
HC 501 2x434 4.25 
HC 502 2144x43% 6.00 
HC 503 244x434 | 7.75 
HC 504 3x4.34 9.50 
HC 505 3x4 36 11.30 
HC 506 3x53% 14.80 
HC 507 314x576 | 18.25 
Type HC 
HC 510 134x434 Hyd 
HC 511 2x44 6.55 
HGS 219x4% 9.50 
@ Mallory Type HC units are for use in ee: ar ae: ve 
speaker field supply circuits, talking movie W515 3x58, 18.25 
equipment, “‘A’’ Eliminators and similar HC 516 314x574 | 24.00 
equipment. They are carefully designed so 
f HC 520 2x4 34 4.95 
as to guarantee unexcelled performance. HC 521 214x438, 1 8.90 
Since the field requiring them is rela- HC 522 3x43% 13.00 
tively small a complete stock is not main- oe = pers pa 
. x 8 . 
tained, but arrangements have been made HC 525 334x51%% | 25.25 
to give approximately four-day service. 
Units not listed may be obtained upon a 530 a 6.55 
request. All units are in round metal con- ie pe Rete rae 
tainers. Rectangular type containers may C533 3x5 1% 24.00 


be had on special order. 


DRY ELECTROLYTIC Old Style Units ORIGINAL LARGE SIZE 


@ It is inevitable that the modern small 
size units described in this catalog will 
quickly render obsolete the old style large 
type units as they are equal or superior to 
them and offer practical advantages here- 
tofore unknown. 

It is a Mallory policy, however, to pro- 
vide as complete a service as possible. 
Should there still be a demand for old 
style units, we list below such types as 
have been popular in the past. 


Single Section in Carton with Leads 


Wkg.| Max. List 
Type Cap. V. | Surge Size Price 
14450 4 450 525 | l4exl34x4l4} $0.75 
18450 8 450 525 |54exl34x4y 95 
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Dual Section in Carton with Four Leads 


Surge Size 


Type 


148450 


525 |134xll4x434] $1.35 
188450 925 | 2x114x4%] 1.50 


Type 


525 | 14x4% $1.60 


M2-585 8-8 
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DRY ELECTROLYTIC 


“Special Universal’’ Units 
TYPE UR 


@ Mallory condensers listed below represent the only ‘‘Special’’ units necessary to 


complete the Mallory Universal Line, 
standard Mallory units. 


List 
Wkg. V.| Price 


250-300 | $1.30 


450 2.10 
5-25-10 150 1.95 
150 1.35 
450 1.50 
450 1.65 
450 2.05 
450 2.15 


all other applications being serviced by 


Suggested For 


Crosley Models 95, 96, 98, 99, 102, 129-1, 


130, 130-1, 132, 132-1, 134, 136-1, 146-1, 
148, 154, 157, 158, 160, 163, 167, 169, 176. 

Philco Models 16, 17, 18, 116, 118, 200, 
201, 640, 650, 660, 680. 

Belmont Models 53, 425, 440, 525, 530, 
540, 625, 650. 

Echophone Model 7114. 

Emerson Models H5, 30AW, 33AW, 250, 
250AW,321AW, 350AW, 30LW, 33LW. 
250LW, 321LW. 350LW. 

Grunow Models 5B, 501, 550. 

Sears-Roebuck Model 7114. 

Wells-Gardner Models 054A, 5B. 

Zenith Models 701, 702, 801. 

Kadette F Jr., early and. late. 

Special High Surge unit in carton. 

Special High Surge unit in can. 

Special High Surge unit in carton. 

Special High Surge unit in can. 


“Terminal Connector’’ 


@ The Mallory “Terminal Connector’’ 
will be found invaluable for many ap- 
plications. 

Where cable or harness wiring was 
originally used the Mallory “Terminal 
Connector’’ affords a neat and effective 
anchor between the flexible leads from 


the condenser and the cable, making it 
unnecessary to splice and tape these 
connections. 
Complete instructions are given on 
page 9. 
List Price 
Mallory Part No. A016...... $0.05 each 


Accessories for Types RS, RN and RM 


@ These accessories, a new departure in 
the replacement condenser field, for the 
first time afford a practical method of 
installing standard Mallory round can 
units in any style of mounting—a truly 
universal feature. 

The special Mallory washer, A-017 
with overturned edge, shown at the 
right is for use with 1” round cans when 
the unit is to be clamp-mounted in a 
standard 15%” clamp. 

The force flat washer, 015-2 is for 
mounting either the 1” or 134” round 
units when spade bolt mounting was 
used originally. Usually a standard tube 
socket punch was used in this case and 
one flat washer beneath the chassis is 


all that is required for mounting the 
13%” units. Two of these washers are 
required for mounting the 1” units, one 
above and one below the chassis. 

Complete instructions are given on 
pages 10 to 12. 


List 
Type Description Price 
A-017 For clamp mounting 
on 1” cans?.......| $0.05 
015-1 | For 7%” hole mount- 
ing on 1” cans..... .03 
015-2 | For spade bolt mount- 
ing both 1” & 13%” 
CALS Me nten aiines s .03 


Wet Electrolytic Units 
TYPE WE 


@ Mallory Wet Electrolytic units in- 
shee all late features and are of the 
regulating type. The interior of the con- 
tainer is treated to prevent its formation 
when an AC component is present. 

Supplied with lug positive and con- 
ied negative in the sizes shown at the 
right 

The_ special “‘A’’ washer described 
above is required when using 1” cans in 
replacing. 134” cans of the clamp mount- 
ing type. Always mount in an upright 


position. 
Prices include palnut for mounting. 


List 

Type |Cap. Price 
WE 447 4,475 ]1 x34] $0.80 
WE 847 8 75 lo 95 
WE 1247] 12 75 é 1.15 
WE 1647} 16 475 b 1.35 
WE 1847 475 - 1.50 
WE 3540 400 1.75 


th mi 
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Type UR 181 


MALLORY | 


Cc QO N ODE 


A YAK ECE Y -&Me ALU LE OCREY Ie 


N S$ 
D 


RO U 


PAPER DIELECTRIC 
Tubular Bypass Units 


E 
C 


T 


TYPE TP 
Working Voltage 600 DC 
Type Capacity 
TP 401* .0001 lygx% 
TP 402* .00025 134x% 
@ Tubular bypass condensers, although generally TP 403* 1344x% 
the smallest condenser unit in the radio receiver, TP 404* 14x % 
are nevertheless just as important to its proper TP 405* 13% x % 
operation as any other component. TP 408* 13% x % 
Unfortunately there seems to have been a general TP 409* 134 x % 
sacrifice of quality in favor of price in this field TP 410* 13% x % 
which should not be allowed to continue unchal- TP 412* 13% x % 
lenged. Reductions in insulation and elimination of | TP 415 1%x &% 
proper sealing, products of this situation, are caus- TP 416 1%x % 
ing trouble in the field that is bound to have an TP 418 24x W% 
unfavorable reaction and are certainly not worth TP 420 2564x % 
the slight savings involved. TP 432 254x1k 
All Mallory units will be found to be safely rated 
(three papers for 400 volts, etc.) and are manufac- 
tured with the same degree of care and precision Working Voltage 400 DC 
allotted to other Mallory products of higher unit 
value. : . . : 
Since RF impedance is of paramount importance aye> Gapacky sons ees 
in bypass condenser of this type all Mallory units TP 421* o1 14x $0.15 
are, of course, noninductively wound and great care TP 423% 02 1x i 15 
is taken to insure a low impedance contact between = pp 496% 05 1, 2 Me 15 
the unit and its lead wires. The metal end discs used TP 428% 1 1%, ser Y 20 
in Mallory construction not.only insure good con- TP 430 95 214 re : 
; a core ae : Ex Be 125 
tact but in addition eliminate the possibility of open TP 431 5 23%.x1 35 
5 : ° : i6 X 
circuits due to mechanical abuse. 
All units are thoroughly impregnated under high 
vacuum, oil treated and completely filled with a Working Voltage 200 DC 
special high temperature moisture-resisting com- 
pound producing an exceptionally fine condenser . : : : 
from a quality standpoint. Tear one open and note Type Capacity Size List Price 
ecti mplet i poe Perr. os! 
ee aS. layer of wax completely surrounding TP 436% Pe 1, x % $0.15 
A close inspection of Mallory tubular condensers TP 438* 1 1yx% 15 
will reveal a unit built for continued service and not TP 440 25 1% x %4 25 
necessarily for pleasing appearance—a doubtful TP 441 5 2 x% 35 
feature. 2%x1% -50 


Sizes not listed may be secured on special order at 
the same price as the next higher rating. 


*Packed 10 toa carton. Others packed 5 to a carton. 


PAPER DIELECTRIC 


Auto Generator Suppressor Units 
TYPES AG and AM 


@ Mallory Type AG Auto Generator Suppressor 
condensers are for use at the generator terminals and 
other locations where this type of unit may be con- 
veniently mounted. They are designed for the high 
temperatures and the unusual vibration encountered 
in this field and will prove satisfactory in all cases. 

Type AM is similar to Type AG except that it has 


90. 


two flexible leads and no mounting flange permitting 
its installation at the ammeter and other points 
where this construction proves more advantageous. 

In either application it is well to remember that 
the leads should be kept as short as possible if inter- 
ference still persists in isolated cases. Available only 
in the ratings listed. 


List 

Type Cap. | Wkg. V: Size Price 
AG 451 5 200 26x34 - $0.50 
AG 452 ibe 200 24x14 brie 
AM 454 5 200 216x34 45 


PAPER DIELECTRIC . 


Auto Vibrator Condensers 
TYPES VB, VL and VO—OIL IMPREGNATED AND OIL FILLED 


g* 


Type VL 
Fig. 4 Fig. 1 


@ Without doubt the vibrator field constitutes the 
most severe service for which paper condensers are 
specified. These condensers must operate under ex- 
treme temperature conditions, excessive vibration 
and unusually high and continuous peak voltages. 

Those who are familiar with this field fully realize 
the false economy of using anything but the finest 
condensers obtainable. 

With the exception of Types VL479 and V0480, 
low voltage units, all vibrator condensers described 
on this page are not only oil impregnated but are 
also oil filled. The experience gained through the 


Type VB Type VB Type VB 
Fig. 2 


Type VO 
Fig. 3 Fig. 5 


also to prohibit any tendency of the liquid oil from 
leaking out of the unit, special and complicated con- 
struction is necessary. This construction is the result 
of extensive research. No simpler method has been 
devised. 

Mallory Vibrator Condensers are priced as reason- 
ably as manufac‘ ‘ing costs will permit and still 
maintain the type of quality essential to their 
proper performance. 

The tubular oil condensers shown at the bottom 
of this page are also used for vibrator replacements. 


manufacture and sale of millions of Mallory Vibra- Wkg. List 
tors has proved conclusively that no other type of Type Cap. V. Size Fig. | Price 
condenser will give satisfactory service in this §=———— a 
field. VB 470 .0075 1600| %x %x .3 1 $0.45 
There are makes of condensers on the market pur- VB471 | .O1 1600] %x%x .3 1 A5 
ported to be oil filled units which actually are not WVB472 | .0125 | 1600] 5xlox .3 1 60 
oil filled at all, in fact, the units are entirely empty VB 473 | .015 1600] 7%xLex .3 2 60 
when opened for inspection. It is easy to account for WVB474 | .02 1600} %xll¢x .3 1 .65 
this rather unethical practice when one is familiar VB 475 | .03 1600] 1x 4x34 2 70 
with the unusually hard manufacturing process in- VB 476 | .04 1600] lx 6exl¢e 1 75 
volved in their production which prohibits their sale VB 477 .05 1600/1xIx% 3 .95 
at some of the low prices prevailing in the market WVL478 | .01 2000|3346x17ox 34 4 | 95 
at present. VL 479 AS: 200|3246x2VOx 3% 4 .65 
In order to permanently exclude moisture and VO 480 | .5 120|2 4x34xl a Reber | 

PAPER DIELECTRIC 
= a im 
Oil Filled Tubular Units 
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List 

Type Cap Wkg. V. Size Price 
OT 458 .0025 2000 13%4x% $0.55 
OT 459 .005 2000 134x% 55 
“ , OT 460 0075 | 2000 134x5% 55 
@ Designed for severe service these condensers rep- OT 461 Ol 2000 13{x 5% 5S 
resent the finest tubular condensers available at gq 469 0125 2000 21x54 55 
any price. : 3 ‘ OT 463 015 2000 2x 5% .60 
They may be used in connection with many types) oT 464 02 2000 214x3{ 60 
of vibrators and also are ideal for those transmitting 7 465 03 2000 24x34 65 

circuits requiring the listed capacities at high volt- OT 466 04 2000 9 34x3/ 7 
Pare | OT 467 .05 2000 2 34x34 75 


Non-inductive, oil impregnated and oil filled, ex- 
tremely low RF impedance and power factor, care- 
fully and effectively sealed, they will, readily prove 
their value in all “‘tough”’ circuits. 


Note: Intermediate sizes priced the same as next 
higher rating. 
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AC Electrolytic Capacitors 
FOR MOTOR STARTING SERVICE 


mera jl 


il 


Type MS 


@ Electrolytic starting capacitors have 
been divided essentially into two types— 
the round and the rectangular container. 
In general, the nominal capacity range for 
both types falls between 30 and 150 mfd. 
at from 110 to 440 volts AC. While other 
capacitors outside this range have been 
used, the great majority were rated at 80, 
100 and 115 mfds. at 110 volts. They are 
for intermittent duty only. 

Due to the electrical requirements in- 
volved, it is not possible to substitute 
capacities lower than the original, although 
capacities up to 40% higher may be used 
with satisfactory results. This refers mainly 
to motors having a centrifugal switch. In 
cases where a magnetic switch is used, care 
should be taken that the increased capacity 


Type Cap. 
MS :540 225. i.e. 60 
MS: 54) C2 fee 70 
MS 042 Fn ae es 80 
MS 54329) eden 100 
DMS 5440s os oe eee 115 
MS (945. 202 1 eee 135 
MS $46 5 3553 5. Boe 150 
MS 547.1545, Avceeten 100 
MS 548332022 30 
MS 549) ues see eae 40 


does not prevent the starting switch from 
opening properly. This fact enables the 
elimination of certain capacities effectively 
reducing the stock requirements provided 
the unit used for replacement is small 
enough physically to be installed satis- 
factorily. 

Recent Mallory developments have pro- 
duced units much smaller physically than 
the originals in many cases, with the con- 
sequent advantage outlined. As an ex- 
ample, the 115 mfd. 110 volt capacitor 
originally supplied in many cases in 214” 
or 3” round cans may now be secured in 2” 
round cans and be used to replace 80, 100 
and 115 mfd. units. 

There is a majority of round can units as 
compared to the rectangular type in the 
field, and in most instances they may be 
used satisfactorily to replace rectangular 
types. For this reason, only round can units 
are listed. Rectangular types will be 
furnished where required, upon re- 
ceipt of complete specifications, or 
preferably the original unit itself. 

Prices given are for the complete unit as 
illustrated. If the metal cap protecting the 
terminals is not required, deduct $0.20 
from the list price. 

Complete installation instructions are 
given in a special folder—No. M-704, coy- 
ering Mallory AC Dry Electrolytic Motor 
Starting Capacitors—supplied free on re- 
quest. 


Wkg. V. List Price 
110 $3.70 
110 3.95 
110 4.20 
110 4.70 
110 5.20 
110 6.00 
110 6.60 
150 7.00 
220 5.60 
220 7.20 


GENERAL INFORMATION 


Prices—Prices are F. O. B. Indianapolis, Indiana, and are sub- 
ject to change without notice. 


Delivery—We endeavor to carry a complete stock of the units 
listed herein and to effect delivery within 24 hours after re- 
ceipt of order. Any variations of the standard list, special 
items or items not listed will be delivered within ten days 
from receipt of order. 


Instructions for Ordering—Please order by TY PE SYMBOL 
followed by capacity and voltage. Experience has proven 
this to be the only way to avoid error. 


The Dry Electrolytic Condensers sold by P. R. Mallory & 
Co., Inc., are manufactured under one or more of the fol- 
lowing U. S. Letters Patents: 


2,020,408 1,989,129 1,918,717 1,891,207 1,714,191 
2,016,302 1,981,533 1,918,716 1,891,206 1,710,073 
2,012,481 1,981,352 1,916,586 1,774,455 Re. 19,370 
1,998,202 1,959,780 1,912,223 1,715,789 Re. 18,673 
1,992,545 1,935,860 1,909,506 And other pending patents. 


The Wet Electrolytic Condensers sold by P. R. Mallory & 
Co., Inc., are manufactured under one or more of the fol- 
lowing U.S. Letters Patents: 


2,012,359 2,000,793 1,983,469 1,960,834. 1,916,586 

2,011,461 1,997,185 1,983,468 1,949,953 Re. 19,370 

2,005,055 1,996,982 1,969,630 And other pending patents. 
re) 


P. R. MALLORY & CO., Inc., Indianapolis, Indiana 


Entire Contents Copyrighted 1936 
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PRECISION 
RADIO 
PRODUCTS 


@ For over thirty-five years the Yaxley-Mallory names 
have been a trade-mark of dependable service and perfect 
satisfaction. Yaxley and Mallory have kept abreast with 
the development of Radio. In this catalog you will find 
new accessories and parts as well as those time-proven 
standard items so widely used in the Radio field. Yaxley 
and Mallory design, engineering and manufacturing opera- 
tions are confined to related parts that we are best equipped 
to make economically and well. 

The result is that absolute dependability may be placed 
on Yaxley-Mallory Approved Precision Radio Products. 

100% Yaxley-Mallory Distributors—Nationwide dis- 
tribution of Yaxley-Mallory Approved Precision Radio 
Products is made through a selected group of what we like 
to term “100% Yaxley-Mallory”’ Distributors. They are 
the foremost Radio Parts Distributors in your area— 
selected for their ability to serve you better than cther 
distribution channels. We recommend them unreservedly. 


Buy Your Radio Parts From a 
100% Yaxley-Mallory Distributor 


P. R. MALLORY & CO., Inc. 
INDIANAPOLIS, INDIANA 


Entire Contents Copyrighted 1936 


This supersedes and cancels all previous price lists. Prices are subject to change without notice. 
No patent liability is assumed with respect to the commercial use of the information contained herein, 


Your Order Blank for Mallory 


REPLACEMENT CONDENSERS 


P. R. Mallory & Co., Inc. 
3029 East Washington Street 


Indianapolis, Indiana 


Please ship the following order: 
[|] Check Herewith 


Note: Your jobber will 


extend your usual net 
prices on this order. 


[] Money Order Herewith 


/)°Send. C. O. D. 


nies | Type | Cap. | 


List 
Price 


| Total Amount 


Paper Dielectric Auto Generator 
Suppressor Units 


Dry Electrolytic Round Can 


Bypass Units 


Dry Electrolytic Cardboard Carton 
Filter Units 


(CM—Multiple Separate Section Type) 


| Type | Cap. | 


List 
Price 


| Total Amount 


Dry Electrolytic High Capacity 


CM. 160 4.4 $0.90 
CM 161 4.8 1.15 
CM 162 8-8 1.30 
CM 165 8-8-8 1.95 
CM 170 4.4 1.20 
CM 171 4.8 1.35 
CM 172 8-8 | 1.50 
CM 175 8-8-8 2.20 
(CN—Common Cathode Type) 
CN 140 4-4 $0.90 
CN 141 4-8 1.15 
CN 142 8-8 1.30 
CN 145 8-8-8 1.95 
CN 150 4.4 1.20 
CN 151 4-8 ets: 
CN 152 8-8 1.50 
CN 155 8-8-8 2.20 
(CS—Single Section Type) 
i CS 121 4 $0.65 
CS 123 8 .80 
CS 124 10 95 
CS'125 12 1.00 
CS 126 16 1.10 
CS 130 be 65 
CS 131 4 715 
CS 132 6 .90 
CS 133 8 95 
CS 134 10 1.15 
CS 135 12 1.30 


Dry Electrolytic High Capacity 


Low Voltage Units 


HC 500 
HC 501 


500 $2.55 
1000 4.25 
1500 6.00 
2000 7.75 
2500 9.50 
3000 11.30 


Low Voltage Units 


HC 506 
HC 507 


(continued) 
4000 $14.80 
5000 18.25 
500 3.75 
1000 6.55 
1500 9.50 
2000 12.45 
2500 15.25 
3000 18.25 
4000 24.00 
500 4.95 
1000 8.90 
1500 13.00 
2000 17.50 
2500 21.10 
3000 25.25 
500 6.55 
1000 12.45 
1500 18.25 
2000 24.00 


Dry Electrolytic Large Round 
Can Units 


$1.80 
2.30 
2.70 
3.60 


AC Electrolytic Capacitors 


MN 272 8-8 
MN 273 5-15 
MN 275 8-8-8 
MN 277 8-8-8-8 
MS 540 60 
MS 541 70 
MS 542 80 
MS 543 100 
MS 544 115 
MS 545 135 
MS 546 150 
MS 547 100 
MS 548 30 
MS 549 40 


5.60 
7.20 


Paper Dielectric Oil Filled 


Tubular Units 


0025 
.005 


ee Type | Cap. | 


List 


Price 


Total Amount 


Dry Electrolytic Round Can 


Filter Units 


(RM—Multiple Separate Section Type) 


22. oe RM 251 4.8 $1.30 
Bites © Pane RM 252 8-8 1.45 
bean ts Shad Be RM 255 8-8-8 2.10 
este eres RM 257 8-8-16 2.35 
Sis 5 58 OS RM 259 8-16-16 2.60 
Se a) le RM 261 4.8 1.45 
BR he ie, RM 262 8-8 1.60 
SS Ee: RM 265 8-8-8 2.30 
(RN—Common Cathode Type) 
I eRe, ba prey RN 231 4.8 $1.30 
Rae Be RN 232 8-8 1.45 
mS tas 8 4 RN 235 8-8-8 2.10 
eo ee oe RN 241 4-8 1.45 
pelea RN 242 8-8 1.60 
Ce Seer aes RN 245 8-8-8 2.30 
(RS—Single Section Type) 
hae ok cae | RS 201 4 $0.75 
Rupee Sen RS 203 8 95 
amie Ses RS 205 12 1.10 
Pie RS 211 4 85 
= eee RS 213 8 1.05 
i ae <A RS 215 12 1.40 


Dry Electrolytic Tubular Audio 


Bypass Units 


(TN—Dual Common Cathode Type) 


pete 8 on TN 110 5-5 $0.75 
<r ae TN 111 10-10 75 
eshje hak Ee TN 112 5-5 ot i 
= a2 TN 113 5-5 75 
(TS—Single Section Type) 
Che TS 101 10 $0.50 
Bee ey SP TS 102 20 ~.60 
or ee TS 105 5 .50 
eae olin, «| TS 106 10 65 


Paper Dielectric Tubular Bypass Units 


(Working Voltage 600 DC) 
$0.15 


0001 
00025 


15 


*Packed 10 to a carton. Others packed 5 to a carton. 


Ordered by 


St. Address 


Quantity 


Total Amount 


Paper Dielectric Tubular Bypass Units 


List 

Type Price 

(continued) 
(Working Voltage 200 DC) 

TP 436* .05 $0.15 
TP 438* al 15 
TP 440 25 25 

TP 441 5 35’ 
TP 443 1.0 50 


ee 


Dry Electrolytic Old Style Units 
(Single Section in Carton with Leads) 


| 148450 4-8 


188450 8-8 


(Single Section in Round Can with Lug) 


| TM 2-8 | 8 


ERVICE AND 


PO! os 


ba 


